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Item Comment Response Drawing 

1
Bike racks could be placed parallel to the side walk to 

focus foot traffic

The Project Team is looking at the location of the bike 

racks with the Countryside working group and will 

follow up with updated locations, based also on these 

comments.  

NA

2

The question of buildings’ contribution to cuts and fills 

is because the illustration appears to not incorporate 

them. Does the accompanying chart? 

HW clarified the cut and fill calculations at the 

meeting. The chart has be updated to confirm the 

flood storage proposed for each elevation on a foot by 

foot basis.

FEMA Flood Storage 

Map Exhibit

3
I expected more Area Drains for such a low area. 

Should there be?
HW has updated Sheet 1.3.06 to correct ridge line. 1.3.06 and 1.3.07

4 Are the Drainage Basins leaching basins?
No. The drainage basins are smaller nyloplast basins. 

They are not large concrete structures.
1.3.08

5

Stone scour protection shows up in the details, but is 

not likely to be needed or appropriate for 

maintenance.
The stone scour detail has been removed.  

1.3.08

6

The rip-rap outfall with forebay should probably be 

reconsidered. Rip-rap can be dangerous and is hard to 

clean. 

The rip rap detail has been removed. A detail of a 

flared-end section has been added.
1.3.08

7
The terms “infiltration trench” and “tree infiltration 

trench” should be clarified/made consistent.

Drawings have been updated to note "Infiltration 

Trench" on all drawings.

1.1.01; 1.1.02; 

1.3.09; 1.4.01; and 

1.4.02

8

Prior to the start of construction, the geothermal 

contractor should provide a plan to manage water and 

sediment spoils.

The geothermal wells and water management 

requirements are now shown on the Phase 1 

drawings. Additionally, the construction documents 

will provide more detail as to how to manage the 

water and sediment spoils.

1.3.06 and 1.3.12

9
Limit of work line should be the construction fence 

with erosion controls within that line.

The Limit of Work (LOW) line and construction fence is 

the same and is now noted as such on the drawings.  

The erosion controls are located within that line.

1.3.12 and 1.3.13

10

The large trees at the rear of the existing school 

should be better protected with a larger no-

disturbance area around them.

The LOW line will be revised and notes added for hand 

work near the large trees.

1.1.01; 1.1.02; 

1.2.01; 1.3.12; 

1.3.13; 1.4.01; 

1.4.02; and 1.4.03

11
All trash and debris should be removed from the 

wetland at the time of construction.
This scope of work has been added to the drawings.  1.3.12 and 1.3.13

12
The wetland should be fenced to keep children, balls, 

and trash out of the wetland.

Fencing at the softball outfield and South Meadow 

Brook has been added to the drawings.

1.1.01; 1.1.02; 

1.2.01; 1.4.01; 

1.4.02; and 1.4.03

13

If there will not be temporary irrigation, for the trees, 

watering bags should be conditioned, as should 

staking and fencing during establishment

 The specifications for construction will be revised to 

carry a two-year warranty - this will ensure that trees 

will be watered and maintained until establishment.

N/A

14

The “edge” of South Meadow Brook is very unhealthy. 

It should have something of a restoration planting 

plan. Said plan could help provide shade for the 

softball field benches.

Similar to the scope for Intermittent Stream Planting 

Restoration, we have added restoration plantings 

along the South Meadow Brook edge (to include trees 

and shrubs).

1.4.01 and 1.4.02

15
Small stature trees along Dedham Street could help 

provide shade for the softball field benches.

We will work with Marc Welch to determine the type 

of tree that would be acceptable to plant beneath the 

power lines.  Five trees have been added to the area 

east of the softball field benches.

1.4.01 and 1.4.02

16
The Pollinator Garden should be fenced to protect it 

(in fall and winter it won’t look like much).

Fencing has not been installed at pollinator gardens at 

the other schools.  If the concern is related to the 

plants surviving we could provide a maintenance plan 

as part of the OOC for COC.

N/A

17
Repairs of the pathway over the intermittent stream 

should be added to the plans. 

The LOW has been extended to the school's property 

line to accommodate asphalt repair/repaving (now 

shown on the updated drawings). 

1.1.01; 1.2.01; 

1.3.12; 1.3.13; 

1.4.01; and 1.4.03


