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CITY OF NEWTON 

ENGINEERING DIVISION 
 

As Built Minimum Requirements 
 

1. If an overflow connection to the City’s drainage system is proposed, prior to 
approval of the Building Permit a Closed-Circuit Television (CCTV) inspection 
shall be performed and witnessed by the Engineering Division, the applicant shall 
retain a contractor that specializes in CCTV inspection.  The applicant shall 
contact the Engineering Division 48 hours in advance to schedule an appointment.  
At the end of the inspection the video or CD shall be given to the inspector.   
 
Furthermore, upon completion of the connection to the drainage system a  
Post – Construction video inspection shall also take place and witnessed as 
described above.  This is required regardless of the connection point, the intent is 
to ensure that there are no downstream blockages or damaged pipe so that the 
contractor of record is not held accountable for preexisting conditions. 
 

2. The building/dwelling footprint must be shown and dimensioned.  Setback lines 
shall be shown by dimension to front, side and rear lot lines. 
 

3. Lot Coverage & Open Space shall be calculated and listed in Tabular form. 
 

4. Swing ties from dwelling/building corners to [water, sewer, gas and drainage 
overflow] (if applicable) must be shown; each respective main and connection 
point needs to be clearly labeled. 
 

5. A profile for the sewer connections from the building/dwelling to the main must 
indicated, rim & invert elevations of manholes of the main [one upstream & one 
downstream] & identify slope of the pipe, pipe material, and inverts at the main 
and at building must be labeled.  
 

6. All underground infiltration systems [dry-wells, chambers, catch basins, trench 
drains must be shown on the site plan with swing ties from the building/dwelling 
corners along with rim & inverts, slopes of pipe and pie size and materials. The 
plans must show where or how the roof leaders tie into the drainage system. Top 
of stone, bottom of stone, invert of pipe, bottom of structure must be labeled. If 
the system required an impervious barrier, it shall be shown in the plan view 
showing offset from system and extent surrounding the system, and a detail shall 
show the system and the depth of the barrier. 

 
7. The new sewer service shall be pressure tested, or videotaped after final 

installation is complete.  Method of final inspection shall be determined solely by 
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the construction inspector from the City Engineering Division.  The sewer service 
will NOT be accepted until one of the two methods stated above is completed.  A 
Certificate of Occupancy will not be recommended until this test is completed and 
a written report is received by the City Engineer. A statement on the plan must 
attest to the fact that the service connection(s), manhole(s) etc. have been tested, 
passed and witnessed by the City Inspector. 

 
8. All sewer manholes shall be vacuum tested in accordance with the City’s 

Construction Standards & Specifications.  The sewer service will NOT be 
accepted until one of the two methods stated above is completed.  All testing 
MUST be witnessed by a representative of the Engineering Division.  A 
Certificate of Occupancy will not be recommended until this test is completed and 
a written report is received by the City Engineer. A statement on the plan must 
attest to the fact that the service connection(s), manhole(s) etc. have been tested, 
passed and witnessed by the City Inspector. 
 

9. Site plan shall show the dwelling/building footprint, finished grades on a 1’ or 2’ 
intervals depending on site conditions, retaining wall, landscape walls, driveways, 
turnaround areas, patios, terraces, walkways, swimming pool (if applicable); 
sheds, out buildings, all underground utilities, any easements, fences, landscaped 
features, tree over 4” caliper; and any other site improves.  
 

 
10. Prior to Occupancy permit an As-Built Plan shall be submitted to the Engineering 

Division in both digital format and in hard copy.  The plan should show all 
utilities and final grades, any easements and final grading, improvements and 
limits of restoration work. The plan shall also include profiles of the various new 
utilities, indicating rim & invert elevations, slopes of pipes, pipe material, and 
swing ties from permanent building corners.  

 
11. All site work being completed prior to requesting a Certificate of Occupancy, this 

includes trench, sidewalk and roadway restoration. 
 

12. As built plan(s) shall be stamped by a Professional Engineer & Register Land 
Surveyor. 
 

13. The following statement must be on all As-Built plans submitted to the 
Engineering Division: 

I certify that the construction so shown was inspected prior to backfill and 
that all work conforms with the Approved Plan and meets or exceeds the 
City of Newton Construction Standards. 

                    
Signature         Date   

 


