GRATE

DIAMETER

GRANULAR SOIL -

DURASLOT DRAIN

NOT TO SCALE

NOTE: TO BE INSTALLED PER
MANUFACTURERS SPECIFICATIONS

PROPOSED
REINFORCED CONCRETE L=24.04 iy =t
CASING R=924.53' ) .

N/F
BAR-OR, AMIR & DANA
"4932 OLD FARM ROAD’

ASSESSORS MAP: 82039 LOT: 20

7 7%
.

g/p OLD FARM|ROAD \ . ~
277 17,587 S.F. EX.
G 0.40+ AC. 10" TRE \ y

\ PAVED
: DRIVEWAY

NOT TO SCALE

ACCORDANCE WITH ALL APPLICABLE LOCAL, STATE AND FEDERAL
REGULATIONS.

UNDERGROUND DRAINAGE BED DETAIL

NOT TO SCALE

EXISTING
CONSERVATION BOUND

PROP.
SILT SOCK
(SEE DETAIL)

EXISTING
LANDSCAPED
AREA

EXISTING
7—-BDRM HOUSE
T.0.F.=112.50

PROP. UNDERGROUND

DRAINAGE BED
8W X 13L X 2.5H
1"—2" WASHED
STONE BED ALL AROUND

W/2 ROWS OF 1

CULTEC 150XLHD CHAMBERS
(SEE DETAIL)

PROP. 6" PVC PIPE

30'W

CITY OF NEWTON

\‘// DRAIN EASEMENT

20'W
METROPOLITAN
SEWER EASEMENT

77.60°

o W/DROP SWEEP
a / INTO CHAMBERS
i % MI'I'IGA'I'I?\?;EIZLAN“NG %:\ ZS % Sb-740 & L=3 S=0.02
‘Z\ (SEE MI'I'IGA;]LC')AI; PLANTING B N\ ek \ ! Tp//RMy/fTE% S\%TE%
FOR DETALS) " A
MWPA S.M.H. 2 N\ ‘ C ?PS/‘ 4. 7
& RIM=109.56 Y X\_=¢%"
_ . %% 5% %
\ O . - "‘)‘
SM.H. Yo lo s
' N/F RIM=109.81 3 P 7% A R ‘
SCHNEIDER, JENNIFER 57 Z% A AR AR A A, 2
*#100 PEREGRINE ROAD" o e =
ASSESSORS MAP: 820394 LOT: 9 %\~ *.3 X 7~ 9%;:3, AR AR A o A
1 I~ .
L=25.96' R=45.00’ \  \DMH \ Z )fz’/ A A W/SLOT DRAIN AROUND
RIM=110.00\ S (SEE DETAIL)
W %% 2 #v « o
b - EX. TREES Tl
a4 : -
UP=301 |\ 10 5o BRMOVER PROP. 18" SEAT WALL ™ —_
e T.0.W.=110.5¢
, \ TR e 20'W DRAIN EASEMENT SNl 0R
: i Y "KING BROOK”
——
Ty
\ i ——
)}l ~ —
o N/F R
\ PENSACK, LAWRENCE & MEREDITH —
"#248 OLD FARM ROAD” T
ASSESSORS MAP: 82089 LOT: 18 Sl
RIM=110.28 =
) . @ / T -
é ;
BENCHMARK: Q‘I\’ CULTEC HVLV FC-24 4" PERFORATED SCH. 40 PVC
HYD SPINDLE G \ 1 FEED CONNECTOR TO EACH ROW
MONITORING PIPE W/IRRIGATION
ELEVATION = 112.61 Qﬁ; VALVE BOX COVER TO GRADE
Q‘& 1 - 2 INCH [25- 51 mm] DIA.
WASHED, CRUSHED STONE
CULTEC NO. 410 NON-WOVEN GEOTEXTILE
8” DIA. MULCH AROUND STONE. TOP AND SIDES ARE
FILLED SILT SOCK RECHARGER 150XLHD MANDATORY; NO FABRIC ON BOTTOM
HEAVY DUTY CHAMBER ’ LB 1 T.Pi# 2
- - . DEPTH ELEV. DEPTH ELEV.
| MIN. 95% COMPACTED FILL B T e T
Ap HORIZON
EL=109.0+ SANDY LOAM
L 3 e e el ,_‘:'}_:.,//,’ 12» 10YR 2/2 1095
=X/ EL=108.71 TOP OF STONE AL Bw HORIZON
VW SANDY LOAM
- ///~\\’—AEL,=,108-2,1WTQP,QF CHAMBERS 30" 108.0 ot [T O e
N : :
\/ $ C1 LAYER
>/
SANDY LOAM
2"%X2"X3’ 48" WeEing 4 106.5
WOODEN STAKE NN .
<\\/, C1 LAYER C2 LAYER
10 - 10 )%, EL=105.67 BOTTOM OF CHAMBERS FINE SANDY LOAM LOAMY SAND
' =1 ' A 4 i 10YR 8/4
STAKE WITHIN 2° | 2"X2"X3' | | e e (P /§\ Y EL=105.17 BOTTOM OF STONE S8 411 96 s
| R R R N R, N2 T S C3 LAYER
OF SOCK END _\ WOODEN STAKE SILT SOCK 7, //@/ 7 YRR v
i I 1 / [T "2 MAX N \/,m%/,\\/é\\/ﬁ\% NV FINE ggNg% LOAM
: GENERAL NOTES CULTEC NO. 66 WOVEN GEOTEXTILE (FOR SCOUR 96" NO WATER 1025 118" NO WATER __ {100.7
RECHARGER 150XLHD BY CULTEC, INC. OF BROOKFIELD, CT. PROTECTION) TO BE PLACED BENEATH INTERNAL NO MOTILES NO MOTILES
STORAGE PROVIDED = 4.89 CF/FT (0.45 m¥m) PER DESIGN UNIT. MANIFOLD FEATURE AND BENEATH ALL BN TaE
REFER TO CULTEC, INC.'S CURRENT RECOMMENDED INSTALLATION INLET/OUTLET PIPES PERC. RATE : OBSERVATION HOLE 3/18/2021
GUIDELINES. DATE OF TEST : 3/18/2021
REMOVE UNSUITABLE SOILS BENEATH SOIL EVALUATOR:  TOM RIDER, PE TOM RIDER, PE
ALL RECHARGER 150XLHD HEAVY DUTY UNITS ARE MARKED WITH A CHAMBER BED AND REPLACE WITH CLEAN
COLORED STRIPE FORMED INTO THE PART ALONG THE LENGTH OF THE SAND
CHAMBER.
SILT SOCK DETAIL ALL RECHARGER 150XLHD CHAMBERS MUST BE INSTALLED IN

GENERAL NOTES

EX. IMPERVIOUS

CHANGES TOTAL IMPERVIOUS
DRIVEWAY 775 S.F. 0 S.F. 778 8F,
PATIO & WALK 262 S.F. 351 S.F. 613 S.F.
ROOF 2,233 S.F. 0 -8.F, 2,233 S.F.
4:1 MITIGATION REQUIRED:
351 S.F. IMPERVIOUS SURFACE PROPOSED = 1,404 S.F. MITIGATION

2,230 S.F. MITIGATION PROVIDED

1. PLAN REFERENCE:

11.  FOR DEED REFERENCE SEE DEED BOOK: 80369
PAGE: 542 IN THE MIDDLESEX COUNTY REGISTRY
OF DEEDS.

1.2.  FOR PLAN REFERENCE SEE PLAN #1105 OF 1962 IN
THE MIDDLESEX COUNTY REGISTRY OF DEEDS.

1.3.  THE TOPOGRAPHIC INFORMATION SHOWN HEREON IS
THE RESULT OF A FIELD SURVEY PERFORMED BY
OUTBACK ENGINEERING, INC. ON 12/6,/2024.
ELEVATIONS ARE BASED ON ”AS BUILT PLAN 240
OLD FARM ROAD NEWTON, MA" BY A. MATTHEW
BELSKI P.LS. DATED JUNE 3, 2022.

1.4, THE TOP OF BANK LINE SHOWN HEREON WAS
FLAGGED BY GREG DRAKE OF OUTBACK
ENGINEERING, INC. ON 12/3/2024.

1.5. BACK TOP OF BANK LINE TAKEN FROM "EXISTING
CONDITIONS PLAN, 240 OLD FARM ROAD” BY RAV
& ASSOCIATES DATED 4/30/21 AND LAST REVISED
5/30/21.

2. THE SITE FALLS WITHIN ZONE "X”, AREAS DETERMINED
TO BE OUTSIDE THE 0.2 ANNUAL CHANCE FLOODPLAIN,
AS SHOWN ON THE FLOOD INSURANCE RATE MAP (MAP
NUMBER: 25017C0566E, EFFECTIVE DATE: 6/4/2010).

3. THE SITE IS NOT LOCATED WITHIN A SURFACE WATER
SUPPLY PROTECTION AREA. THIS SITE IS NOT LOCATED
WITHIN A GROUNDWATER PROTECTION AREA.

4. THE SITE IS NOT LOCATED WITHIN A PRIORITY HABITAT
AND IS NOT LOCATED WITHIN AN ESTIMATED HABITAT
ACCORDING TO THE LATEST NATURAL HERITAGE AND
ENDANGERED SPECIES PROGRAM ONLINE MAPS.

5. ALL EXISTING UTILITY INFORMATION IS FROM FIELD
SURVEY PERFORMED BY OUTBACK ENGINEERING, INC.
AND RECORDED PLANS AND IS TO BE CONSIDERED
APPROXIMATE. CONTRACTOR SHALL NOTIFY DIGSAFE
(811) AT LEAST 72 HOURS PRIOR TO THE ONSET OF
ANY CONSTRUCTION TO HAVE ALL EXISTING UTILITIES
LOCATED AND CLEARLY MARKED.

REVISIONS
NO.| DATE DESCRIPTION
OWNER/APPLICANT

ARl & IRENE BRETTMAN
240 OLD FARM ROAD
NEWTON, MA 02459

(ASSESSORS MAP: 82039 LOT: 19)

SITE PLAN

240 OLD FARM ROAD
IN

NEWTON
MASSACHUSETTS

— L T

utback
ngineering
: Incorporated
[e— e \
165 EAST GROVE STREET
MIDDLEBOROUGH, MA 02346
TEL: (508)—946—9231
www.outback—eng.com

DATE: APRIL 10, 2025

DRAWN BY: J.J.S. CHECKED BY: J.A.Y.
SCALE: 1"=10’ SHEET 1 OF .1
0 10’ 20° 30°
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