ity of Newiton DEPARTMENT OF PUBLIC WORKS
ENGINEERING DIVISION
OFFICE OF THE CITY ENGINEER
1000 Commonwealth Avenue
Newton Centre, MA 02459-1449

Ruthanne Fuller
Mayor

To: Shawna Sullivan, Commissioner DPW 5 . 5

From: John Daghlian, Associate City Engineer

Re: Pavement Restoration Policy for 5 Year Moratorium Streets
Date: September 16, 2025

CC: DPW Staff

In reference to the above, the following is proposed for restoration.

The 5-year moratorium begins the first day of the following new calendar year, (i.e. for roads completed in 2025)
Jan 1, 2026, is the start date of the five years, therefore the moratorium end of December 31, 2030.

1. Roadsthat are Reconstructed, Reclaimed, Microsurfaced, Milled and Overlaid, Maintenance Overlay,
and Hot-in-Place.

» Longitudinal trenches parallel to the centerline layout shall be milled curb line to
curb line and paved with Type I-1 Bituminous Concrete.

» Trenches perpendicular to the center line shall be milled 1-1/2" - 25-feet on either side

and paved with Bituminous Concrete. At the discretion of the City Engineer Infra-Red
restoration may be allowed, this would be on a case-by-case basis.

2. Roads that have undergone pavement preservation: (Chip, Fog, Crack Sealing, etc....)
shall be restored per City Standard of Permanent Trench Restoration as shown below.

3. Roads not paved within 5 years shall be restored with Infra-Red Restoration.
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EXISTING CONDITION:

EXISTING BITUMINOUS
CONCRETE TOP COURSE

TRENCH RESTORATION
MILL AND PAVE 1.5° TYPE I-1

BITUMINOUS CONCRETE
TOR COURSE

BACKFILL PER
SPECIFIC UTILITY
TRENCH DETAIL

EXISTING BITUMINOUS

BITUMINOUS CONCRETE
CONCRETE BINDER COURSE BINDER COURSE, 3° MIN.
EXISTING ROADWAY SUB-BASE LIMITS OF OR MATCH BOTTOM OF
13 NOT TO BE DISTURBED EXCAVATION EXISTING BITUMINOUS

CONCRETE, WHICHEVER IS
GREATER.

&" MIN. OF PROCESSED
GRAVEL PER MHD M2.01.7

1. ALL INSTALLATION AND MATERIAL SPECIFICATIONS PER MASSDOT DEPARTMENT OF
TRANSPCRTATION STANDARD SPECIFICATIONS FOR HIGHWAYS AND BRIDGES, 2020 AS
AMENDED,

2. ALL EXPOSED BITUMINOUS CONCRETE 1S TO BE TACKED PER MASSDOT PRIOR TO
NEW BITUMINOUS CONCRETE INSTALLATION.

3. ALL EXPOSED JOINTS ARE TO BE SEALEDR WITH HOT LIQUID TACK AND STONE DUST.

ANY TCP COURSE APPLIED AT A WIDTH OF 8" WIDE OR GREATER IS TO BE

PLACED BY MACHINE/BOX SPREADER WHEN & AS DIRECTED BY THE CITY OF NEWTON.
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