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CITY OF NEWTON
PURCHASING DEPARTMENT

INVITATION FOR BID NO. #26-16

The City of Newton (City) invites sealed bids in accordance with M.G.L. ¢.30B from Contractors for:
SUPPLY & DELIVER FORESTRY BUCKET TRUCKS

Bids will be received until: 10:00 a.m., Thursday, October 23, 2025

at the Purchasing Department, Room 108, Newton City Hall, 1000 Commonwealth Avenue, Newton, MA 02459. Bids will not be
accepted nor may submitted bids be corrected, modified or withdrawn after the deadline for bids. Following the deadline for bids,
all bids received within the time specified will be publicly opened and read aloud.

The City is seeking a base bid for Two (2) Forestry Style Bucket Trucks meeting all the requirements set forth in the Specification
Sheets at pp. 10-21 (“Specifications”) below. This IFB also includes an add alternate! which, if accepted by the City, would
add to the purchase one additional Disc Style Chipper. See p. 10 below.

This will be a one-time purchase. The winning contractor will receive one or more purchase orders for the equipment.

Documents relating to this Invitation For Bids will be available on line at www.newtonma.gov/bids after 10:00 a.m., October 9,
2025.

There will be no charge for contract documents. This Invitation For Bids (IFB) is made in accordance with M.G.L. c. 30B, §5.
Bid surety is not required with this bid.

It is Bidder’s responsibility to ensure its bid is submitted by the deadline for acceptance. Any bid received after the time for
receipt established in this IFB will be returned unopened. All bids are subject to the provisions of M.G.L. Chapter 30B.

"Equal” - An item equal to that named or described in the specifications of the contract may be furnished by the Vendor and the
naming of any commercial name, trademark or other identification shall not be construed to exclude any item or manufacturer not
mentioned by name or as limiting competition but shall establish a standard of equality only. An item shall be considered equal to
the item so named or described if (1) it is at least equal in quality, durability, appearance, strength and design; (2) it will perform at
least equally the function imposed by the general design for the work being contracted for or the material being purchased; and (3)
it conforms substantially, even with deviations, to the detailed requirements for the item in the specifications. The name and
identification of all materials other than the one specifically named shall be submitted to the City in writing for approval, at time of
bid, use or fabrication of such items. Subject to the provisions of M.G.L., Ch. 30, Sec. 39J, approval shall be at the sole discretion
of the City, shall be in writing to be effective, and the decision of the City shall be final. The City may require tests of all materials
so submitted to establish quality standards at the Vendor's expense. All directions, specifications and recommendations by
manufacturers for installation, handling, storing, adjustment and operation of their equipment shall be complied with;
responsibility for proper performance shall continue to rest with the Vendor.

All bids shall be submitted as one (1) ORIGINAL and one (1) COPY.

All City of Newton bids are available on the City’s web site, www.newtonma.gov/bids, Invitations for Bid. It is the sole
responsibility of the contractor downloading these bids to ensure they have received any and all addenda prior to the bid opening.
Addenda’s will be available online as a separate file. If you download bids from the internet site and would like to make it
known that your company has done so, you may fax the Purchasing Department (617) 796-1227 or email
purchasing@newtonma.gov with your NAME, ADDRESS, PHONE, FAX AND INVITATION FOR BID NUMBER (26-16).

The City will reject any and all bids in accordance with all applicable General Laws. In addition, the City reserves the right to
waive minor informalities in any or all bids, or to reject any or all bids (in whole or in part) if it be in the public interest to do so.

! The City is soliciting prices for Two (2) Foresty Style Bucket Trucks & One (1) Disc Style Chipper set forth in Bid Form #26-16 attached

hereto. It is the City’s intent to award one (1) contract to the responsible and responsive bidder offering the lowest Base Bid Price or the lowest
Base Bid Price + the Alternate Bid Price, as the City shall elect.
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Note that Massachusetts law may impose certain documentation requirements for public contracts, including but not limited to,
contractor DCAMM certification, bid, performance and payment bonds, and non-collusion and tax certifications. A contract is not
effective until it is signed by the City Mayor, and the Mayor will not sign until all documentation requirements have been met.
Once an award is made, a contract must be executed promptly so the City can start scheduled work. The City cannot pay for work
done without a contract. If a vendor unduly delays submitting all required paperwork, the City will be under no obligation to pay a
vendor promptly even after a contract is effective, it could bar the vendor from future bids as not responsible and may require the
City to obtain services from another vendor or contractor.

In the event that any person wishes to attend a bid opening or pre-bid meeting, accessible and reasonable accommodations will be
provided to any person requiring assistance. If you need a reasonable accommodation, please contact the city of Newton’s ADA
Coordinator, Jini Fairley, at least two business days in advance of the meeting: jfairley@newtonma.gov or (617) 796-1253. For
Telecommunications Relay Service, please dial 711.

CITY OF NEWTON

=
N L W‘@VM
Nicholas Read

Chief Procurement Officer
October 9, 2025
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CITY OF NEWTON
DEPARTMENT OF PURCHASING
INSTRUCTIONS TO BIDDERS

ARTICLE 1 - BIDDER'S REPRESENTATION

1.1

1.2

Each Bidder (hereinafter called the "Bidder") by making a bid (hereinafter called "bid") represents that the Bidder has read
and understands the Bidding Documents, Contract Forms, General Conditions, Conditions of the Contract, General
Requirements and Specifications (collectively, referred to as the “Contract Documents”) and the bid is made in accordance
therewith.

Failure to so examine the Contract Documents will not relieve any Bidder from any obligation under the bid as submitted.

ARTICLE 2 - REQUEST FOR INTERPRETATION

2.1

2.2

23

24

2.5

2.6

2.7

Bidders shall promptly notify the City of any ambiguity, inconsistency, or error which they may discover upon examination
of the Contract Documents.

Bidders requiring clarification or interpretation of the Contract Documents shall make a written request to the Chief
Procurement Olfficer, at purchasing@newtonma.gov or via facsimile (617) 796-1227. The City will only answer such
requests if received by Friday, October 17, 2025 at 12:00 noon. In the event that the bid opening date is changed, the
deadline for informational requests may also change as provided in an addendum issued by the City.

Interpretation, correction, or change in the Contract Documents will be made by addendum which will become part of the
Contract Documents. The City will not be held accountable for any oral communication.

Addenda will be emailed to every individual or firm on record as having taken a set of Contract Documents. Addenda will
be emailed to every individual or firm on record as having taken a set of Contract Documents. Receipt of all addenda
issued must be acknowledged in the Bid Form. YOUR FAILURE TO ACKNOWLEDGE ALL ADDENDA MAY
RESULT IN YOUR BID BEING REJECTED AS NON-RESPONSIVE.

Copies of addenda will be made available for inspection at the location listed in the Invitation for Bids where Contract
Documents are on file, in addition to being available online at www.newtonma.gov/bids.

Bidders or proposers contacting ANY CITY EMPLOYEE regarding an Invitation for Bid (IFB) or a Request for Proposal
(RFP), outside of the Purchasing Department, once an IFB or RFP has been released, may be disqualified from the
procurement process.

Bidders downloading information off the internet web site are solely responsible for obtaining any addenda prior to the
bid opening. If the bidder makes itself known to the Purchasing Department, at purchasing@newtonma.gov or via
facsimile (617) 796-1227, it shall be placed on the bidder’s list. Bidders must provide the Purchasing Department with
their company’s name, street address, city, state, zip, phone, fax, email address and IINVITATION FOR BID #26-16|.

ARTICLE 3 - MBE PARTICIPATION

3.1

3.2

33

Notice is hereby given that the Mayor’s Affirmative Action Plan for the City of Newton in effect at the time of this
solicitation is applicable to all construction contracts in excess of $10,000.00.

Notice is hereby given that the City of Newton Minority/Women Business Enterprise Plan and the Supplemental Equal
Employment Opportunity Anti-Discrimination and Affirmative Action Program in effect at the time of this solicitation are
applicable to all City contracts for goods and services in excess of $50,000.00.

Copies of the Plans and Program referred to in Sections 3.1 and 3.2 are available at:
www.newtonma.gov/government/purchasing.

Project Manual #26-16 — Supply & Deliver Forestry Bucket Trucks
Page 4 of 35


mailto:purchasing@newtonma.gov
http://www.newtonma.gov/bids
mailto:purchasing@newtonma.gov
http://www.newtonma.gov/government/purchasing

ARTICLE 4 - PREPARATION AND SUBMISSION OF BIDS

4.1

4.2

43

4.4

4.5

4.6

4.7

4.8

—_—

Bids shall be submitted on the "Bid Form #26-16,” attached.
All entries on the Bid Form shall be made by typewriter or in ink.

Where so indicated on the Bid Form, sums shall be expressed in both words and figures. Where there is a discrepancy
between the bid sum expressed in words and the bid sum expressed in figures, the words shall control.

The Bid shall be enclosed in a sealed envelope with the following plainly marked on the outside:
* GENERAL BID FOR: #26-16
* NAME OF PROJECT: Supply & Deliver Forestry Bucket Trucks
* BIDDER'S NAME, BUSINESS ADDRESS, AND PHONE NUMBER
Date and time for receipt of bids is set forth in the IFB.
Timely delivery of a bid at the location designated shall be the full responsibility of the Bidder. In the event that Newton
City Hall is closed on the date or at the time that bids are due, the date and time for receipt of bids shall be on the next
business day following that the Newton City Hall and the Purchasing Department are open.
Bids shall be submitted with one (1) original and one (1) copy.
Massachusetts law requires all employees who work on Massachusetts public works construction sites must have no
Less than 10 hours of OSHA-approved safety and health training. See M.G.L. ¢.30, §39M( ¢), M.G.L. ¢.30, §39S(a)(1),
M.G.L. c.149, §44E(2) & M.G.L. c.149, §44F(2).
This requirement will apply to any general bid or sub bid submitted.
This law directs the Massachusetts Attorney General to restrain the award of construction contracts to any contractor
who is in violation to this requirement and to restrain the performance of these contracts by non-complying contractors.

The contractor and all subcontractors on this project must certify on the Bid Form compliance with the applicable
requirement. Non-compliance with this law will disqualify the bidder.

ARTICLE 5 - ALTERNATES

5.1

5.2

53

54

Each Bidder shall acknowledge alternates (if any) in Section C on the Bid Form.

In the event an alternate does not involve a change in the amount of the base bid, the Bidder shall so indicated by writing
"No Change", or "N/C" or "0" in the space provided for that alternate.

Bidders shall enter on the Bid Form a single amount for each alternate which shall consist of the amount for work performed
by the Contractor.

The low Bidder will be determined on the basis of the sum of the base bid and the accepted alternates.

ARTICLE 6 - WITHDRAWAL OF BIDS

6.1

6.2

6.3

Any bid may be withdrawn prior to the time designated for receipt of bids on written or electronic request. Electronic
withdrawal of bids must be confirmed over the Bidder's signature by written notice postmarked on or before the date and
time set for receipt of bids.

Withdrawn bids may be resubmitted up to the time designated for the receipt of bids.

No bids may be withdrawn within sixty (60) days, Saturdays, Sundays and legal holidays excluded, after the opening of the
bids.
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ARTICLE 7 - CONTRACT AWARD

7.1

7.1

7.2

73

7.4

7.5

Prices are being solicited for Forestry Style Bucket Trucks. The City is also requesting a price for the purchase of one
Disc Style Chipper, which shall be an Alternate Bid in addition to the Base Bid. In order to be deemed responsive the
trucks and the chipper, a bidder must certify “Yes” to all items set forth in the Specification Sheets at pp. 10-21 below. It
is the City’s intent to award one (1) contract to the responsible and responsive bidder offering the lowest Base Bid Price
or the lowest Base Bid Price + the Alternate Price, as the City may elect. A contract will be awarded within sixty (60)
days, Saturdays, Sundays, and legal holidays excluded, after the opening of bids.

The City reserves the right to waive minor informalities in or to reject any or all Bids if it be in the public interest to do
s0.

The City reserves the right to reject any bidder who has failed to pay any local taxes, fees, assessments, betterments,
or any other municipal charge, unless the bidder has a pending abatement application or has entered into a payment
agreement with the collector-treasurer.

As used herein, the term "lowest responsive and responsible Bidder" shall mean the Bidder (1) whose bid is the lowest of
those bidders possessing the skill, ability and integrity necessary for the faithful performance of the work; (2) who has met
all the requirements of the invitation for bids; (3) who shall certify that he is able to furnish labor that can work in harmony
with all other elements of labor employed or to be employed in the work; (4) who, where the provisions of section eight B
of chapter twenty-nine apply, shall have been determined to be qualified thereunder.

Subsequent to the award and within five (5) days, Saturday, Sundays and legal holidays excluded, after the prescribed
forms are presented for signature, the successful Bidder shall execute and deliver to the City a contract in the form included
in the Contract Documents in such number of counterparts as the City may require.

In the event that the City receives low bids in identical amount from two or more responsive and responsible Bidders, the
City shall select the successful Bidder by a blind selection process chosen by the City such as flipping a coin or drawing
names from a hat. The low Bidders who are under consideration will be invited to attend and observe the selection process.

ARTICLE 8 - TAXES

8.1

8.2

The Bidder shall not include in this bid any tax imposed upon the sale or rental of tangible personal property in this
Commonwealth, such as any and all building materials, supplies, services and equipment required to complete the work.

The City is exempt from payment of the Massachusetts Sales Tax, and the Bidder shall not include any sales tax on its bid.
The City’s exemption Number is E-046-001-404.

ARTICLE 9 — PROPRIETARY SPECIFICATIONS

9.1

9.2

The City may have used a proprietary specification to describe the supply for which is soliciting bids. Such specifications
are permitted under M.G.L. ¢. 30B, §14, provided that the Chief Procurement Officer has prepared a written statement that
no other manner of description suffices and the justification therefor.

The required determination and justification have been duly prepared, and a copy may be requested in accordance with
the Massachusetts Public Records Law, M.G.L. c. 66, §10.

END OF SECTION
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CITY OF NEWTON
DEPARTMENT OF PURCHASING
BID FORM #26-16

A. The undersigned proposes to supply and deliver the items listed below conforming to the Specification Sheets below in
full accordance with the Contract Documents and Project Manual supplied by the City of Newton entitled:

Supply and Deliver Forestry Bucket Trucks

for the contract price(s) specified below, subject to additions and deduction according to the terms of the specifications.

B. This bid includes addenda number(s) s s s s
C. The Bidder proposes to supply and deliver the following according to the Specification Sheets at pp. 10-21 below at the
following Total Price, FOB delivered to Newton, MA:
BASE BID PRICE
ITEM DESCRIPTION UNIT PRICE QUANTITY TOTAL COST

1 S&D One FORESTRY STYLE BUCKET TRUCK 1
2 S&D One REAR MOUNT STYLE BUCKET TRUCK 1
3 Hourly custom truck fabrication work 10 (hours)*

Total Base Bid Price $

* This is an estimate based on the City’s prior experience. Actual quantities may be more or less than those estimated. Regardless
of the amount of the actual quantities, the unit price(s) shall be that set forth above.

ALTERNATE BID PRICE
ITEM DESCRIPTION UNIT PRICE QUANTITY TOTAL COST
1 S&D One 9” DISC-STYLE CHIPPER 1

Total Alternate Bid Price $

GRAND TOTAL (Base Bid + Alternate Bid) $

(Price In Words)

COMPANY:

State Delivery Time (number of calendar days after receipt of order):

D. The undersigned has completed and submits herewith the following documents:

Signed Bid Form, 3 pages

Completed Specifications Sheets, 11 pages

Bidder's Qualification s and References Form, 2 pages
Certificate of Non-Collusion, 1 page

Certification of Tax Compliance., 1 page

Certificate of Foreign Corporation, 1 page
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Debarment Letter, 1 page

IRS Form W-9, 1 page

Certificate of Authority, 1 page

Business Category Information Form, 1 page
Vendor Payment Security Questionnaire, 1 page

Prompt Payment Discounts. Bidders are encouraged to offer discounts in exchange for an expedited payment. Payments
may be issued earlier than the general goal of within 30 days of receipt of the invoice only when in exchange for
discounted prices. Discounts will not be considered in determining the lowest responsible bidder.

Prompt Payment Discount % Days
Prompt Payment Discount % Days
Prompt Payment Discount % Days

The undersigned agrees that, if selected as contractor, s/he will within five days, Saturdays, Sundays and legal holidays
excluded, after presentation thereof by the City of Newton, execute a contract in accordance with the terms of this bid.
The undersigned hereby certifies that s/he is able to furnish labor that can work in harmony with all other elements of
labor employed or to be employed on the work and that’s/he will comply fully with all laws and regulations applicable to
awards made subject to M.G.L. Chapter 30B. The successful bidder will be required to furnish a Performance Bond each
in the amount of 100% of the contract total.

The undersigned further certifies under the penalties of perjury that this bid has been made and submitted in good faith
and without collusion or fraud with any other person. As used in this section the word "person" shall mean any natural
person, business, partnership, corporation, union, committee, club or other organization, entity, or group of individuals.
The undersigned further certifies under penalty of perjury that the said undersigned is not presently debarred from public
contracting or subcontracting in the Commonwealth under the provisions of M.G.L. Chapter 29, Section 29F or any other
applicable debarment provisions of any other chapter of the General Laws or any rule or regulation promulgated
thereunder.

Environmentally preferable products information (which is requested but which will not be considered in awarding a
contract):
Description of environmental attributes of Bidder’s goods or services:

Steps taken to (a) identify any positive or negative environmental attributes of products or services and (b) insure that those
attributes are being addressed as part of operations:

Date

(Name of Bidder)

BY:

(Printed Name and Title of Signatory)

(Business Address)

(City, State Zip)

(Telephone & FAX)

(E-mail address)
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NOTE: If the bidder is a corporation, indicate state of incorporation under signature, and affix corporate seal; if a partnership,
give full names and residential addresses of all partners; if an individual, give residential address if different from
business address; and, if operating as a d/b/a give full legal identity. Attach additional pages as necessary.

END OF SECTION
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CITY OF NEWTON
DEPARTMENT OF PARKS, RECREATION AND CULTURE

Supply and Deliver Forestry Bucket Trucks

BID REQUIREMENTS AND SPECIFICATION SHEET

BIDDER QUALITY REQUIREMENTS
Bidder must have supplied equipment such as this and of the same manufacturer as bid for a minimum of
three years.

Replacement parts and service are available within a 100-mile distance from the City of Newton
Massachusetts or the bidder shall provide on-site repairs and service.

BID SUBMISSION REQUIREMENTS
Two sets of literature from the manufacturer describing the specifications of the equipment to be provided
under this bid

A full statement as to the length of warranties, future upgrades and support of all equipment purchased under
this bid.

SPECIFICATIONS

It is the intent of this specification that the bidder shall provide the Newton Urban Forestry Division with two
new aerial bucket trucks, one forestry style aerial bucket truck and one rear mount style aerial bucket truck
complete to operate, that must meet the specifications. This specification sets forth the specific requirements
the aerial bucket trucks.

The aerial bucket trucks shall be to the manufacturer’s standard. They shall be equipped with the
manufacturer’s equipment and accessories which are included as standard in the advertised and published
literature for the unit. No such item of equipment or accessories shall be removed or omitted for the reason
that it was not specified in the bid.

If it is necessary to bid alternate equipment or to take exceptions to the specifications as set forth, this must be
so stated in your bid. For each item, please place an “X” in the appropriate space (Yes  No_ ) to signify
whether or not you are in complete compliance with the specification. Non-marked items shall be presumed
to be a “NO.” Failure to follow the format or answer the specification may cause your bid to be disqualified.
If you need extra space to describe your product, please attach extra sheets. When doing this, be sure your
description references the appropriate question number. If it is necessary to bid alternate equipment or to take
exceptions to the specifications as set forth, this must be so stated in your bid.

Unless otherwise stated, the use of manufacturer’s name and product numbers are for descriptive purposes and
establishing general quality levels only. They are not intended to be restrictive. Bidders are required to state
exactly what they intend to furnish, otherwise, it is fully understood that they shall furnish all items stated.
Bids will be accepted on any make or model that is equal or superior to the technical specifications listed.
Decisions of equivalency will be at the sole interpretation of the City of Newton. A blanket statement that
equipment proposed will meet all requirements will not be sufficient to establish equivalence.

Bids shall be accompanied by descriptive literature (marked), indicating the exact item to be furnished. The
term “as specified” will not be acceptable.
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TRUCK 1 — FORESTRY STYLE BUCKET TRUCK

A. Cab and Chassis
Cab and Chassis to be properly equipped and capable to accept specified aerial
device and other specified equipment. It shall have all customary equipment
found on a forestry style aerial bucket truck used for forestry work. :

1.

LN RWN

I
N 2O

13.
14.
15.
16.
17.
18.
19.
20.
21.
22.

23.
24.
25.
26.
27.
28.
29.

30.

31.
32.
33.
34.

35.
36.
37.
38.

2026 (or newer) Freightliner M2 Plus Cab/Chassis, set back axle straight
truck provision

Regular Cab, painted white, dark gray or black rugged trim style interior
GVWR: 37,000 lbs minimum

Front Axle (GAWR): 14,000 lbs

Rear Axle (GAWR): 23,000 lbs

Wheelbase 210 +- inches

Clean Cab to Axle 138 +- inches

Typical cab height: 106 inches

11/32x3-1/2x10-15/16 inch steel frame

Engine: 325 HP, 750 LB/FT torque, with engine block heater

Automatic transmission: w/ PTO provision

Rear gear ratio to be selected best suited for typical driving conditions in
community where it will be used.

Driveline: 4x2, dual rear wheels

Air Brakes, w/ aluminum air tanks

50 gallon short rectangular aluminum fuel tank, LH side

DEF tank to be mounted LH side

11R22.5 16 ply radial front tires

11R22.5 16 ply radial rear tires

All wheels shall be aluminum

Stainless steel or aluminum cab steps

Dual West Coast Heated Mirrors with left hand and right hand remote

LH and RH 8 inch molded-in convex mirrors mounted under primary
mirrors

Windshield with heated wiper blade park area

Dash mounted up fitter switches

Dash shall have TWO 12v power outlets

Power adjustable windows.

Full instrumentation

One valve parking brake system with dash valve control

Dash mounted PTO switch with indicator lamp — park brake interlock for
customer installed PTO

Premium High Back Air suspension driver seat with 3 chamber lumbar
support.

Two-person passenger seat with storage under

Shall have heater, defroster, and air conditioner

AM/FM/WSB radio, touchscreen with Bluetooth, USB, and auxiliary inputs
Safety features to include active brake assist to mitigate potential
collisions with stationary and traveling vehicles and pedestrians. Alert
system that notifies operator of objects and pedestrians in passenger-side
blind spots.

Five (5) amber clearance lights

Cab Color: White

Mud Flaps

DOT safety kit with 5 pound fire extinguisher with mounting bracket,
warning triangles

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES
YES
YES
YES
YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

YES

Compliant

NO

NO
NO
NO
NO
NO
NO
NO
NO
NO
NO
NO

NO
NO
NO
NO
NO
NO
NO
NO
NO
NO

NO
NO
NO
NO
NO
NO
NO

NO

NO
NO
NO
NO

NO
NO
NO
NO
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39. Rear of truck shall have a T100 15 Ton Swivel Pintle Hook with two safety
chain eyes, break away safety eye

40. Heavy duty front construction bumper with coating (painted black)

41. Spring loaded cab guard with access steps and grab handles (painted
black)

42. Wheel chock with underbody storage and one sets of wheel chocks

Aerial Lift

1. Must have one new TEREX XT PRO 60/70 or equal insulated over center
aerial device (painted white)

2.  Must have a working height of 75 feet

Must have a side reach of 49 feet

4. Must have 10’ in-line elevator (painted white) mounted using machined
top plate from a single thick plate.

5. Upper Controls must have single stick controller that is non-metallic,
dielectrically tested for limited secondary protection between the valve
and handle. Upper controls must be lever enabled prior to operation.
Upper controls must control the lower boom, upper boom, and rotation.

6. Shall have a two speed throttle system that automatically increases
engine RPM to a pre-set speed when an increase in hydraulic pressure is

w

sensed.
7. Dual hydraulic tool outlets at the platform capable of accommodating two
open center hydraulic tools. Hydraulic tools cannot operate

simultaneously. Pressure is limited to 2250 PSI and has adjustable flow
for each circuit.

8. Platform shall have a leveling system utilizing chains and fiberglass rods
contained within the booms that meets all dielectric requirements. Must
have 10-year maintenance free chain

9. Lower controls shall be individual control levers located in an accessible
location on the turntable that activate the lower boom, upper boom, and
rotation. There shall be an upper/lower control selector that overrides
the platform controls.

10. The lower boom shall be constructed of a high strength rectangular steel
tube with a rectangular bi-axial filament wound, high strength fiberglass
insert providing an insulation gap of 20 inches. The articulation of the
lower boom shall be from 0 degrees to 125 degrees and supported when
stored by a boom rest.

11. The upper boom shall be constructed of high strength steel with a
rectangular bi-axial filament wound fiberglass boom providing 18.5 feet of
clear insulation. The upper boom shall have an over-center articulation of
250 degrees and supported when stored by a padded boom rest with
manual tie down.

12. Boom shall have padded saddle rest to provide platform support during
travel.

13. Pivot points shall be equipped with long-life composite bushings on
chrome plated pins with grease fittings.

14. The lower boom cylinder shall be a single, threaded end gland design,
double acting hydraulic lift cylinder equipped with two integral holding
valves.

15. There shall be one double acting hydraulic elbow cylinders equipped with
two integral holding valves.

16. Linkage mechanism shall be welded steel fabrication utilizing high-
strength steel.

YES

YES

YES
YES
YES

YES

YES

YES
YES
YES

YES

YES

YES

YES

YES

YES
YES

YES

YES

YES

NO

NO
NO

NO

NO

NO
NO
NO

NO

NO

NO

NO

NO

NO

NO

NO

NO

NO

NO

NO
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17.

18.

19.
20.

21.
22.

23.

24.

25.

26.

27.

28.

29.

30.
31.

32.
33.

34.
35.

There must be a boom interlock that prevents operation of the boom
unless the outriggers are extended. The interlocks shall be Micro switch
style.

The pedestal is of welded high-strength steel construction, designed with
access holes for maintenance of hydraulic plumbing.

The pedestal top plate is machined from a single piece of thick plate.

The turntable is of box constructed steel with an offset configuration to
provide maximum strength and stability.

Outriggers and outrigger controls mounted to the pedestal.

Truck shall be equipped with heavy duty A-Frame outriggers, mounted to
the pedestal. They shall have double acting outriggers including integral
holding valves. Shall have a pin to pin spread of 144.5” and 157.5” to
outside of pads at 8.8” penetration and 42” frame height. Shall have
swivel type stabilizer pads measuring 13” x 12”. Controls for outriggers
shall be on each side of truck for ease of view for outrigger placement and
deployment. Chip box dump control shall be located in outrigger control
valve section.

The aerial unit shall have continuous and unrestricted rotation with a
rotating oil distribution system with a 3-port hydraulic manifold. Shall
have self-locking worm gear rotation drive equipped with bi-directional
motor. Shall have one 3/8” hydraulic port and 7/8 inch hex shaft
extension providing manual rotation.

Rotation bearing shall be a heavy duty shear-ball style bearing with
external gear teeth utilizing polished alloy balls. Both the inner and outer
races are to be machined from high-strength alloy steel, heat treated to
provide maximum life attached with high-strength, grade 8 bolts attaching
inner and outer races to the pedestal and turntable.

Single person work platform measuring 24”x24”x42"” with liner certified at
50 KV AC, scuff pad, and TWO bucket covers, and TWO full body safety
harnesses with lanyards.

Mechanical platform leveling

Manual Platform Tilt Release. Tilts perpendicular to the boom. Allows the
platform to be horizontally tilted for rescue or clean out.

Aerial device is designed as a Category C machine and is dielectrically
tested and rated for operation up to 46,000 volts AC and below per
ANSI/SIA A92.2-2009

The fiberglass upper boom, lower boom insert, platforms, and molded
control covers are white

Powder Coated Booms, Pedestal and Outriggers White.

Park Brake Interlock Kit. If the parking brake is not set, hydraulic oil will
divert back to tank and prevent lift operation.

Shall include tie down plates for outrigger and short sub-frame.

Hose Kit for Behind Cab Mount. Includes components necessary to
connect hydraulic system from standard oil reservoir to pump and from
pump to pedestal.

Engine Start/Stop Controlled from Platform.

Auxiliary/Emergency Power at Platform with a Switch at Lower Controls.

C. Hydraulic System

1.
2.

Hydraulic system is to be full pressure open center.

Must have 40 gallon hydraulic oil reservoir with 60 mesh filer screen,
baffles, 100 mesh suction screen with bypass, clean-out access hole, sight
gauge and shut off valve.

Shall have drop-in style 10 micron return line filter located in the tank.
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4. Hydraulic hoses are equipped with swaged hose fittings.
5. Hydraulic pump shall be single vane, fixed displacement CW 8 GPM SAE B
13T spline
6. Park Brake Interlock Kit. If the parking brake is not set, hydraulic oil will
divert back to tank and prevent lift operation
D. Dump Body

Forestry Style Truck shall be equipped with a dumping chip box that meets or
exceeds the following specifications

1.

N AW

10.

11.

12.

11’ 9” long dump body configuration with pruner compartment mounted
on passenger side. Body shall have unibody longsills.

Side, roof, rear swing door to be constructed of 3/16” 5052 aluminum
alloy.

Floor material to be 1/4” 5083 aluminum alloy and be unibody design.
Inside height — 54”

Tailgate style —30” swing style door.

Height of sides — 78”

Inside width of body (including Pruner Compartment) — 90”

Front, left and right sides must be predominantly smooth with a no
welded on ribs or visible support structure on any side.

Pruner compartment to be located on the passenger side and be wide
enough to accommodate the power head of a gas powered pole saw.
Understructure shall be heavy duty construction, smooth and have low
mounting height to help lower the dump bodies center of gravity.

The front and rear of the body shall include integrated led stop/turn
signal lights with integrated amber strobe lights.

Hoist shall be 15-ton capacity scissor style.

Tool Compartments, Forestry Style Truck

All compartments shall be constructed of high strength aluminum alloy. Doors
shall be lockable with roll-up style doors. Compartments shall meet the
following specifications.

1.

sw

Driver side cabinet, mounted between rear of cab and chip body. Box
dimensions to be approximately 72” long x 54” tall x 22” deep. The front of
the box shall have two roll up doors. Compartment shall have two slide out
drawers capable of supporting the weight of chainsaws, fuel containers and
other related items. The interior of the box shall have a pass through
compartment for pole saw and extension pole storage. Compartment shall
be equipped with interior lighting.

Passenger side cabinet, mounted between rear if cab and lower boom
controls adjacent to chip body. Box dimensions to be approximately 44”
long x 54” tall x 22” deep. Cabinet shall have swing out rope storage.
Cabinet shall have roll up door with two to three shelves. Bottom shall have
space for toolbox with pull out drawers. Compartment shall be equipped
with interior lighting.

Two outrigger pad holders.

Toolbox plumbed with air shut-off and 25’ of air line, reel mounted.

One additional aluminum tool box to be mounded at the rear of the
passenger side chip box and one additional aluminum tool box to be
mounded at the rear of the driver side.

At rear of drive side of truck will be a frame mounted cone holder.

It will be the responsibility of the bidder to insure the configuration of the
compartments is compatible with the body. Aerial lift and chassis. Prior to
the truck being ordered the upfitter will review configuration with City.
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Additionally, prior to build the upfitter will provide a CAD drawing of all
aspects of the truck to the City.

F. Electrical Accessories
The truck shall come with the following items installed:

1.

ok wnN

10.

Lights and reflectors shall be in accordance with Federal Motor Vehicle
Safety Standards 108

Truck shall have standard 4-point LED warning light package.

Warning lights to be wired to a single switch in the up fitter switch panel.
6-way trailer receptacle installed at rear including wiring harness
Electronic proportional trailer brake controller

Backup alarm shall have self-adjusting volume (87-112 dB) based on
ambient noise

2400 Watt power inverter. Mounting location to be determined. Will be
connected to charging bank for power tool batteries.

There shall be LED flood lights recess mounted toward the top of the
dump body in such a way that they illuminate the surrounding ground.
Two lights will be mounted on the drive side and two lights will be
mounted on the passenger side.

There shall be LED flood lights mounted along the underside of truck in
such a way that they illuminate the immediate surrounding ground. Two
lights will be mounted on the drive side and two lights will be mounted on
the passenger side.

Truck shall be equipped with a heavy duty backup camera system. The
monitor shall be mounted in the cab facing the driver and shall have the
ability to be turned off and on. Cameras shall be mounted in such a way
that protects them from damage, this shall include guards as deemed
necessary.

TRUCK 2 — REAR MOUNT STYLE BUCKET TRUCK

G. Cab and Chassis
Cab and Chassis to be properly equipped and capable to accept specified aerial
device and other specified equipment. It shall have all customary equipment

found on a rear mount aerial bucket truck used for forestry work.

It shall

comply with the following minimum features:

1. 2026 (or newer) Freightliner M2 Plus Cab/Chassis, set back axle
straight truck provision

2. Regular Cab, painted white, dark gray or black rugged trim style

interior

GVWR: 37,000 lbs minimum

Front Axle (GAWR): 14,000 lbs

Rear Axle (GAWR): 23,000 Ibs

Wheelbase 207 +- inches

Clean Cab to Axle 111 +- inches

Typical cab height: 106 inches

11/32x3-1/2x10-15/16 inch steel frame

10. Engine: Cummins B6.7 325 HP, 750 LB/FT torque, with engine block
heater

11. Automatic transmission: Allison 3500 RDS w/ PTO provision

12. Rear gear ratio to be selected best suited for typical driving conditions
in community

LN UL kAW
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13.
14.
15.
16.
17.
18.
19.
20.
21.
22.

Driveline: 4x2, dual rear wheels

Air Brakes, w/ aluminum air tanks

50 gallon short rectangular aluminum fuel tank, LH side

DEF tank to be mounted LH side

11R22.5 16 ply radial front tires

11R22.5 16 ply radial rear tires

All wheels shall be aluminum

Stainless steel or aluminum cab steps

Dual West Coast Heated Mirrors with left hand and right hand remote

LH and RH 8 inch molded-in convex mirrors mounted under primary

mirrors

Windshield with heated wiper blade park area

Dash mounted up fitter switches

Dash shall have TWO 12v power outlets

Power adjustable windows.

Full instrumentation

One valve parking brake system with dash valve control

Dash mounted PTO switch with indicator lamp — park brake interlock

for customer installed PTO

Premium High Back Air suspension driver seat with 3 chamber lumbar

support.

Two-person passenger seat with storage under

Shall have heater, defroster, and air conditioner

AM/FM/WB radio, touchscreen with Bluetooth, USB, and auxiliary

inputs

Safety features to include active brake assist to mitigate potential

collisions with stationary and traveling vehicles and pedestrians. Alert

system that notifies operator of objects and pedestrians in passenger-
side blind spots.

Five (5) amber clearance lights

Cab Color: White

Mud Flaps

DOT safety kit with 5 pound fire extinguisher with mounting bracket,

warning triangles

Rear of truck shall have a T100 15 Ton Swivel Pintle Hook with two

safety chain eyes, break away safety eye

Heavy duty front construction bumper with coating (painted black)

Spring loaded cab guard with access steps and grab handles (painted

black)

42. Wheel chock with underbody storage and one sets of wheel chocks
H. Aerial Lift
1. Must have one new Terex XT PRO 60/70 or equal insulated over center
aerial device (painted white), mounted to the rear of the truck chassis.
2. Must have a working height of 75 feet

Must have a side reach of 49 feet

4. Must have 10’ in-line elevator (painted white) mounted using machined
top plate from a single thick plate.

5. Upper Controls must have single stick controller that is non-metallic,
dielectrically tested for limited secondary protection between the valve
and handle. Upper controls must be lever enabled prior to operation.
Upper controls must control the lower boom, upper boom, and rotation.

23.
24,
25.
26.
27.
28.
29.

30.
31.
32.
33.

34.

35.
36.
37.
38.

39.

40.
41.

w
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10.

11.

12.

13.

14.

15.

16.

17.

18.

19.
20.

21.
22.

23.

Shall have a two speed throttle system that automatically increases
engine RPM to a pre-set speed when an increase in hydraulic pressure is
sensed.

Dual hydraulic tool outlets at the platform capable of accommodating two
open center hydraulic tools. Hydraulic tools cannot operate
simultaneously. Pressure is limited to 2250 PSI and has adjustable flow
for each circuit.

Platform shall have a leveling system utilizing chains and fiberglass rods
contained within the booms that meets all dielectric requirements. Must
have 10-year maintenance free chain

Lower controls shall be individual control levers located in an accessible
location on the turntable that activate the lower boom, upper boom, and
rotation. There shall be an upper/lower control selector that overrides
the platform controls.

The lower boom shall be constructed of a high strength rectangular steel
tube with a rectangular bi-axial filament wound, high strength fiberglass
inserts providing an insulation gap of 20 inches. The articulation of the
lower boom shall be from 0 degrees to 125 degrees and supported when
stored by a boom rest.

The upper boom shall be constructed of high strength steel with a
rectangular bi-axial filament wound fiberglass boom providing 18.5 feet of
clear insulation. The upper boom shall have an over-center articulation of
250 degrees and supported when stored by a padded boom rest with
manual tie down.

Boom shall have padded saddle rest to provide platform support during
travel.

Pivot points shall be equipped with long-life composite bushings on
chrome plated pins with grease fittings.

The lower boom cylinder shall be a single, threaded end gland design,
double acting hydraulic lift cylinder equipped with two integral holding
valves.

There shall be one double acting hydraulic elbow cylinders equipped with
two integral holding valves.

Linkage mechanism shall be welded steel fabrication utilizing high-
strength steel.

There must be a boom interlock that prevents operation of the boom
unless the outriggers are extended. The interlocks shall be Micro switch
style.

The pedestal is of welded high-strength steel construction, designed with
access holes for maintenance of hydraulic plumbing.

The pedestal top plate is machined from a single piece of thick plate.

The turntable is of box constructed steel with an offset configuration to
provide maximum strength and stability.

Outriggers and outrigger controls mounted to the pedestal.

Truck shall be equipped with heavy duty A-Frame outriggers, mounted to
the pedestal. They shall have double acting outriggers including integral
holding valves. Shall have a pin to pin spread of 144.5” and 157.5” to
outside of pads at 8.8” penetration and 42” frame height. Shall have
swivel type stabilizer pads measuring 13” x 12”. Controls for outriggers
shall be on each side of truck for ease of view for outrigger placement and
deployment.

The aerial unit shall have continuous and unrestricted rotation with a
rotating oil distribution system with a 3-port hydraulic manifold.
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Shall have self-locking worm gear rotation drive equipped with bi-
directional motor. Shall have one 3/8” hydraulic port and 7/8 inch hex
shaft extension providing manual rotation.

24. Rotation bearing shall be a heavy duty shear-ball style bearing with
external gear teeth utilizing polished alloy balls. Both the inner and outer
races are to be machined from high-strength alloy steel, heat treated to
provide maximum life attached with high-strength, grade 8 bolts attaching
inner and outer races to the pedestal and turntable.

25. Single person work platform measuring 24”x24”x42” with liner certified at
50 KV AC, scuff pad, and TWO bucket covers, and TWO full body safety
harnesses with lanyards.

26. Mechanical platform leveling

27. Manual Platform Tilt Release. Tilts perpendicular to the boom. Allows the
platform to be horizontally tilted for rescue or clean out.

28. Aerial device is designed as a Category C machine and is dielectrically
tested and rated for operation up to 46,000 volts AC and below per
ANSI/SIA A92.2-2009

29. The fiberglass upper boom, lower boom insert, platforms, and molded
control covers are white

30. Powder Coated Booms, Pedestal and Outriggers White.

31. Park Brake Interlock Kit. If the parking brake is not set, hydraulic oil will
divert back to tank and prevent lift operation.

32. Shall include tie down plates for outrigger and short sub-frame.

33. Hose Kit for Behind Cab Mount. Includes components necessary to
connect hydraulic system from standard oil reservoir to pump and from
pump to pedestal.

34. Engine Start/Stop Controlled from Platform.

35. Auxiliary/Emergency Power at Platform with a Switch at Lower Controls.

Hydraulic System

1. Hydraulic system is to be full pressure open center.

2. Must have 40 gallon hydraulic oil reservoir with 60 mesh filer screen,

baffles, 100 mesh suction screen with bypass, clean-out access hole, sight

gauge and shut off valve.

Shall have drop-in style 10 micron return line filter located in the tank.

Hydraulic hoses are equipped with swaged hose fittings.

5. Hydraulic pump shall be single vane, fixed displacement CW 8 GPM SAE B
13T spline

6. Park Brake Interlock Kit. If the parking brake is not set, hydraulic oil will
divert back to tank and prevent lift operation

W

Deck Body

Forestry Style Truck shall be equipped with a flat deck body that meets or

exceeds the following specifications.

1. Truck shall be equipped with custom flat deck body (approx. 135” x 98”),
painted black

2. Painted Black to match cab

Tool Compartments, Rear Mount Style Truck

All compartments shall be constructed of high strength aluminum alloy. Doors

shall be lockable with roll-up style doors. Compartments shall meet the

following specifications.

1. Primary tool compartment shall be 35” long x 54” tall x 98” deep. Cabinet
will be mounted between the cab and the flat deck body.
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Driver side and passenger sides will have single roll up doors.
Compartment shall have slide out drawers capable of supporting the
weight of chainsaws, fuel containers and other related items. The interior
of the box shall have a pass-through compartment for pole saw and
extension pole storage. Shall have slide out rope storage rack. Cabinet
shall have room for tool box with pullout drawers. Compartment shall be
equipped with interior lighting.

On the driver side between the primary compartment and the elevator
surround shall be a secondary tool compartment mounted on top of the
flat deck body facing out. The top of the box shall span from the edge of
the primary compartment to the elevator surround. The top shall be the
same height above the flat deck as the primary compartment is, width is
determined by the available space. Depth the cabinet shall be 24”. Box
shall be equipped with a slide out and tilt down shelf designed to hold
chainsaws stationary.

On the passenger side adjacent to or mounted on the elevator encloser
will be hand tool mounting brackets for rakes and shovels.

Between the primary tool compartment and the cab shall be storage for
plywood or traction mats.

Two outrigger pad holders.

Tool box plumbed with air shut-off and 25’ of air line, reel mounted.

At rear of drive side of truck will be a frame mounted cone holder,
placement will depend on truck configuration.

It will be the responsibility of the bidder to insure the configuration of the
compartments is compatible with the body. Aerial lift and chassis. Prior to
the truck being ordered the upfitter will review configuration with City.
Additionally, prior to build the upfitter will provide a CAD drawing of all
aspects of the truck to the City.

L. Electrical Accessories
The truck shall come with the following items installed:

1.

ok wnN

Lights and reflectors shall be in accordance with Federal Motor Vehicle
Safety Standards 108

Truck shall have standard 4-point LED warning light package.

Warning lights to be wired to a single switch in the up fitter switch panel.
6-way trailer receptacle installed at rear including wiring harness
Electronic proportional trailer brake controller

Backup alarm shall have self-adjusting volume (87-112 dB) based on
ambient noise

2400 Watt power inverter. Mounting location to be determined. Will be
connected to charging bank for power tool batteries.

There shall be LED flood lights mounted along the underside of truck in
such a way that they illuminate the immediate surrounding ground.
Truck shall be equipped with a heavy duty backup camera system. The
monitor shall be mounted in the cab facing the driver and shall have the
ability to be turned off and on. Cameras shall be mounted in such a way
that protects them from damage, this shall include guards as deemed
necessary

FINISHING DETAILS

M. Finishing Details

1.

2.

Prior to building of vehicles vendor must confirm in writing the
specifications and build details.
Delivery of complete units to City of Newton, MA
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3.  Must pass all relevant State of Massachusetts vehicle inspection criteria
and be DOT Inspected.

4. Awarded vendor must supply one copy of Manufacturer's maintenance
and shop manuals

5. Upon delivery, the vehicle shall include six sets of keys and be cleaned,
serviced and ready for immediate use. Vehicles are to be delivered in new

condition, “detail” cleaned and free of mileage.

Vehicles must be

delivered fully registered with state license plates (front and back)
attached, valid State Inspection stickers, with the original vehicle
registration form and one copy of the registration form, manufacturer’s
warranty, owner’s manual and related information. All fluids must be
filled to manufacturer’s recommended capacity and the fuel tank must be
full when the vehicle arrives at the final delivery destination. The vehicle
must be free from defects and inspected by the Purchaser upon delivery.

6. Vendor must supply two full Body Harnesses with attached lanyards

7.  Vendor must supply two 7.5' length ADI non-conductive hydraulic long
reach pole chain saw with boom scabbard and necessary hoses for
connecting to truck.

. Alternate Bid Item

The City is seeking a 9” capacity disc-style chipper that meets or exceeds the
following specifications

1.

o

10.
11.

12.

13.
14.

Unit shall be a trailer mounted hydraulically fed disc chipper with a 9”
diameter wood capacity. The chipper shall not exceed 196” in length,
72” in width, and 96” in height. Weight shall not exceed 4,000lbs.
Painted with standard industrial urethane yellow paint. Shall be
equipped with a single 6,000 pound axle with electric brakes and two
rubber tires measuring 225/75R 15” mounted on aluminum rims.
Motor shall be 37hp 999cc gasoline powered.

Chipper disc to be 30” diameter x 1.5” thick with four knives. Situated
at a 45-degree angle to the feed wheel system.

24+ gallon steel fuel tank with aluminum sight gauge.

7 gallon steel hydraulic tank with aluminum sight gauge, magnetic
drain plug and gate valve.

Slide box feed system with adjustable springs on each side with two
horizontal feed wheels 7 1/2" diameter x 16 3/8" wide, driven by two
15.9 CID hydraulic motors. Bottom feed wheel to have double teeth.
Hydraulic flow control for feed wheel rate adjustment. Equipped with
a bottom feed wheel Spring-loaded toolless trap clean out door.
Hydraulic lift cylinder for improved material compression and feeding.
360 degree hand crank discharge chute with chip deflector.

Infeed hopper that is tapered 29" high x 45" wide with heavy-duty
taillight covers, spring lift assist, 3 light bar and 30” fold down infeed
tray. Hydraulic last chance system with bright yellow vinyl grips.
Engine shut off switches located on both sides of infeed hopper.
Control bar located around top and sides of infeed hopper with 3
control positions (forward /neutral / reverse)

Frame constructed of 3/16" x 2" x 4" rectangular tubing with a 1/4" x
3" x 6" tubular tongue. Also includes fender supports. Pole style cone
holder bolted on the unit. Aluminum bolt on chock holders. Aluminum
fenders with mud flaps. Lockable aluminum toolbox .

2.5” Pintle Hitch, 3/8" safety chains with spring loaded latch hooks.
Tongue jack with spring return pad.
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15.

12 volt system with rubber mounted LED taillights, 6 prong replaceable | YES NO
coiled power cord & protected heavy-duty wiring with junction box, | YES NO
and LED clearance lights with reflectors.

16. One spare tire on steel wheel.
17. Three extra sets of knives, one extra anvil with gauge, and extra nuts, | YES NO
bolts, and washers for the knives and anvil. YES NO
18. 2 % pound fire extinguisher with bolt on mount.
19. Prior to build vendor will confirm proper trailer plug configuration | YES NO
required. YES NO
Bid Items

The City shall pay the awarded vendor(s) for services rendered under this contract in accordance with the
amount(s) set forth in the Contractor's General Bid Form. Payment shall be made at the respective contract
unit prices. No separate payment shall be made for any labor, equipment, and materials incidental to work of

this contract.

Quantities are given for the bid purposes only. Payment will be made on the actual quantities

of work authorized by the City and satisfactorily performed by the awarded vendor(s).

BID ITEM(S)

1.
2.
3.

Supply and Deliver one FORESTRY STYLE BUCKET TRUCK as specified above
Supply and Deliver one REAR MOUNT STYLE BUCKET TRUCK as specified above

Hourly custom truck fabrication work. (this applies to any additional work done, if any, that
goes beyond the work necessary to build the trucks listed above. This only applies to the labor
time, any materials needed will be quoted separately.)

Alternate 1. Supply and Deliver one 9” DISC-STYLE CHIPPER as specified above.

END OF SECTION
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CITY OF NEWTON

BIDDER'S QUALIFICATIONS AND REFERENCES FORM

All questions must be answered, and the data given must be clear and comprehensive. Please type or print legibly. If necessary, add
additional sheet for starred items. This information will be utilized by the City for purposes of determining bidder responsiveness
and responsibility with regard to the requirements and specifications of the Contract.

1.
2.

* 5.

* 6.

* .

* 8.

* 0.

FIRM NAME:

WHEN ORGANIZED:

INCORPORATED? YES NO DATE AND STATE OF INCORPORATION:

IS YOUR BUSINESS A MBE? YES NOWBE?  YES  NOorMWBE?  YES NO

LIST ALL CONTRACTS CURRENTLY ON HAND, SHOWING CONTRACT AMOUNT AND ANTICIPATED DATE
OFCOMPLETION:

HAVE YOU EVER FAILED TO COMPLETE A CONTRACT AWARDED TO YOU?
YES NO
IF YES, WHERE AND WHY?

HAVE YOU EVER DEFAULTED ON A CONTRACT? YES NO
IF YES, PROVIDE DETAILS.

LIST YOUR VEHICLES/EQUIPMENT AVAILABLE FOR THIS CONTRACT:

IN THE SPACES FOLLOWING, PROVIDE INFORMATION REGARDING CONTRACTS COMPLETED BY YOUR
FIRM SIMILAR IN NATURE TO THE PROJECT BEING BID. A MINIMUM OF FOUR (4) CONTRACTS SHALL
BE LISTED. PUBLICLY BID CONTRACTS ARE PREFERRED, BUT NOT MANDATORY.

PROJECT NAME:
OWNER:
CITY/STATE:
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DOLLAR AMOUNT: § DATE COMPLETED:
PUBLICLY BID? YES NO
TYPE OF WORK?:
CONTACT PERSON: TELEPHONE #: )
CONTACT PERSON'S RELATION TO PROJECT?:
(i.e., contract manager, purchasing agent, etc.)

PROJECT NAME:
OWNER:
CITY/STATE:
DOLLAR AMOUNT: § DATE COMPLETED:
PUBLICLY BID? YES NO
TYPE OF WORK?:
CONTACT PERSON: TELEPHONE #: ( )
CONTACT PERSON'S RELATION TO PROJECT?:
(i.e., contract manager, purchasing agent, etc.)

PROJECT NAME:
OWNER:
CITY/STATE:
DOLLAR AMOUNT: $§ DATE COMPLETED:
PUBLICLY BID? YES NO
TYPE OF WORK?:
CONTACT PERSON: TELEPHONE #: ( )
CONTACT PERSON'S RELATION TO PROJECT?:
(i.e., contract manager, purchasing agent, etc.)

PROJECT NAME:
OWNER:
CITY/STATE:
DOLLAR AMOUNT: $§ DATE COMPLETED:
PUBLICLY BID? YES NO
TYPE OF WORK?:
CONTACT PERSON: TELEPHONE #:( )
CONTACT PERSON'S RELATION TO PROJECT?:
(i.e., contract manager, purchasing agent, etc.)

The undersigned certifies that the information contained herein is complete and accurate and hereby authorizes and
requests any person, firm, or corporation to furnish any information requested by the City in verification of the recitals
comprising this statement of Bidder's qualifications and experience.

DATE: BIDDER:

SIGNATURE:

PRINTED NAME: TITLE:

END OF SECTION
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CERTIFICATE OF NON-COLLUSION

The undersigned certifies under penalties of perjury that this bid or proposal has been made and submitted in good faith and
submitted in good faith and without collusion or fraud with any other person. As used in this certification, the word “person” shall
mean any natural person, business, partnership, corporation, union, committee club, or other organization, entity, or group or
individuals.

(Signature of individual)

Name of Business

Project Manual #26-16 — Supply & Deliver Forestry Bucket Trucks
Page 24 of 35



CERTIFICATION OF TAX COMPLIANCE**

Pursuant to M.G.L. ¢.62C, §49A and requirements of the City, the undersigned acting on behalf of the
Contractor certifies under the penalties of perjury that the Contractor is in compliance with all laws of the
Commonwealth relating to taxes including payment of all local taxes, fees, assessments, betterments and
any other local or municipal charges (unless the Contractor has a pending abatement application or has
entered into a payment agreement with the entity to which such charges were owed), reporting of
employees and contractors, and withholding and remitting child support.*

Signature of Individual (Mandatory) *** Contractor's Social Security Number
or Federal Identification Number

Print Name: Date:

Corporate Name

By: Date:
Corporate Officer
(Mandatory, if applicable)

Print Officer Name:

* The provision in this Certification relating to child support applies only when the Contractor is an
individual.

** Approval of a contract or other agreement will not be granted until the City receives a signed copy of
this Certification.

*#% Your social security number may be furnished to the Massachusetts Department of Revenue to
determine whether you have met tax filing or tax payment obligations. Providers who fail to correct
their non-filing or delinquency will not have a contract or other agreement issued, renewed, or
extended.
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CERTIFICATE OF FOREIGN CORPORATION

The undersigned hereby certifies that it has been duly established, organized, or chartered as a corporation under the laws of:

(Jurisdiction)
The undersigned further certifies that it has complied with the requirements of M.G.L. c. 30, §39L (if applicable) and with
the requirements of M.G.L. c. 156D, §15.03 relative to the registration and operation of foreign corporations within the

Commonwealth of Massachusetts.

Name of person signing proposal

Signature of person signing proposal

Name of Business (Please Print or Type)

Affix Corporate Seal here
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City of Newton

Mayor
Ruthanne Fuller

Date

Vendor

Purchasing Department
Nicholas Read € Chief Procurement Officer
1000 Commonwealth Avenue
Newton Centre, MA 02459-1449

purchasing(@newtonma.gov

Re: Debarment Letter for Invitation For Bid #26-16

Telephone
(617) 796-1220
Fax:
(617) 796-1227
TDD/TTY
(617) 796-1089

As a potential vendor on the above contract, the City requires that you provide a debarment/suspension certification
indicating that you are in compliance with the below Federal Executive Order. Certification can be done by

completing and signing this form.

Debarment:

Federal Executive Order (E.O.) 12549 “Debarment and Suspension“ requires that all contractors receiving
individual awards, using federal funds, and all sub-recipients certify that the organization and its principals are
not debarred, suspended, proposed for debarment, declared ineligible, or voluntarily excluded by any Federal

department or agency from doing business with the Federal Government.

I hereby certify under pains and penalties of perjury that neither I nor any principal(s) of the Company identified below is
presently debarred, suspended, proposed for debarment, declared ineligible, or voluntarily excluded from participation in this
transaction by any federal department or agency.

PHONE

EMAIL

FAX

(Name)
(Company)
(Address)
(Address)

Signature

Date

If you have questions, please contact Nicholas Read, Chief Procurement Officer at (617) 796-1220.
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W-9
Form

(Rev. October 2007)

Department of the Treasury
Internal Revenue Service

Request for Taxpayer
Identification Number and Certification

Give form to the
requester. Do not
send to the IRS.

Name (as shown on your income tax return)

Business name, if different from above

Check appropriate box: |:| Individual/Sole proprietor

D Other (see instructions) B

D Corporation
D Limited liability company. Enter the tax classification (D=disregarded entity, C=corporation, P=partnership) ™ _______

D Partnership

empt
ayee

Address (number, street, and apt. or suite no.)

Print or type

City, state, and ZIP code

Requester's name and address (optional)

List account number(s) here {optional)

See Specific Instructions on page 2.

Taxpayer Identification Number (TIN)

Enter your TIN in the appropriate box. The TIN provided must match the name given on Line 1 to avoid
backup withholding. For individuals, this is your social security number (SSN). However, for a resident : '
alien, sole proprietor, or disregarded entity, see the Part | instructions on page 3. For other entities, it is
your employer identification number (EIN). If you do not have a number, see How to get a TIN on page 3. or

Note. If the account is in more than one name, see the chart on page 4 for guidelines on whose

number to enter.

Social security number
\ ‘

Employer identification number

m Certification

Under penalties of perjury, | certify that:

1. The number shown on this form is my correct taxpayer identification number (or | am waiting for a number to be issued to me), and

2. | am not subject to backup withholding because: (a) | am exempt from backup withholding, or (b) | have not been notified by the Internal
Revenue Service (IRS) that | am subject to backup withholding as a result of a failure to report all interest or dividends, or (c) the IRS has

notified me that | am no longer subject to backup withholding, and
3. lam a U.S. citizen or other U.S. person (defined below).

Certification instructions. You must cross out item 2 above if you have been notified by the IRS that you are currently subject to backup
withholding because you have failed to report all interest and dividends on your tax return. For real estate transactions, item 2 does not apply.
For mortgage interest paid, acquisition or abandonment of secured property, cancellation of debt, contributions to an individual retirement
arrangement (IRA), and generally, payments other than interest and dividends, you are not required to sign the Certification, but you must

provide your correct TIN. See the instructions on page 4.

Sign

Signature of
Here

U.S. person P

Name
Date P>

General Instructions

Section references are to the Internal Revenue Code unless
otherwise noted.

Purpose of Form

A person who is required to file an information return with the
IRS must obtain your correct taxpayer identification number (TIN)
to report, for example, income paid to you, real estate
transactions, mortgage interest you paid, acquisition or
abandonment of secured property, cancellation of debt, or
contributions you made to an IRA.

Use Form W-9 only if you are a U.S. person (including a
resident alien), to provide your correct TIN to the person
requesting it (the requester) and, when applicable, to:

1. Certify that the TIN you are giving is correct (or you are
waiting for @ number to be issued),

2. Certify that you are not subject to backup withholding, or

3. Claim exemption from backup withholding if you are a U.S.
exempt payee. If applicable, you are also certifying that as a
U.S. person, your allocable share of any partnership income from
a U.S. trade or business is not subject to the withholding tax on
foreign partners’ share of effectively connected income.
Note. If a requester gives you a form other than Form W-9 to
request your TIN, you must use the requester’s formif it is
substantially similar to this Form W-9.

Definition of a U.S. person. For federal tax purposes, you are
considered a U.S. person if you are:

e An individual who is a U.S. citizen or U.S. resident alien,

e A partnership, corporation, company, or association created or
organized in the United States or under the laws of the United
States,

@ An estate (other than a foreign estate), or

¢ A domestic trust (as defined in Regulations section
301.7701-7).

Special rules for partnerships. Partnerships that conduct a
trade or business in the United States are generally required to
pay a withholding tax on any foreign partners’ share of income
from such business. Further, in certain cases where a Form W-9
has not been received, a partnership is required to presume that
a partner is a foreign person, and pay the withholding tax.
Therefore, if you are a U.S. person that is a partner in a
partnership conducting a trade or business in the United States,
provide Form W-9 to the partnership to establish your U.S.
status and avoid withholding on your share of partnership
income.

The person who gives Form W-9 to the partnership for
purposes of establishing its U.S. status and avoiding withholding
on its allocable share of net income from the partnership
conducting a trade or business in the United States is in the
following cases:

¢ The U.S. owner of a disregarded entity and not the entity,

Cat. No. 10231X

Form W-9 (Rev. 10-2007)
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CERTIFICATE OF AUTHORITY - CORPORATE

1. Thereby certify that I am the Clerk/Secretary of

(insert full name of Corporation)

2. corporation, and that

(insert the name of officer who signed the contract and bonds.)

3. is the duly elected

(insert the title of the officer in line 2)

4. of said corporation, and that on

(insert a date that is ON OR BEFORE the date the
officer signed the contract and bonds.)

at a duly authorized meeting of the Board of Directors of said corporation, at which all the directors
were present or waived notice, it was voted that

5. the
(insert name from line 2) (insert title from line 3)

of this corporation be and hereby is authorized to execute contracts and bonds in the name and on behalf
of said corporation, and affix its Corporate Seal thereto, and such execution of any contract of obligation
in this corporation’s name and on its behalf, with or without the Corporate Seal, shall be valid and binding
upon this corporation; and that the above vote has not been amended or rescinded and remains in full force

and effect as of the date set forth below.

6. ATTEST: AFFIX CORPORATE
(Signature of Clerk or Secretary)* SEAL HERE

7. Name:

(Please print or type name in line 6)*

8. Date:

(insert a date that is ON OR AFTER the date the
officer signed the contract and bonds.)

* The name and signature inserted in lines 6 & 7 must be that of the Clerk or Secretary of the corporation.
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Business Category Information Form*

IFB No. 26-16

Supply and Deliver Forestry Bucket Trucks

Business Type Categories* %ﬁ:ﬁc;g[l)lly

MBE: Minority-Owned Business Enterprise

WBE: Women-Owned Business Enterprise

VBE: Veteran Business Enterprise

SDVOBE: Service-Disabled Veteran-Owned Business
Enterprises

DOBE: Disability-Owned Business Enterprise

LGBTBE: Lesbian, Gay, Bisexual, Transgender Business
Enterprise

*Information is being collected as part of a City initiative to open contract opportunities to
underrepresented vendors.

0 I do not wish to complete this form.

There is no penalty for persons who do not complete this Form, and whether or not the Form is completed
will not be taken into consideration in awarding a bid.

I certify that the foregoing information is true and correct.

Company Name:

By:

Date:
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M. Ronald Mendes, Esq. CMMT, CMMC Purchasing Dept. use only
City Treasurer/Collector Please Enter Vendor ID #:

CITY OF NEWTON, MASSACHUSETTS
TREASURY DEPARTMENT

Office: (617) 796-1330
Email: treasury@newtonma.gov

VENDOR PAYMENT SECURITY QUESTIONNAIRE

Ruthanne Fuller, Mayor

Vendor Legal Name and Address:

Principal Contact Person for financial matters (i.e. Chief Financial Officer):

Name:

Phone:

Email:

Principal Contact Person for Invoice Payments:

Name:

Phone:

Email:

Taxpayer EIN:

Invoice & Payment Instructions:

Typical Payment Terms:

Payment Remittance Address:

Thank you for this information. If your company is the selected bidder, a representative of Newton
Treasury will be contacting you to verbally confirm this information and to conduct a brief interview
on payment security.

Please be advised that the City of Newton partners with Bottomline Technologies, Inc. to provide a secure
invoice payment platform called Paymode-X. In order to participate in this secure payment platform,
vendors must enroll with Paymode-X. In order to facilitate enrollment, Newton Treasury will provide your
contact information to the Enrollment Team at Paymode-X. You should expect to receive contact from a
representative of Paymode-X soon.

Please see the brochure on the next page for more information on this important service.
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How Paymode-X Works
The Paymode-X engine validates business
both envolled in Paymode-X. the digital reconciiation process.

~N
o508 TR S
lll cme_pmpefaeooqmsara

payment instructions along with !
== ¢ B m
) \
N\
=T == > Rich and flexible remittance
- AP} ~N i = information is raceived by the
-0 =F~ & supplier in the format requested.
~
=
o2 s+
Better Control of Your Cash
As a mamber of the Paymode-X network, you can receiva
payment and digital remittance information electronically in How to Get Started
a secure online environment, simplifying your reconciliation Enroll in just 10 minutes via our secure Paymode-X
procass. Paymode-X allows you to track inbound payments web site.
in real-time with an array of online reports, so you can :
batter manage your cash flow. You can start receiving What You'll Need:
payments through Paymode-X without purchasing any « EIN {Tax ID number)
software, modifying your existing accounts receivable « Bank transit routing number

systems or changing banks or bank accounts. Paymoda-X

faatures the highast levels of sacurity available to ensura * Bank account numbar

privacy, protection and control. Paymode-X offers the flexibility of sending your digital
remittance information via ACH (CCD, CCD+ or CTX)

Paymode-X... via online download options or direct accounts
receivable integration.

¢ |s easy to enroll and easy to usa

 Enables better control and predictability of cash flow For more information call: 1.800-331-0974 or
¢ Works with any bank visit: http://iwww_Paymode-X.com

* Fits your existing systems and banking practices
* Utilizes state-of-the-art sacunty
¢ Includes unlimited digital remittance capabilities

« Notifies you electronically when payments
are received

* Provides dedicated customer support
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10.

11.

12.

13.

14.

CITY OF NEWTON, MASSACHUSETTS
PURCHASING DEPARTMENT

GENERAL TERMS AND CONDITIONS

The right is reserved to reject any and all bids, to waive minor informalities, and to make award as may be determined to be in
the best interest of the City of Newton.

Prices quoted must include delivery to the City , as specified on the Work Order.
No charges will be allowed for packing, crating, freight, Express or cartage unless specifically stated and included in the bid.

The award to the successful bidder may be canceled if successful bidder shall fail to prosecute the work with promptness and
diligence.

Time in connection with discount offered will be computed from the date of delivery to the City, as specified on Work Order,
or from date correct invoice is received by the City, if the latter date is later than the date of delivery.

The sucessful bidder shall replace, repair or make good, without cost to the City, any defects or faults arising within one (1)
year after date of acceptance of articles furnished hereunder (acceptance not to be unreasonably delayed) resulting from
imperfect or defective work done or materials furnished by the Sellor.

The Contractor shall indemnify and save harmless the City and all persons acting for on behalf of it from all suits and claims
against them, or any of them, arising from or occasioned by the use of any material, equipment or apparatus, or any part
thereof, which infringes or is alleged to infringe on any patent rights. In case such material, equipment or apparatus, or any
part thereof, in any such suit is held to constitute infringement, the Contractor, within a reasonable time, will at it's expense,
and as the City may elect, replace such material, equipment or apparatus with non-infringing material, equipment or apparatus,
or remove the material, equipment or apparatus, and refund the sums paid therefor.

The successful bidder shall comply with all applicable Federal State and Local laws and regulations.

Purchases made by the City are exempt from Federal excise taxes and bid prices must exclude any such taxes. Tax exemption
certificates will be furnished upon request.

If so stated in the Invitation For Bid the successful bidder will be required to furnish a performance and/or a labor and material
payment bond, in an amount, in a form and with a surety satisfactory to the City. The bidder shall be responsible for the cost
of the bond(s).

If the Invitation for Bids requires bid surety, this surety shall be in the form of a cash, bid bond, cahsier’s check, treasurer’s
check, or certified check on a responsible bank, payable to the City of Newton, and must be filed with the original bid in the
Office of the Purchasing Agent. Failure to do so will lead to rejection of bid. The bid surety will be returned to the sucessful
bidder within seven (7) days execution of awarded, and approval by the City of performance and/or payment bond(s). The bid
surety covers the City for damages when a bidder withdraws its bid after the bid submission date. Be advised that to the
extent permitted by the law, the City will retain all bid deposits for withdrawn bids.

Verbal orders are not binding on the City and deliveries made or work done without formal Work Order or Contract are at the
risk of the Contractor and may result in an unenforceable claim.

The Contractor shall agree to indemnify, defend and hold the City harmless from any and all claims arising out of the
performance of this contract.

"Equal” - An item equal to that named or described in the specifications of the contract may be furnished by the Contractor
and the naming of any commercial name, trademark or other identification shall not be construed to exclude any item or
manufacturer not mentioned by name or as limiting competition but shall establish a standard of equality only. An item shall
be considered equal to the item so named or described if (1) it is at least equal in quality, durability, appearance, strength and
design; (2) it will perform at least equally the function imposed by the general design for the work being contracted for or the
material being purchased; and (3) it conforms substantially, even with deviations, to the detailed requirements for the item in
the specifications. The name and identification of all materials other than the one specifically named shall be submitted to the
City in writing for approval, prior to purchase, use or fabrication of such items.
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15.

16.

17.

Subject to the provisions of M.G.L., Ch. 30, Sec. 39J, approval shall be at the sole discretion of the City, shall be in writing to
be effective, and the decision of the City shall be final. The City may require tests of all materials so submitted to establish
quality standards at the Contractor's expense. All directions, specifications and recommendations by manufacturers for
installation, handling, storing, adjustment and operation of their equipment shall be complied with; responsibility for proper
performance shall continue to rest with the Contractor.

For the use of material other than the one specified, the Contractor shall assume the cost of and responsibility for
satisfactorily accomplishing all changes in the work as shown. If no manufacturer is named, the Contractor shall submit
the product he intends to use for approval of the City.

Except as otherwise provided for by the provisions of M.G.L., Ch. 30, Sec. 39J, the Contractor shall not have any right of
appeal from the decision of the City condemning any materials furnished if the Contractor fails to obtain the approval for
substitution under this clause. If any substitution is more costly, the Contractor shall pay for such costs."

Notice is hereby given that the City of Newton Minority/Women Business Enterprise Plan dated December 1999 is applicable
to all City of Newton contracts for materials and supplies. A copy of this plan may be obtained from the Purchasing
Department.

Right To Know:

Any Contractor who receives an order or orders resulting from this invitation agrees to submit a Material Safety Data
Sheet (MSDS) for each toxic or hazardous substance or mixture containing such substance, pursuant to M.G.L., Ch. 111F,
SS8, 9 and 10 and the regulations contained in 441 CMR SS 21.06 when deliveries are made. The Contractor agrees to
deliver all containers properly labeled pursuant to M.G.L. Ch. 111F, SS 7 and the regulations contained in 441 CMR SS
21.05. Failure to submit an MSDS and/or label on each container will place the Contractor in noncompliance with the
work order. Failure to furnish MSDSs and/or labels on each container may result in civil or criminal penalties, including
bid debarment and action to prevent the Contractor from selling said substances or mixtures containing said substances
within the Commonwealth. All Contractors furnishing substances or mixtures subject to Chapter 111F of the M.G.L. are
cautioned to obtain and read the law and rules and regulations referred to above. Copies can be obtained from the State
House Book Store, Secretary of State, State House, Room 117, Boston, MA 02133, (617-727-2834) for $2.00 plus $.65
postage.

INSURANCE REQUIREMENTS
The Contractor shall provide insurance coverage as listed below. This insurance shall be provided at the Contractor's
expense and shall be in full force and effect during the full term of this Contract.

WORKER'S COMPENSATION

Worker's Compensation: Per M.G.L. c.149, §34 and c. 152 as amended.
COMMERCIAL GENERAL LIABILITY
Personal Injury $500,000 each occurrence
$1,000,000 aggregate
Property Damage $500,000 each occurrence
$1,000,000 aggregate
VEHICLE LIABILITY
Personal Injury $500,000 each person
$1,000,000 aggregate
Property Damage $300,000 each occurrence

$500,000 aggregrate
The City shall be named as additional insureds on the Contractor's Liability Policies.

The Contractor shall not commence the work until proof of compliance with this has been furnished to the City by
submitting one copy of a properly endorsed insurance certificate issued by a company authorized to write insurance in the
Commonwealth. This certificate shall indicate that the contractual liability coverage is in force. The Contractor shall file
the original and one certified copy of all policies with the City within ten (10) days after contract award. If the City is
damaged by the Contractor's failure to maintain such insurance and to so notify the City, then the Contractor shall be
responsible for all reasonable costs attributable thereto.
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Cancellation of any insurance required by this contract, whether by the insurer or the insured, shall not be valid unless
written notice thereof is given by the party proposing cancellation to the other party and City at least thirty days prior to the
effective date thereof, which shall be expressed in said notice.

FAILURE TO COMPLY WITH THESE TERMS AND CONDITIONS COULD
RESULT IN THE CANCELLATION OF YOUR CONTRACT.
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