
Third Party Guidelines for Plans Reviews 
 
 
A Third Party Review is required for any work requiring permitting from 780 CMR and/or the IBC that 
includes: 

1. New or substantially altered fire alarm systems: 

a. Level 2 Alteration or greater, including Change of Occupancy, where the Work Area exceeds 
50% of an individual floor area. 

b. Changes in the sequence of operation. 

c. New or modified Emergency Voice Alarm Communication Systems and/or Mass Notification 
System features. 

2. New or substantially modified sprinkler systems 

a. Level 2 Alteration or greater, including Change of Occupancy, where the Work Area exceeds 
50% of an individual floor area. 

b. A change to the hazard classification, commodity classification, and/or storage arrangement. 

3. New or modified/replaced overhead gas station suppression. 

4. New or modified/replaced alternative suppression systems (i.e. custom engineered hood suppression 
systems, foam suppression systems, etc.). 

5. Alternative fire protection designs which vary from the prescriptive requirements of 780 CMR Chapter 
9. 

The Fire Department review and approval is for work involving 780 CMR Chapter 4 (Special Detailed 
Requirements Based on Use and Occupancy), Chapter 9 (Fire Protection Systems) and /or Chapter 34 
(Existing Structures). A copy of the IEBC Existing Building Code Chapter 34 Investigation and Evaluation 
Report shall be included in the submittal for any existing buildings projects.  

Should the plans fit into any of the above categories, they shall be reviewed by an approved third party 
firm. The cost for review will be borne by the submitting firm (per 780 CMR Section 107.6.4 and 527 CMR 
1.00, Section 1.15.1.3). The cost is set by the reviewing firm. 

The list of approved Third Party Reviewers provided below is in no particular order: 

Code Red Consultants, LLC www.coderedconsultants.com. 

Send all inquiries and documentation to: thirdparty@crcfire.com 

Jensen Hughes www.jensenhughes.com  

Send all inquiries and documentation to: carson.cook@jensenhughes.com 

One Research Drive, Suite 305C, Westborough, MA 01581 O: 508-273- 8490 

SLS Consulting, Inc. www.slsfire.com  

Send all inquiries and documentation to: emontplaisir@slsfire.com  

31 St. James Ave, 6th Floor, Boston, MA 02116 O: 888-224-9911  
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Submittals must be in accordance with the language below and be found to be satisfactory to the 
reviewing party. Any less than complete, easily understood, and reasonable documentation are subject 
to rejection. 

• Prior to approval of a Building Permit by the Newton Inspectional Services Department, Newton 
Fire Prevention requires Third Party Review and Recommendation for Approval of Tier One 
Construction Documents (including Engineering Plans, System Narratives, etc. – see description 
below) associated with new or modified fire protection/fire alarm systems. In addition to the life 
safety system approvals, a Construction Fire Safety Plan in accordance with NFPA 241 and 527 
CMR 1.00 shall be submitted for review and approval. 

• Fire Protection/Alarm System Installation Permit – Prior to issuance of the Fire Alarm and/or 
Sprinkler System Installation Permit, Newton Fire Prevention requires Third Party Review and 
Approval of all Tier Two Shop Drawings (detailed design layout, equipment specifications, system 
sequence of operation, etc. – see description below) associated with the new or modified fire 
protection/fire alarm systems. 

• All Fire Protection or Associated Life Safety Systems which are permitted require a final Plans 
Review by Newton Fire Prevention (Fee: $50.00). 

• All Plans and documents shall be filed via the Newton permitting portal, NewGov. 
o Documents to be included: 

 Initial Construction Control Documents for fire alarm and fire protection 
 All approved documents from the submittal 
 The approved Construction Safety Plan (NFPA 241)  

 
  

https://newtonma.portal.opengov.com/


780 CMR: MASSACHUSETTS AMENDMENTS TO THE INTERNATIONAL BUILDING CODE 
107.1.2 Fire Department Review. For permits that include work under Chapters 4, 9, or 34, Construction 
documents shall be filed simultaneously with the head of the local fire department and building official for 
review and approval. The fire department shall complete the review within 10- working days after receiving 
the documents. Upon the fire department’s request, the building official may grant one or more extensions 
up to a total review period maximum of 30 days. 

1. Tier One, Construction Documents – Prior to issuance of a Building permit, Construction 
Documents for the fire protection system must be submitted in accordance with Section 107. The 
Construction Documents shall contain sufficient information to completely describe each of the 
fire protection system(s) for which a Building permit is to be issued. The Construction Documents 
shall include the following: 

a. Fire Protection Narrative. A Registered Design Professional shall coordinate into a single 
document, a narrative report which contains the integrated operational aspects of the 
systems and features identified below.  This professional is not required to assume 
design responsibility for each system. The responsibility for the design of these systems 
remains with the Design Professional of Record for the individual fire protection system. 

i. Part A – Integrated Systems. Provide a summary outlining the integration of fire 
protection systems provided: 

1. Design Methodology for the protection of the occupancy and hazards in 
accordance with this code and applicable NFPA Standards and,   

2. Input/Output Matrix of sequence of operations of all fire and life safety 
systems and operations, including integrated fire and life safety systems; 
and,  

3. Testing criteria to be used for final system acceptance. 
ii. Part B – Individual System Information. Provide a summary outlining the 

following information for each system provided, with identification of specific 
permit documents conveying the details of the system being narrated. 

1. Fire Department Access Roadways. 
a. Site access  
b. Building access  
c. Fire alarm control panel/Remote annunciator panels/Fire 

Command Center location  
d. Hydrant Locations  
e. Fire department connection type(s) and location.  
f. Fire command center location. 

2. 2.   Automatic Sprinkler System.  
a. Type/description and design layout of the automatic sprinkler 

system(s).  
b. Automatic sprinkler system(s) control equipment location.  
c. Fire protection system(s) equipment identification and operation 

signs. 
3. Standpipe Systems.  

a. Type/description and design layout of the automatic standpipe 
system(s).  

b. Standpipe system hose valve(s) type and location. 
4. Water Supply / Fire Pumps / Fire Department Connections. 
5. Alternative Automatic Fire-Extinguishing Systems.  

a. Type/description and design layout of special suppression 
system(s).  

b. Special suppression system(s) control equipment location.  
c. Special suppression system(s) equipment room location. 

6. Fire Alarm and Detection Systems.  



a. Type/description and design layout of the fire protective 
signaling system(s).  

b. Fire alarm and signaling system(s) control equipment and remote 
annunciator locations.  

c. Fire protection system(s) equipment identification and operation 
signs.  

d. Fire protection system(s) alarm/ supervisory signal transmission 
method and location.  

e. Door Release Systems and 
f. Elevator recall systems. 

7. Fire Command Center.  
8. Mass Notification System. 
9. Carbon Monoxide Detection  

a. Type/description and location of any carbon monoxide 
protection. 

10. Emergency Alarm Systems  
a. Fire protection system(s) equipment identification and operation 

signs. 
11. Gas Detection Systems. 
12. Emergency Responder Communication Coverage  

a. Emergency Responder Radio Coverage type/location. 
13. Smoke Control Systems / Smoke & Heat Removal  

a. Type/description and design layout of the smoke control or 
exhaust system(s).  

b. Smoke control or exhaust system(s) control equipment location. 
14. Fire Extinguishers. 

This is also the point where construction control shall be established by the RDP. The City of 
Newton Fire Department prefers the RDP with Construction Control to specialize in the field 
represented in the design. 

2. Tier Two, Shop Drawings – Prior to installation of fire protection systems, Shop Drawings, where 
applicable, shall be submitted in accordance with Section 107.1.2 and shall contain, but not be 
limited to; detailed design layout, equipment specifications, and system sequence of operation 
identified in the input/output matrix. Shop Drawings shall note the name(s), license number(s), 
and license expiration date(s) of the contractor(s) installing the fire protection systems and be 
reviewed and accepted by the Registered Design Professional. 

3. Tier Three, Record Drawings – As built plans shall be provided to the owner for all fire protection 
and life safety systems as reviewed and accepted by the Registered Design Professional of record 
or legally recognized professional performing Construction Control. Where changes to original 
shop drawings are minor, a list of as-built changes shall be permitted to be submitted where 
sealed and reviewed and approved by the Registered Design Professional of record or legally 
recognized professional performing Construction Control in accordance with 780 CMR per Chapter 
1. 

In addition, the Integrated Test Plan shall be submitted for approval at the completion of the project. 
Acceptance testing shall not occur until the Owner has confirmed that the As-built plans have been 
received and the completed Integrated Test Plan has been submitted at the time of the certificate of 
occupancy request. 

 


