
SHEET  NO.:

SHEET  TITLE:

PROJECT  NO:

CHECKED  BY:

DRAWN  BY:

CAD  FILE:

SCALE:

ISSUE  DATE:

SEAL:

NO.

REVISIONS

DATE DESCRIPTION

115 Albemarle

Road

Newton, MA

02460

PROJECT  LOCATION:

SURVEY CONSULTANT:

PREPARED  BY:

L E O N E
C O M P A N Y

Newton, MA 02465

Ph:   617-527-2288

NOTE:

Verne T. Porter

Surveying

Land Surveyors

Civil Engineers

L-1

PLAN INFORMATION:

Plan information, including property

lines and proposed layout by:

Verne T. Porter, PLS

354 Elliot Street,

Newton Upper Falls, MA 02464

Site Plan dated: April 28, 2025

TREE

PLANTING

PLAN

1 / 29 / 2026

1/16" = 1' - 0"

REC

115 Albemarle

115 Albemarle-Lnds

ENGINEER CONSULTANT:

Call DIGSAFE, 1-888-344-7233,

for location and marking of all

utilities prior to any excavation.

Private utilities may require

additional marking and

investigation.
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TREE PLANTING NOTES:

1. Trees shall be uniform, full and well branched specimen trees.

    All trees to be approved by the Landscape Architect.

2. Trees shall be balled and burlapped or container grown.

3. Trees to conform to the guidelines and requirements established by

    the 'American Standard For Nursery Stock', latest edition.

4. Owner to water, establish, and care for proposed trees.

5. Tree saucers to receive 3-inch min. depth of shredded bark mulch.

    Contractor to submit bark samples for approval.

6. Edge of saucers shall be a min. of 2-foot from tree leader.

7. Trees shall be guaranteed for 1-year after installation.

8. Trees to be field located and approved by the Landscape Architect,

    prior to installation.

9. Plant beds and planting soil at tree locations to be depth of root ball.

10. The Landscape Contractor shall supply all trees in quantities sufficient

     to complete all planting shown on the drawing.  If the tree list does not

     agree with the Tree Planting Plan, the Plan shall be followed.

11. Tree substitutions allowed based on best availability of nursery stock,

     with all substitutions to be approved by the Landscape Architect.

12. Landscape Contractor to confirm underground utility locations, prior to

     tree planting.

13. See Verne T. Porter drawings for the complete Limit-Of-Work.

LANDSCAPE REMOVAL NOTES:

1. The Landscape Contractor shall verify location of and protect all

    utilities, drainage, and sub-drainage structures, on or adjacent

    to the site, prior to starting construction.  Call DIG-SAFE.

2. Landscape Contractor shall review items to be removed with

    Owner & Landscape Architect, prior to commencement of work.

3. Landscape Contractor shall remove invasive plants on site and

    dispose of them in accordance with best practice.

4. All materials to be disposed of off-site properly and in accordance

    with all local, and state regulations.

5. Protect from damage all trees and shrubs and any other site

    feature that is not designated for removal.

6. Any damaged item not scheduled for removal, shall be restored

    by the Contractor to Owner at no extra charge.

Set tree plumb on firm

soil.  Maintain same

relationship to finish grade

after planting, as it did at

the nursery.

3

TYP. DECIDUOUS TREE PLANTING

Scale: 1/2" = 1' - 0"

NOTES:

1. New plant beds to have a minimum of one foot depth of planting soil or

    depth of root ball, whichever is greater.

2. Soak each tree twice weekly (Min.), during spring and summer planting.

3. Soak each tree twice weekly (Min.), for (4) weeks after fall planting.

4. Contractor to provide a price for staking of each individual tree.

Never cut a leader.

Cut and remove burlap

from top 1/3 of root ball.

If plastic wrap, remove

entirely.  If the root ball

is encased in a wire

basket, remove top 1/3.

Finish grade -

See plan for material.

Compacted or

undisturbed subgrade.

Mound soil in center of plant pit to

support root ball at required elevation.

Planting soil mix:

1 part peat moss &

4 parts topsoil.

Mix in 2 parts soil

from excavated hole.

3" min. mulch depth

with saucer.  Hold

back from trunk.

Cut and remove burlap

from trunk of tree.

Tree shall bear same

relation to finish grade as

it did to previous grade.
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PROPOSED TREE PLANT LIST:

TREE PRESERVATION PLAN / LIST:

(PROVIDED BY SAVATREE CONSULTING GROUP)

(REPLACEMENTS)


