NOTES:

1. INFORMATION SHOWN ON THIS PLAN IS THE RESULT OF A FIELD SURVEY
PERFORMED BY SPRUHAN ENGINEERING, P.C. AS OF 3/20/2026.

2. DEED REFERENCE: BOOK 84534, PAGE 303
PLAN REFERENCE: PLAN BOOK 8050, PAGE 492 OF 1953
MIDDLESEX COUNTY SOUTH DISTRICT REGISTRY OF DEEDS

3. THIS PLAN IS NOT INTENDED TO BE RECORDED.

4. | CERTIFY THAT THE DWELLING SHOWN IS LOCATED IN ZONE AE
(REGULATORY FLOODWAY), ON FLOOD HAZARD BOUNDARY MAP NUMBER
25017C0554F, IN COMMUNITY NUMBER: 250208, DATED 7/8/2025.

5. THIS PLAN DOES NOT SHOW ANY UNRECORDED OR UNWRITTEN
EASEMENTS WHICH MAY EXIST. A REASONABLE AND DILIGENT ATTEMPT HAS
BEEN MADE TO OBSERVE ANY APPARENT USES OF THE LAND; HOWEVER
THIS NOT CONSTITUTE A GUARANTEE THAT NO SUCH EASEMENTS EXIST.

6. FIRST FLOOR ELEVATIONS ARE TAKEN AT THRESHOLD.

7. NO RESPONSIBILITY IS TAKEN FOR ZONING TABLE AS SPRUHAN
ENGINEERING, P.C. ARE NOT ZONING EXPERTS. TABLE IS TAKEN FROM TABLE
PROVIDED BY LOCAL ZONING ORDINANCE. CLIENT AND/OR ARCHITECT TO
VERIFY THE ACCURACY OF ZONING ANALYSIS.

8. THE LOCATION OF ALL UNDERGROUND UTILITIES SHOWN HEREON ARE
APPROXIMATE AND ARE BASED ON THE FIELD LOCATION OF ALL VISIBLE
STRUCTURES SUCH AS CATCH BASINS, MANHOLES, WATER VALVES, ETC. AND
COMPILED FROM PLANS SUPPLIED BY GOVERNMENT AGENCIES.

9. THE ELEVATIONS SHOWN ARE BASED ON ASSUMED DATUM.
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REQUIRED EXISTING | PROPOSED
MIN. AREA 7,000 S.F. 8,000 S.F.+ 8,000 S.F.+
MAX LOT COVERAGE 30% 15.55% 15.55%
MIN OPEN SPACE 50% 73.23% 72.45%
MIN. FRONTAGE 70’ 80.0’ 80.0’
g FRONT (MIN) 25.0° 26.8' 26.8'
é SIDE (MIN.) 7.5 1.8’ 11.8’
& | REAR (MIN) 15.0° 36.6° 36.6°
MAX. BLDG. HEIGHT 36.0’ 17.13'+ 1713+
EXISTING AREAS PROPOSED AREAS
LOT AREA 8,000 S.F. | [LOTAREA 8,000 S.F.
IMPERVIOUS AREAS IMPERVIOUS AREAS

BUILDING 1,564 S.F. | |BUILDING 1,564 S.F.

DRIVEWAY 503 S.F. | [DRIVEWAY 503 S.F.

LANDING 25 S.F. | |[LANDING 25 S.F.

WALK & STEPS 102 S.F. | |WALK & STEPS 102 S.F.

BROOK SURFACE 410 S.F. | |BROOK SURFACE 410 S.F.

TOTAL 2,604 S.F. | [EGRESS STAIRS 63 S.F.

PERVIOUS AREAS TOTAL 2,667 S.F.

STONE PATH 95 S.F. PERVIOUS AREAS

REAR DECK & STEPS 50 S.F. | |STONE PATH 95 S.F.

WINDOW WELL 26 S.F. | |REAR DECK & STEPS 50 S.F.

TOTAL 171 S.F. | |TOTAL 145 S.F.

LANDSCAPE 5,225 S.F. | [LANDSCAPE 5,188 S.F.

TOTAL EXISTING IMPERVIOUS AREA
TOTAL PROPOSED IMPERVIOUS AREA

TOTAL INCREASE IN IMPERVIOUS AREA

2,604 S.F.
2,667 S.F.

NOTE: SPRUHAN ENGINEERING CERTIFIES THAT THIS

CHANGE IN IMPERVIOUS AREA, WHICH MEETS THE

CRITERIA OF NO DRAINAGE REQUIRED BY CITY OF

NEWTON ENGINEERING DEPARTMENT, CAUSES NO
SIGNIFICANT INCREASE IN RUNOFF (VOLUME OR PEAK

FLOW) TO ABUTTING PROPERTIES OR THE CITY OF
NEWTON RIGHT—OF—-WAY.

Spruhan
kngineering, P.C.

80 JEWETT ST, (SUITE 1)
NEWTON, MA 02458

NOITES:
1. SPRUHAN ENGINEERING. P.C.. ACCEP

LIABILITY FOR GROUND WATER OR OTHER
SURFACE WATER IN BASEMENT.
2. THE CONTRACIOR IS RESPONSIBLE

FOR NOTIFYING THE DESIGN
ENGINEER FOR INSPECTIONS OR

Tel: 617-816-0722
Email:edmond@spruhaneng.com

AS—BUILT LOCATIONS. SPRUHAN
ENGINEERING P.C. WILL NOT
PROVIDE AS—BUILT CERTIFICATION
10 UNINSPECTED BACKFILLED
UTILITIES OR DRAINAGE SYSTEM. A
MINIMUM OF 48 HOURS NOTICE [S

REQUIRED PRIOR 10 INSPECTIONS.
3. CONTRACTOR TO ENSURE THAT THE

94 SELWYN ROAD
NEWTON
MASSACHUSETTS

BUILDING FOOTPRINT REPRESENTED ON THIS
PLAN IS THE SAME AS THE PROPOSED
ARCHITECTURAL /STRUCTURAL PLANS AND
INCORPORATES ALL OVERHANGS,
CANTILEVERS AND ANY COMPONENT THAT
IS SUBJECT TO ZONING RESTRICTIONS. IF

SITE PLAN

THIS IS FOUND NOT TO BE THE CASE THE
CONTRACTOR MUST CONTACT THE

ENGINEER /SURVEYOR AND REQUEST A

REVISION BLOCK

REVISED PLAN WHICH MUST BE BY
RESUBMITTED TO 1.S.D. CITY OF NEWTON

4. IF THE CURB—-CUT IS PROPOSED WITHIN
THE CITY STREET TREE BUFFER ZONE OF
(8) FEET, THEN APPROVAL FROM THE CITY
OF NEWTON SUPERINTENDENT OF URBAN
FORESTRY WILL BE REQUIRED

5. ANY TREE BEING REMOVED SHALL COMPLY
WITH CITY OF NEWTON TREE ORDINANCE

6. INSTALLATION OF THE RETAINING WALLS
CANNOT DAMAGE ABUTTING PROPERTY
PLANTINGS OR FENCING.

7. WHEN AN OPEN EXCAVATION IS MADE
WHICH REQUIRES A VERTICAL CUT OF SOIL,
THAT VERTICAL CUT MUST BE SUPPORTED.

8. RETAINING WALLS WHERE FLOW IS RUNNING
PARALLEL TO THE WALL MUST BE A
MINIMUM OF 4—INCHES ABOVE ADJACENT
SOILS.

9. ANY PROPOSED RETAINING WALLS SHALL

BE DESIGNED BY OTHERS. ALSO, ANY

PROPOSED RETAINING WALL IN SETBACK

SHALL NOT EXCEED 4 FEET IN HEIGHT IN

REFERENCE TO EXISTING GRADES UNLESS

BY SPECIAL PERMIT.

. A MINIMUM OF (3) OFFSETS TO ANY

EXISTING STONE BOUND MUST BE SET IN

THE GROUND EVENLY AROUND THE STONE

BOUND PRIOR TO ANY WORK THAT COULD

DISTURB THE BOUND. IF DISTURBED THE

DESCRIPTION DATE

BOUND MUST BE RE-SET IN THE ORIGINAL

All legal rights including, but not limited
LOCATION

to, copyright and design patent rights, in
the designs, arrangements and plans
shown on this document are the property
of Spruhan Engineering, P.C. They may not
be used or reused in whole or in part,
except in connection with this project,
without the prior written consent of
Spruhan Engineering, P.C.. Written
dimensions on these drawings shall have
precedence over scaled dimensions.
Contractors shall verify and be responsible
for all dimensions and conditions on this
project, and Spruhan Engineering, P.C.,
must be notified of any variation from the
dimensions and conditions shown by these

drawings.
DATE: 03/27/26
DRAWN BY: H.M.S.
CHECKED BY: E.S.
APPROVED BY: E.S
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