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Solect Edits 5/8/26 (MG) SED - Newton Burr Elementary-20584, 171 Pine Street, Newton

MA, 02466

Project Name SED - Newton Burr Elementary-20584

Project Address 171 Pine Street, Newton MA, 02466

Prepared By
Matt Gschwend

mgschwend@solect.com

 Report

Design Solect Edits 5/8/26 (MG)

Module DC

Nameplate
231.66 kW

Inverter AC

Nameplate

160.00 kW

Load Ratio: 1.45

Annual Production 285.9 MWh

Performance Ratio 80.7%

kWh/kWp 1,234.2

Weather Dataset
TMY, 10km grid (42.35,-71.25),

NREL (prospector)

Simulator Version
b7bfdb7a4b-855328f30e-

a722014020-87c25a1b58

 System Metrics  Project Location

 Monthly Production

kW
h

Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec
0

10k

20k
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Month
GHI

(kWh/m )

POA

(kWh/m )

Shaded

(kWh/m )

Nameplate

(kWh)

Grid

(kWh)

January 61.8 74.4 69.9 11,640.8 11,538.8

February 79.3 90.4 86.4 13,545.7 13,488.6

March 126.4 137.3 133.2 27,097.7 26,129.1

April 148.2 155.4 151.4 33,380.1 29,806.4

May 162.7 165.3 161.1 35,585.8 31,404.9

June 176.2 177.3 172.9 38,225.2 33,335.2

July 182.3 184.1 179.7 39,717.2 34,676.3

August 174.3 181.2 176.7 39,015.9 34,481.5

September 127.2 136.1 132.3 29,065.0 26,595.3

October 89.3 99.7 96.5 21,059.5 19,997.1

November 58.6 68.6 65.2 14,083.4 13,642.8

December 48.5 58.7 55.0 10,963.8 10,809.9

2 2 2

 Sources of System Loss

Front ShadingFront Shading: 3.2%: 3.2%Front Shading: 3.2%

ReflectionReflection: 3.2%: 3.2%Reflection: 3.2%

SoilingSoiling: 6.5%: 6.5%Soiling: 6.5%
IrradianceIrradiance: 0.9%: 0.9%Irradiance: 0.9%

TemperatureTemperature: 0.7%: 0.7%Temperature: 0.7%

OptimizersOptimizers: 1.3%: 1.3%Optimizers: 1.3%

WiringWiring: 0.3%: 0.3%Wiring: 0.3%

ClippingClipping: 3.3%: 3.3%Clipping: 3.3%

InvertersInverters: 1.5%: 1.5%Inverters: 1.5%

AC SystemAC System: 1.0%: 1.0%AC System: 1.0%

BifacialityBifaciality: 0.1%: 0.1%Bifaciality: 0.1%

Rear MismatchRear Mismatch: 0.0%: 0.0%Rear Mismatch: 0.0%
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Description Output
%

Delta

Front

Irradiance

(kWh/m )

Annual Global Horizontal

Irradiance
1,434.9

POA Irradiance 1,528.5 6.5%

Shaded Irradiance 1,480.2 -3.2%

Irradiance after Reflection 1,432.5 -3.2%

Irradiance after Soiling 1,339.9 -6.5%

Total Front Collector Irradiance 1,340.2 0.0%

Rear Irradiance

(kWh/m )

Supported only for

fixed tilt racking and

single-axis trackers

Surface

Irradiance in

Collector

Plane

Global Incident

Irradiance on

Surface

423.3 -

Surface Reflected

Irradiance after

Albedo

84.7 -80.0%

Conversion from

Surface Area to

Collector Area

119.2

Surface Irradiance

in Collector Plane
6.5 -94.6%

Unshaded

Irradiance on

Rear Side

Surface Irradiance

in Collector Plane
6.5

Sky Diffuse 1.8

Beam Effective 0.1

Total Unshaded

Irradiance on Rear

Side

8.4

Shaded Irradiance on Rear Side 8.0 -4.9%

Total Rear Collector Irradiance 8.0

Effective Rear Collector

Irradiance
6.4 -20.0%

Total Collector Irradiance 1,346.5

Energy

(kWh)

Nameplate 313,379.9

Output at Irradiance Levels 310,478.7 -0.9%

Output at Cell Temperature Derate 308,297.6 -0.7%

Output after Electrical Mismatch 308,296.1 0.0%

Output after Rear Mismatch 308,152.6 0.0%

Optimizer Output 304,432.7 -1.3%

Optimal DC Output 303,483.7 -0.3%

Constrained DC Output 293,320.6 -3.3%

Inverter Output 288,793.8 -1.5%

Energy to Grid 285,905.9 -1.0%

Temperature Metrics

Avg. Operating Ambient Temp 12.1 °C

Avg. Operating Cell Temp 18.8 °C

Simulation Metrics

Operating Hours 4691

Solved Hours 4691

 Annual Production

2

2

Description Solect 2025

Weather Dataset TMY, 10km grid (42.35,-71.25), NREL (prospector)

Solar Angle

Location
Meteo Lat/Lng

Transposition

Model
Perez Model

Temperature

Model
Sandia Model

Temperature

Model Parameters

Rack Type a b Temperature Delta

Fixed Tilt -3.56 -0.075 3°C

Flush Mount -2.81 -0.0455 0°C

East-West -3.56 -0.075 3°C

Carport -3.56 -0.075 3°C

Soiling (%)
J F M A M J J A S O N D

25 30 10 3 3 3 3 3 3 3 3 10

Albedo
J F M A M J J A S O N D

0.20 0.20 0.20 0.20 0.20 0.20 0.20 0.20 0.20 0.20 0.20 0.20

Rear Mismatch

Loss
10% Rear Shading Factor 5%

Module

Transparency
0%

Irradiation

Variance
5%

Cell Temperature

Spread
4° C

Module Binning

Range
0% to 0.85%

AC System Derate 1.00%

Trackers
Maximum Angle Backtracking

60° Enabled

Module &

Component

Characterizations

Type Component Characterization Bifacial

Module
ZXM7-UHLDD144 585W

(ZNShineSolar)

Spec Sheet

Characterization, PAN
True

Buck Boost

Optimizer

C651U (for NA use only)

(SolarEdge)
Mfg Spec Sheet N/A

Inverter
SE40KUS (USE-SIN-USR0IBNS6)

- Domestic Content (SolarEdge)
N/A

Inverter
SE120KUS (SE-TRI-US00IBNS4) -

Domestic Content (SolarEdge)
N/A

 Condition Set
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 Production Probability

System Production MWh

P
ro

ba
bi

lit
y

P90 270.2 MWh P50 285.9 MWh

250 275 300
0

0.02

0.04

Weather Variability

Datasource 10km grid (42.35,-71.25), NREL (prospector) - estimated

Annual Variability 4.28%

System Variability

PV module modeling parameters 0.00%

Inverter efficiency 0.00%

Soiling, mismatch 0.00%

Degradation estimation 0.00%

Custom variability 0.00%

Weather & System Variability

4.28%

 Condition Set (Production Probability)

Component Name Count

Inverters

SE40KUS (USE-SIN-USR0IBNS6)

- Domestic Content

(SolarEdge)

1 (40.00

kW)

Inverters

SE120KUS (SE-TRI-US00IBNS4)

- Domestic Content

(SolarEdge)

1 (120.00

kW)

Strings 10 AWG (Copper)
12

(2,359.4 ft)

Optimizers
C651U (for NA use only)

(SolarEdge)

396

(257.40

kW)

Module
ZNShineSolar, ZXM7-

UHLDD144 585W (585W)

396

(231.66

kW)

 Components

Description Combiner Poles String Size Stringing Strategy

Wiring Zone - 18-37 Along Racking

SE40KUS - 18-37 Along Racking

 Wiring Zones

Description Racking Orientation Tilt Azimuth
Intrarow

Spacing

Frame

Size
Frames Modules Power

Field Segment

1

Fixed

Tilt

Landscape

(Horizontal)

Module:

10°

Module:

138.45372°
1.6 ft 1x1 135 135

78.98

kW

Field Segment

2

Fixed

Tilt

Landscape

(Horizontal)

Module:

10°

Module:

138.45372°
1.6 ft 1x1 0

Field Segment

3

Fixed

Tilt

Landscape

(Horizontal)

Module:

10°

Module:

138.19571°
1.6 ft 1x1 8 8

4.68

kW

Field Segment

4

Fixed

Tilt

Landscape

(Horizontal)

Module:

10°

Module:

138.37457°
1.6 ft 1x1 35 35

20.48

kW

Field Segment

4 (copy)

Fixed

Tilt

Landscape

(Horizontal)

Module:

10°

Module:

138.37457°
1.6 ft 1x1 42 42

24.57

kW

Field Segment

4 (copy 1)

Fixed

Tilt

Landscape

(Horizontal)

Module:

10°

Module:

138.37457°
1.6 ft 1x1 94 94

54.99

kW

Field Segment

4 (copy 2)

Fixed

Tilt

Landscape

(Horizontal)

Module:

10°

Module:

138.37457°
1.6 ft 1x1 36 36

21.06

kW

Field Segment

4 (copy 3)

Fixed

Tilt

Landscape

(Horizontal)

Module:

10°

Module:

138.37457°
1.6 ft 1x1 46 46

26.91

kW

 Field Segments
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 Detailed Layout2
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Burr Elementary School Preliminary Rooftop Solar 
Savings Summary  

5/8/26 
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Email: ssiciliano@coldmasters.com 

Manager, Mechanical Services: Sal Siciliano 

“Due to extreme market volatility, all quotes are subject to escalation in material costs after 2 business days.” 

72 Fenner St. Cranston RI 02910  |  T (401) 831-0361   |  F (401) 831-7879  |  coldmasters.com 

 

 

 

 

PROPOSAL 

MECHANICAL SERVICES / ENERGY MANAGEMENT SYSTEMS 

 

Date: February 12, 2026                                                  Sent Via: fdavey@therisegroupinc.com  

Customer: City of Newton                                                                            

Location: Newton Fire Station 2 – 1750 Commonwealth Avenue          

Description: Upper Level Phase 2 HVAC Improvements  

 

Upper Level: Simultaneous VRF heat pumps and ERV: 

• (1) 8-ton R2 Heat Recovery – series heat pump condensers  

• (1) branch box controllers  

• (7) slim ducted air handling units  

• (8) simple MA thermostats  

• (1) 1- ton cooling only condensing unit with low ambient control 

• (1) 1-ton wall mounted indoor unit 

• Refrigeration and condensate piping  

• Sheet metal duct system  

• Registers, grilles, and diffuser 

• Line volage electrical  

• Low voltage controls – localized stand alone  

• Mechanical insulation  

• Hangers and hardware  

• Crane and rigging  

• Roofing  

• Demolition – attic space only 

• Miscellaneous consumables  

• Prevailing wage rates apply  

#188-26
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Multi Split Ball Valves
Unibody ODS x ODS

Features:

Maximum abnormal pressure (MAP):  775 psig, 53 bar

Continuous operating temperature (COT): ‐40°F/300°F, 
‐40°C/149°C



Compatible with all CFC, HCFC and HFC refrigerants and oils

Full port construction to match line size ID

Internally equalized ball design

Rupture‐proof encapsulated stem

MCM Seal Technology

UL/cUL Listed, Conforms to Pressure Equipment Directive 
97/23/EC



Drawing A Drawing B

Valve Part  
Number

Size F Wt

lb kgin mm

E

in mm

D

in mm

C 

in mm

B

in mm

A

in mmin mm

Valve  Insulation 
Kit Part Number

Drawing

A 18937 1/4 1.16 292.23 570.54 141.10 283.36 856.35 1616A 18571U A

A 18938 3/8 1.16 292.23 570.54 141.10 283.36 856.35 16110A 18572U A

A 18939 1/2 1.16 292.23 570.54 141.10 282.94 756.35 16113A 18573U A

A 18940 5/8 1.16 292.23 570.54 141.10 282.94 756.35 16117A 18574U B

Insulation Part No. A (in) B (in) C (in) Wt(lb)Valve Size D (in) E (in)

MSBVINS 8.56 4.28 1.10 0.10Multi Split Valves 2.63 1.13

10/21/2015

02/12/2026Newton Fire Station Phase 2
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 17.65 

 22.00 

 42.50 

ADJUSTABLE
UP TO 32.86

 48.75 

 63.20 
 12.50 

 12.50 

 56.50 

 4.25 

 18.66 

3

4

5

2

1

THIS UNIT CONSISTS OF:
(2) QSSB200-12
(1) QSSB248

WEIGHT CAPACITY:
900lb DISTRIBUTED LOAD

ITEM NO. PART NUMBER DESCRIPTION SW/QTY.
1 QSSB200-12P New Super Stand U-leg 12" 2

2 SS201 Single Side Saddle 4

3 SS248 48" Rail w/ long slots 2

4 HDKSB01 Hardware kit for QSSB200 1

5 HDKSB03 Hardware kit for QSSB248 1

NOTES
   MATERIAL:  

   COLOR:  
   FINISH:  

   OTHER NOTES:  

RAL 7047
Powder Coat
~

MACHINED PARTS
SIZE B

DEFAULT UNITS "IPS"

  

  

N/A
0.02
0.1
2

0.002
0.005
0.05
0.1

INCHES       [mm]
1

0.25

X.XXX
X.XX

DECIMALS
ANG. BEND

X
X.X

ANG. MACH.

UNLESS OTHERWISE SPECIFIED 
DIMENSIONS & TOLERANCES ARE IN 

INCHES / [mm] Super Stand Base w/ 48" rails & 12" 
Feet

TITLE

26 Dec 18AMP

THIRD ANGLE
PROJECTION

SCALE:

-01
SHEET 1 OF 11:2

0
WT. (lbs): 

REVISIONDRAWING NUMBER

B
SIZE

NAME DATE

MFG APPR.

ENG APPR.

DRAWN

ALL DRAWINGS AND WRITTEN MATERIAL 
CONTAINED HEREIN ARE THE PROPERTY 

OF DIVERSITECH CORP AND MAY NOT BE 
DUPLICATED OR DISCLOSED AT ANY TIME 

UNLESS APPROVED IN WRITING BY 
DIVERSITECH CORP

MATERIAL:  SEE NOTES
FINISH: SEE NOTES

*DO NOT SCALE*

INTERPRET THIS DRAWING IN 
ACCORDANCE WITH

ASME  Y14.5-2009 DIMENSIONING AND 
TOLERANCING STANDARDS

QSSB48-12P

MACHINED PARTS
SIZE B

DEFAULT UNITS "IPS"

A A

B B

C C

D D

6

6

5

5

4

4

3

3

2

2

1

1

NOTES:

QSSB48-12P
INTERPRET THIS DRAWING IN 

ACCORDANCE WITH
ASME  Y14.5-2009 DIMENSIONING AND 

TOLERANCING STANDARDS

MATERIAL:  SEE NOTES
FINISH: SEE NOTES

*DO NOT SCALE*

ALL DRAWINGS AND WRITTEN MATERIAL 
CONTAINED HEREIN ARE THE PROPERTY 

OF DIVERSITECH CORP AND MAY NOT BE 
DUPLICATED OR DISCLOSED AT ANY TIME 

UNLESS APPROVED IN WRITING BY 
DIVERSITECH CORP

DRAWN

ENG APPR.

MFG APPR.

DATENAME

SIZE

B
DRAWING NUMBER REVISION

WT. (lbs): 1:2
0

SHEET 1 OF 1

-01
SCALE:

THIRD ANGLE
PROJECTION AMP 26 Dec 18

TITLE
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Specifications are subject to change without notice.� © 2025 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.

PKA-AL12NL & PUY-AK12NL
12,000 BTU/H WALL-MOUNTED INDOOR UNIT 
12,000 BTU/H COOLING ONLY OUTDOOR UNIT

Indoor Unit� PKA-AL12NL

Outdoor Unit� PUY-AK12NL

Job Name:
System Reference: Date:

INDOOR UNIT FEATURES
•	 Auto fan speed mode: Automatic adjustment of fan speed
•	 Ideal PKA spaces: Ideal for spaces such as server rooms, daycare centers, classrooms, churches, small offices, and more
•	 Light commercial: Units with this icon are suitable for light commercial applications such as small offices, restaurants, and retail.
•	 Multiple control options, including the comfort app for remote access, third-party interfaces, and both wired and wireless controllers
•	 Simple installation
•	 Single-zone: One outdoor unit connects to one indoor unit to control the  comfort in a single space.
•	 Sleek, compact design
•	 Up and down swing-mode: An indoor unit with this capability can move air up and down throughout the room like an oscillating fan using the horizontal 

vanes.
•	 Vane settings: Vane setting for air flow direction control

OUTDOOR UNIT FEATURES
•	 Blue Fin Coating: An anti-corrosion treatment applied to the aluminum fins of the heat exchanger of the outdoor unit to protect against corrosion caused 

by salt, sulfur, and other airborne contaminants, especially in coastal and industrial areas.
•	 Continuous operation: 24-hour continuous operation (cooling mode)
•	 Fast restart
•	 High pressure protection
•	 INVERTER-driven compressor: An inverter-driven compressor generates the precise capacity needed to maintain a temperature set point.
•	 Low ambient cooling: Low ambient cooling down to -40°F providing 100% capacity (with wind baffles)
•	 Pre-charged refrigerant: 12k -30k BTU/h come pre-charged for ease of installation. 24k – 30k BTU/h are pre-charged to maximum line length of 225 

feet. 12k – 18k BTU/h are pre-charged for up to 165 feet of line length. For units with a capacity of 36,000 BTU/h and above, additional refrigerant 
charges will be required.

•	 Seacoast protection: Seacoast Protection, made standard in the 2022 production, features a robust anti-corrosion system with phosphate and acrylic-
enamel coated external panels, epoxy resin-coated fan motor support and separator assembly valve beds, and Blue Fin treatment for the heat 
exchanger coil. These components are rated for 2,000 hours of durability under ASTM B117 testing standards, ensuring longevity in corrosive coastal 
environments.

•	 Superior energy and operational efficiency

#188-26



Specifications are subject to change without notice.� © 2025 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.

SPECIFICATIONS: PKA-AL12NL & PUY-AK12NL

Cooling at 95F1

Maximum Capacity Btu/h 12,200
Rated Capacity Btu/h 12,000
Minimum Capacity Btu/h 4,300
Maximum Power Input W 830
Rated Power Input W 810
Moisture Removal Pints/h 3
Sensible Heat Factor - 0.73
Power Factor [208V / 230V] % 81 / 81

Efficiency
SEER2 21.1
EER21 14.8
ENERGY STAR® Certified Yes

Electrical

Voltage, Phase, Frequency V AC / V AC, , Hz 208 / 230, 1, 60
Guaranteed Voltage Range V AC 198 - 264
Voltage: Indoor - Outdoor, S1-S2 V AC 208/230
Voltage: Indoor - Outdoor, S2-S3 V DC 12-24
Short-circuit Current Rating [SCCR] kA 5
Recommended Fuse/Breaker Size (Outdoor) A 20
Recommended Wire Size [Indoor - Outdoor] AWG 14

Indoor Unit

Fan Motor Output W 30
Airflow Rate at Cooling, Dry CFM 215, 255, 320, 375
Airflow Rate at Cooling, Wet CFM 265, 290, 325, 385
Sound Pressure Level [Cooling] dB (A) 34, 37, 40, 43
External Finish Color 0.7PB 9.2/0.4

Unit Dimensions (W x D x H) inch x inch x inch 
[mm x mm x mm] 35-11/32 x 9-11/32 x 11-25/32 [898 x 237 x 299]

Package Dimensions (W x D x H) inch x inch x inch 
[mm x mm x mm] 38-1/4 x 13-7/16 x 14-3/16 [970 x 340 x 360]

Unit Weight lbs [kg] 28 [12.70]
Package Weight lbs [kg] 32 [14.50]
Fan Motor Type DC Motor

IDU Operating Temp. Range Cooling Intake Air Temp [Maximum / Minimum] °FDB, °FWB / °FDB, 
°FWB 90, 73 / 66, 59

Outdoor Unit

MCA A 16
MOCP A 27
Fan Motor Output W 51
Airflow Rate Cooling CFM 1,590
Coating on Heat Exchanger (Bluefin, Sea Coast) Yes, Yes
Sound Pressure Level, Cooling1 dB (A) 44
Compressor Type Twin Rotary
Compressor Model SRB140FQHMCｰL1
Compressor Oil [Type // Charge] Type // oz RM68EH // 16
External Finish Color Munsell No.3Y 7.8/1.1

Unit Dimensions (W x D x H) inch x inch x inch 
[mm x mm x mm] 34-19/64 x 11-13/16 x 24-13/16 [871 x 300 x 630]

Package Dimensions (W x D x H) inch x inch x inch 
[mm x mm x mm] 37-1/16 x 16-3/16 x 32-1/4 [941 x 411 x 819]

Unit Weight lbs [kg] 99 [45]
Package Weight lbs [kg] 112 [51]

ODU Operating Temp. Range Cooling Intake Maximum Air Temp  [Maximum / Minimum*] °FDB 115 / 23

Refrigerant

Type R454B
Pre-Charged Refrigerant Amount lbs, oz 4, 6
Maximum Pre-Charged Piping Length ft [m] 165 [50]
Additional Refrigerant Charge Per Additional Piping Length oz/ft 0

Piping

Gas Pipe Size O.D. [Flared] inch [mm] 1/2 [12.7]
Liquid Pipe Size O.D. [Flared] inch [mm] 1/4 [6.35]
Maximum Piping Length ft [m] 165 [50]
Maximum Height Difference ft [m] 100 [30]
Maximum Number of Bends 15

NOTES
1Cooling at  95°F (Indoor: 80°F DB, 67°F WB // Outdoor: 95°F DB, 75°F WB)
* Indoor/Outdoor Unit Operating Temperature Range (Cooling Air Temp [Maximum / Minimum]):
 • Wind baffles required to operate below 23°F DB in cooling mode.
 • Cooling-only system with advanced wind baffle: -40°F - 115°F.
 • Refer to wind baffle documentation for further information.
 ** Outdoor Unit Operating Temperature Range (Cooling Thermal Lock-out / Re-start Temperatures):

#188-26



Specifications are subject to change without notice.� © 2025 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.

INDOOR UNIT ACCESSORIES: PKA-AL12NL

Drain Hose Flexible Mini-Split Drain Hose  DRX-16

Disconnect Switch
30A600VUL fits 2 X 4 utility box - Black  TAZ-MS303
30A600VUL fits 2 X 4 utility box - White  TAZ-MS303W

Control Interface

Airzone Wired Blueface Controller Black  AZZBSBLUEZEROCN
Airzone Wired Blueface Controller White  AZZBSBLUEZEROCB
Airzone Wireless Lite Controller Black  AZZBSLITERN
Airzone Wireless Lite Controller White  AZZBSLITERB
Airzone Wireless Think Controller Black  AZZBSTHINKRN
Airzone Wireless Think Controller White  AZZBSTHINKRB
IT Extender for kumo station  PAC-WHS01IE-E
kumo station for the Comfort app  PAC-WHS01HC-E
Procon BACnet and Modbus Interface  PAC-UKPRC001-CN-1
Thermostat Interface for 3rd Party Thermostats  PAC-US445CN-1
Wireless Interface Adapter for the Comfort app  PAC-USWHS002-WF-2

Condensate

Blue Diamond (Slim Fascia Kit) Condensate Pump w/ Reservoir & Sensor  X86-011
Blue Diamond Advanced Mini Condensate Pump w Reservoir  Sensor 208230V recommended  X87-721
Blue Diamond MaxiBlue Advanced Mini Condensate Pump w Reservoir  Sensor 110V up to 48000 BTUH recommended  X87-711
Blue Diamond MegaBlue Advanced Condensate Pump w Reservoir  Sensor  X87-835
Blue Diamond MicroBlue Mini Condensate Pump 110208230V up to 18000 BTUH  X85-003
Blue Diamond Sensor Extension Cable  15 Ft  C13-103
Drain Pan Level SensorControl  SS610E
Refco Condensate Pump 100-240 VAC  GOBI-II
Refco Condensate Pump 100-240 VAC up to 120000 BTUH  COMBI
Sauermann Condensate Pump  SI30-230

Wired Remote Controller

Deluxe Wired MA Remote Controller 1  PAR-42MAAUB
Simple Direct Wired Remote Controller  PAC-SDW01RC-1
Simple MA Remote Controller 1  PAC-YT53CRAU-J
Touch MA Wired Remote Controller 1  PAR-CT01MAU-SB

Mini-Split Wire
14 Gauge 4 wire Armored MiniSplit Cable250 ft roll  SW144-250
14 Gauge 4 wire Armored MiniSplit Cable50 ft roll  SW144-50

Lineset

100 x 1/4 x 100  1/2 Lineset Twin-Tube Insulation  MLS141212T-100
15 x 1/4 x 15  1/2 Lineset Twin-Tube Insulation  MLS141212T-15
30 x 1/4 x 30  1/2 Lineset Twin-Tube Insulation  MLS141212T-30
50 x 1/4 x 50  1/2 Lineset Twin-Tube Insulation  MLS141212T-50
65 x 1/4 x 65  1/2 Lineset Twin-Tube Insulation  MLS141212T-65

Wireless Remote Controller

Lockdown Bracket for Wireless Handheld Remote Controllers  RCMKP1CB
RedLINK Wireless Remote Controller  MHK2
Universal Wireless MA Handheld Remote Controller  PAR-FL32MA-E
Universal Wireless Receiver for PAR-FL32MA-E  PAR-FA32MA-W

Power Supplies & Auxiliary 
Components

3-Pin Wiring Harness  PAC-715AD
5-Pin Wiring Harness  PAC-725AD

Power Supplies and Auxiliary 
Components Backup Heat Relay Kit Adapter for CN24 or CN152 Connector  CN24RELAY-KIT-CM3

Remote Sensor

Flush Mount Remote Temperature Sensor for SEZ SLZ SVZ and all P-Series models  PAC-USSEN002-FM-1
Wall Mount Remote Temperature Sensor  PAC-SE41TS-E
Wireless temperature and humidity sensor for the Comfort app  PAC-USWHS003-TH-1

NOTES
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Mini-Split Wire

14 Gauge 4 wire Armored MiniSplit Cable250 ft roll  SW144-250
14 Gauge 4 wire Armored MiniSplit Cable50 ft roll  SW144-50
14 Gauge 4 wire MiniSplit Cable250 ft roll  S144-250
14 Gauge 4 wire MiniSplit Cable50 ft roll  S144-50

Hail Guards Hail Guard  HG-A5

Power Supplies & Auxiliary 
Components

3-Pin Wiring Harness  PAC-715AD
5-Pin Wiring Harness  PAC-725AD

Control/Service Tool

ControlService Tool  PAC-SK52ST
M- & P-Series Maintenance Tool Cable Set  M21EC0397
Maintenance Tool Interface  PAC-USCMS-MN-1

Stand

18 Single Fan Stand  QSMS1801M
24 Single Fan Stand  QSMS2401M
Condenser Wall Bracket  QSWB2000M-1
Condenser Wall Bracket - Stainless Steel Finish  QSWBSS
Outdoor Unit 3-14 inch Mounting Base Pair - Plastic  DSD-400P
Outdoor Unit Stand 12 High  QSMS1201M

Mounting Pad Condensing Unit Mounting Pad 16 x 36 x 3  ULTRILITE1
Drain Socket Drain Socket  MAC-871DS
Air Outlet Guide Air Outlet Guide  PAC-SJ07SG-E

Wind Baffle

Front Wind Baffle  WB-PA4
Rear Wind Baffle  WB-RE4
Side Advanced Wind Baffle  WB-SD4

M-NET Converter M-Net Interface for P-Series  PAC-SJ96MA-E
Snow/Rain Diverter SnowRain Diverter  SRD-2
NOTES
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https://www.mass.gov/doc/2026-intended-use-plan-for-the-clean-water-state-revolving-fund
https://www.mass.gov/doc/2026-intended-use-plan-for-the-drinking-water-state-revolving-fund
https://www.mass.gov/info-details/annual-iup-borrower-presentation
https://zoom.us/j/94787334230


https://www.mass.gov/orgs/massachusetts-clean-water-trust
https://www.mass.gov/state-revolving-fund-srf-financial-assistance-program
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	ORDER DATE: February 26, 2026
	Dropdown2: [WOBURN, MA]
	Customer Order: 
	Sold To:    City of Newton
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	Address 2: 1000 Commonwealth Ave
	Address 3: Newton Centre, MA 02459
	Phone: 
	Fax: 
	FOB: 
	SHIPPED VIA: 
	Ship To: same
	1: 
	2: 
	3: 
	Email: 
	QTYRow1: 2
	ITEM Row1: 1
	SNRow1: 
	DESCRIPTIONRow1:  Trackless MT7multi purpose tracktor with tier four final engine, radial winter tires, air ride seat 
	EACHRow1: 188950
	TOTAL 1: 377900
	QTYRow2: 
	ITEM Row2: 
	SNRow2: 
	DESCRIPTIONRow2: am/fm/cd radio, front and rear wiper and washer, back up alarm, low oil pressure guage,
	EACHRow2: 
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	QTYRow3: 
	ITEM Row3: 
	SNRow3: 
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	SNRow4: 
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	EACHRow4: 
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	QTYRow5: 
	ITEM Row5: 
	SNRow5: 
	DESCRIPTIONRow5: 
	EACHRow5: 
	TOTAL 5: 0
	QTYRow6: 
	ITEM Row6: 
	SNRow6: 
	DESCRIPTIONRow6: *Ride control, deep reduction gear, locking differentials, reversing fan, license plate bracket.
	EACHRow6: 
	TOTAL6: 0
	QTYRow7: 
	ITEM Row7: 
	SNRow7: 
	DESCRIPTIONRow7: Additional Equipment
	EACHRow7: 
	TOTAL7: 0
	QTYRow8: 2
	ITEM Row8: 2
	SNRow8: 
	DESCRIPTIONRow8: five position folding plow complete
	EACHRow8: 7940
	TOTAL 8: 15880
	QTYRow9: 2
	ITEM Row9: 3
	SNRow9: 
	DESCRIPTIONRow9: 80 gallon brine tank with rear 48" spray bar
	EACHRow9: 4450
	TOTAL 9: 8900
	QTYRow10: 2
	ITEM Row10: 4
	SNRow10: 
	DESCRIPTIONRow10: 48" pick up sweeper
	EACHRow10: 10965
	TOTAL 10: 21930
	QTYRow11: 2
	ITEM Row11: 5
	SNRow11: 
	DESCRIPTIONRow11: Telescopic truck loading chute for ribbon blower
	EACHRow11: 7230
	TOTAL 11: 14460
	QTYRow12: 2
	ITEM Row12: 6
	SNRow12: 
	DESCRIPTIONRow12: 51" ribbon snow blower
	EACHRow12: 19580
	TOTAL 12: 39160
	QTYRow13: 2
	ITEM Row13: 7
	SNRow13: 
	DESCRIPTIONRow13: Rear triple auger spreader
	EACHRow13: 9270
	TOTAL 13: 18540
	QTYRow14: 1
	ITEM Row14: 8
	SNRow14: 
	DESCRIPTIONRow14: Front mounted ice breaker
	EACHRow14: 37210
	TOTAL 14: 37210
	QTYRow15: 
	ITEM Row15: 
	SNRow15: 
	DESCRIPTIONRow15: 
	EACHRow15: 
	TOTAL 15: 0
	QTYRow16: 
	ITEM Row16: 
	SNRow16: 
	DESCRIPTIONRow16: NOTE: Due to the current market conditions pricing subject to change without notice
	EACHRow16: 
	TOTAL 16: 0
	QTYRow17: 
	ITEM Row17: 
	SNRow17: 
	DESCRIPTIONRow17: 
	EACHRow17: 
	TOTAL 17: 0
	QTYRow18: 
	ITEM Row18: 
	SNRow18: 
	DESCRIPTIONRow18: Sourcewell national procurement contract 093021-ELG
	EACHRow18: 
	TOTAL 18: 0
	QTYRow19: 
	ITEM Row19: 
	SNRow19: 
	DESCRIPTIONRow19: 
	EACHRow19: 
	TOTAL 19: 0
	YEAR 1: 
	MAKE 1: 
	MODEL 1: 
	S/N 1: 
	HRS 1: 
	Dropdown4: [  ]
	ALLOWANCE 1: 
	PAYOFF 1: 
	YEAR 2: 
	MAKE 2: 
	MODEL 2: 
	S/N 2: 
	HRS 2: 
	Dropdown5: [  ]
	ALLOWANCE 2: 
	PAYOFF 2: 
	FINANCE DETAILS: 
	SALE PRICE: 533980
	PLUS TAX: 
	TOTAL: 533980
	LESS TRADE: 0
	TOTAL PAYOFF: 0
	LESS DEPOSIT: 
	NET DUE: 533980
	Check Box3: Off
	Check Box5: Off
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	Check Box6: Off
	Check Box7: Off
	WARRANTY: 
	BY: Steve Russell
	COMPANY: City of Newton Department of Public Works
	PRINT NAME: Shawna Sullivan Commissioner of Public Works Department


