
 
The location of this meeting is accessible, and reasonable accommodation will be provided to persons with 
disabilities who require assistance. If you need a reasonable accommodation, please contact the city of 
Newton’s ADA Coordinator at least two business days in advance of the meeting: 
ADACoordinator@newtonma.gov or (617) 796-1253. The city’s TTY/TDD direct line is: 617-796-1089. For the 
Telecommunications Relay Service (TRS), please dial 711.  

  
Finance Committee Agenda 

 

City of Newton 
In City Council 

 

Monday, June 8, 2026 
 
7:00 PM 
Room 211 
  
The Finance Committee will hold this meeting as a hybrid meeting on Monday, June 8, 
2026 at 7:00 PM that the public may access in-person or virtually via Zoom. To view 
this meeting using Zoom use this link: https://newtonma-gov.zoom.us/j/89023741174 
or call 1-646-558-8656 and use the following Meeting ID: 890 2374 1174. 

  
You may also:  

1. Watch a live broadcast of the meeting on NewTV’s government channel (Comcast 
9, RCN 13, 614 (HD), Verizon 33). 

2. View a live stream on NewTV’s YouTube channel at: 
https://www.youtube.com/channel/UCQvNeCJkA3PftuLLvfAh3cQ 

 

 
 
Items Scheduled for Discussion: 
 

Referred to Programs & Services & Finance Committees 
#139-26 Authorization to appropriate and expend $550,000 from June 30, 2025 Certified Free 

Cash for SAN replacement 
HIS HONOR THE MAYOR requesting authorization to appropriate and expend five 
hundred fifty thousand dollars ($550,000) from June 30, 2025 Certified Free Cash for the 
replacement of the City's Storage Area Network (SAN). 
Programs & Services Approved 6-0 on 05/14/26 

 

Referred to Programs & Services & Finance Committees 
#146-26 Appropriation of $150,000 from June 30, 2025 Certified Free Cash for Netting 

HIS HONOR THE MAYOR requesting authorization to appropriate and expend one 
hundred fifty-thousand dollars ($150,000) from June 30, 2025 Certified Free Cash for the 

mailto:ADACoordinator@newtonma.gov
https://newtonma-gov.zoom.us/j/89023741174
https://www.youtube.com/channel/UCQvNeCJkA3PftuLLvfAh3cQ
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purchase and installation of protective netting for the multi-purpose field at the Halloran 
Sports Complex, Multi-Purpose Field.  
 Programs & Services Approved 6-0 on 05/14/26 

 
#205-26 Accept and expend a grant of $3,275.15 from the Department of Fire Services 

HIS HONOR THE MAYOR requesting authorization to accept and expend a grant of three 
thousand two hundred seventy-five dollars and fifteen cents ($3,275.15) from the 
Department of Fire Services to purchase smoke and CO detectors for Newton's older 
adults.  
 

Referred to Public Safety & Transportation & Finance Committees 
#187-26 Appropriation of $225,000 from June 30, 2025 Certified Free Cash for Police firearm 

equipment replacement 
HIS HONOR THE MAYOR requesting authorization to appropriate and expend the sum of 
two hundred twenty-five thousand dollars ($225,000) from June 30, 2025 Certified Free 
Cash for the replacement of department issued firearms, associated equipment, and the 
necessary training to transition all sworn personnel to modernized weapons systems.  
Public Safety & Transportation Approved 5-0 on 06/03/26 

 

Referred to Public Safety & Transportation & Finance Committees 
#206-26 Appropriate and expend $105,000 from June 30, 2025 Certified Free Cash to support 

the Police Department 
HIS HONOR THE MAYOR requesting authorization to appropriate and expend one 
hundred five thousand dollars ($105,000) from June 30, 2025 Certified Free Cash into a 
non-lapsing account to support the City's Police Department.  
Public Safety & Transportation Approved 5-0 on 06/03/26 
 

Referred to Public Facilities & Finance Committees 
#188-26 Authorization to transfer $277,499 for heat pumps at Fire Station 2 

HIS HONOR THE MAYOR requesting authorization to transfer and expend the sum of two 
hundred seventy-seven thousand four hundred ninety-nine dollars ($277,499) from the 
Energy Stabilization Fund for the installation of heat pumps at Fire Station 2.  
 Public Facilities Approved 5-0 (Councilors Albright and Dahmubed Not Voting) on 
06/03/26 

 

Referred to Public Facilities & Finance Committees 
#203-26 Transfer of $100,000 for increased water and sewer usage 

HIS HONOR THE MAYOR requesting authorization to transfer one hundred thousand 
dollars ($100,000) from Acct# 0110320-511001 Executive- Full Time Salaries to Acct# 
0111504-523000 School Building Maintenance - Water & Sewer to cover increased 
usage and expense cost overages.  
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Public Facilities Approved Subject to Second Call 4-0-1 (Councilor Kelley Abstained) 
(Councilors Albright and Dahmubed Not Voting) on 06/03/26 

 
#167-26 CPC recommendation to appropriate $347,534.91 for War Memorial Stairs 

COMMUNITY PRESERVATION COMMITTEE recommending the appropriation of three 
hundred forty-seven thousand five hundred thirty-four dollars and ninety-one cents 
($347,534.91) in Community Preservation Act funding from Unrestricted Prior Year 
Reserves (Acct# 5800-3599) to the Planning & Development Department for a grant to 
the Public Buildings Department for the War Memorial Stairs. 
Public Facilities Approved 5-2 (Councilors Kelley and Leary Opposed) on 05/13/26 

 
#196-26 Accept and expend a grant of $150,000 from the MassDOT Complete Streets Funding 

Program 
HIS HONOR THE MAYOR requesting authorization to accept and expend a grant of one 
hundred fifty thousand dollars ($150,000) from the Massachusetts Department of 
Transportation Complete Streets Funding Program for the continued design of traffic 
calming improvements in Newton Highlands. 
 

Referred to Public Facilities & Finance Committees 
#200-26 Acceptance of a low-interest loan of $4,329,664 

HIS HONOR THE MAYOR requesting authorization to accept a low-interest loan in the 
amount of four million three hundred twenty-nine thousand six hundred sixty-four 
dollars ($4,329,664) from the Massachusetts Clean Water Trust State Revolving Fund for 
Fiscal Year 2027 construction of stormwater projects at Cold Spring Park, Cabot Dog 
Park, and potentially Braceland Park.  
Public Facilities Approved on 06/03/26 

 

Referred to Public Facilities & Finance Committees 
#197-26 Transfer of $900,000 for improvements to roadways, sidewalks, and ramps 

HIS HONOR THE MAYOR requesting authorization to transfer the sum of nine hundred 
thousand dollars ($900,000) from Acct# 0140120-511002, DPW Street Division Full-time 
Wages to Acct# 0140121-553300 DPW Admin Support - Paving Supplies Override for the 
improvement of the city's roadways, sidewalks, and ramps.  
Public Facilities Approved 5-0-1 (Councilor Dahmubed Abstaining) (Councilor Albright 
Not Voting) on 06/03/26 

 

Referred to Public Facilities & Finance Committees 
#198-26 Appropriate and expend $3,000,000 from June 30, 2025 Certified Free Cash for 

Transportation and Paving Improvement Program 
HIS HONOR THE MAYOR requesting authorization to appropriate and expend three 
million dollars ($3,000,000) from June 30, 2025 Certified Free Cash to Acct# 01C40112-
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553100 Accelerated Roads Program - Paving Supplies to support the City's 
Transportation and Paving Improvement Program.  
Public Facilities Approved 5-0-1 (Councilor Dahmubed Abstaining) (Councilor Albright 
Not Voting) on 06/03/26 

 

Referred to Public Facilities & Finance Committees 
#199-26 Appropriation of up to $2,792,700 for water main improvements 

HIS HONOR THE MAYOR requesting authorization to appropriate and expend up to two 
million seven hundred ninety-two thousand seven hundred dollars ($2,792,700) from 
Water Budget Reserves for Fiscal Year 2027 water main improvements.  
Public Facilities Approved 5-0 (Councilors Albright and Dahmubed Not Voting) on 
06/03/26 

 

Referred to Public Facilities & Finance Committees 
#210-26  Appropriation of $135,000 from June 30, 2025 Certified Free Cash for fuel stations 

HIS HONOR THE MAYOR requesting authorization to appropriate and expend one 
hundred thirty-five thousand dollars ($135,000) from June 30, 2025 Certified Free Cash 
to complete upgrades to the fuel stations at both Crafts Street and Elliot Street Yards. 
Public Facilities Approved 6-0 (Councilor Albright Not Voting) on 06/03/26 
 

Referred to Public Facilities & Finance Committees 
#212-26  Appropriation of $577,175 from June 30, 2025 Certified Free Cash for snow vehicles 

HIS HONOR THE MAYOR requesting authorization to appropriate and expend five 
hundred seventy-seven thousand one hundred seventy-five dollars ($577,175) from 
June 30, 2025 Certified Free Cash to purchase two multipurpose Trackless vehicles for 
winter maintenance and sweeping operations on sidewalks, bicycle lanes, and multi-use 
paths, as well as two Snowrator machines for snow and ice removal at sidewalks, bus 
stops, and crossing guard locations. 

  Public Facilities Approved 6-0 (Councilor Albright Not Voting) on 06/03/26 
 
#204-26 Transfer of $200.00 for reconciliation  

HIS HONOR THE MAYOR requesting authorization to transfer two hundred dollars 
($200.00) from Acct# 0110320-511001 Executive- Full Time Salaries with one hundred 
dollars ($100.00) to Acct# 0110434-511001 Comptrollers- Full Time Salaries and one 
hundred dollars ($100.00) to Acct# 0150343-511001 Veterans- Full Time Salaries to 
cover rounding overages for the year-end reconciliation process.  

    
 
Respectfully submitted, 
Rebecca Walker Grossman, Chair of Finance Committee 





















































Frank Davey 
RISE Engineering 

 fdavey@riseengineering.com 

PROPOSAL TO PROVIDE 

Simultaneous VRF Heat Pumps & ERV 

City of Newton-Fire Station 2 

Phase 2: Upper Level HVAC Replacement 

1750 COMMONWEALTH AVE 

NEWTON, MA 02466 

February, 13 2026

City of Newton 

#188-26



Division of Thielsch Engineering, Inc

1341 Elmwood Avenue

Cranston, Rhode Island 02910

Total Project Cost 298,975$     

Estimated Incentive (21,476)$          

Customer Net Cost 277,499$     

Estimated Energy Cost Savings Annually (1,023)$            

Estimated Maintenance Savings 15,000$           

Return on Investment (ROI) 5%
Simple Payback in Years 19.9

Newton Fire Station 2-Heat Pumps Phase 2

kWh ReductionTherm Reduction

1835.00 -18,954

Financial Summary

Energy Savings

Prepared: 2/13/2026

#188-26
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Email: ssiciliano@coldmasters.com 

Manager, Mechanical Services: Sal Siciliano 

“Due to extreme market volatility, all quotes are subject to escalation in material costs after 2 business days.” 

72 Fenner St. Cranston RI 02910  |  T (401) 831-0361   |  F (401) 831-7879  |  coldmasters.com 

 

 

 

 

PROPOSAL 

MECHANICAL SERVICES / ENERGY MANAGEMENT SYSTEMS 

 

Date: February 12, 2026                                                  Sent Via: fdavey@therisegroupinc.com  

Customer: City of Newton                                                                            

Location: Newton Fire Station 2 – 1750 Commonwealth Avenue          

Description: Upper Level Phase 2 HVAC Improvements  

 

Upper Level: Simultaneous VRF heat pumps and ERV: 

• (1) 8-ton R2 Heat Recovery – series heat pump condensers  

• (1) branch box controllers  

• (7) slim ducted air handling units  

• (8) simple MA thermostats  

• (1) 1- ton cooling only condensing unit with low ambient control 

• (1) 1-ton wall mounted indoor unit 

• Refrigeration and condensate piping  

• Sheet metal duct system  

• Registers, grilles, and diffuser 

• Line volage electrical  

• Low voltage controls – localized stand alone  

• Mechanical insulation  

• Hangers and hardware  

• Crane and rigging  

• Roofing  

• Demolition – attic space only 

• Miscellaneous consumables  

• Prevailing wage rates apply  

#188-26
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Email: ssiciliano@coldmasters.com 

Manager, Mechanical Services: Sal Siciliano 

“Due to extreme market volatility, all quotes are subject to escalation in material costs after 2 business days.” 

72 Fenner St. Cranston RI 02910  |  T (401) 831-0361   |  F (401) 831-7879  |  coldmasters.com 

 

 

 

 

 

• Normal working hours Monday-Friday 7:00am-3:30pm 

• Start up and check out  

• 1-year workmanship warranty 

 

Notes and Clarifications: 

• Existing boiler and steam piping shall be abandoned in place.  

• Existing radiators shall be abandoned in place.  

• Any unforeseen conditions shall be subject to a change order.  

Exclusions:  

• Concrete Housekeeping Pad 

• Patch/Paint    

• Premium Labor  

• Bonds  

• Temporary Heat or Cooling  

• Temporary Generator  

• Utility Fees  

• Asbestos Testing/Abatement/Removal  

• DALT Testing (duct air leakage testing)  

• Duct Cleaning  

• Lead testing or removal  

 

Upper-Level Phase 2 Total: $298,975  

2026 Heat Pump Incentive   $  21,476 

Customer Cost:              $277,499 

#188-26
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Submittal # 1-001 

 

 

 

 Includes the following: 

Unit Tag # QTY: Model Description 

  
1 PURY-HM96TXU-A 8-ton R2 Heat Recovery - Hyper Heat Outdoor 

Unit  

  
1 CMB-M108NU-MA-SV 8-Port MAIN BC Controller  

  1 PEFY-M08NMAU-A Slim Ducted - Medium Static Indoor Unit  

  4 PEFY-M12NMAU-A Slim Ducted - Medium Static Indoor Unit  

  1 PEFY-M15NMAU-A Slim Ducted - Medium Static Indoor Unit  

  1 PEFY-M18NMAU-A Slim Ducted - Medium Static Indoor Unit  

  
7 PAR-42MAAUB Deluxe Wired MA Remote Controller 

  
8 A18572U Refrigeration Ball Valve-SWEAT/Schrader/ 

Insulated - 3/8" 

  
8 A18574U Refrigeration Ball Valve-SWEAT/Schrader/ 

Insulated - 5/8" 

  1 QSSB48-12 Quick Sling Super Stand  

 

 

 

 

 

 

Project: Newton Fire Station Phase 2 

From: Homans Associates      
250 Ballardvale Street           
Wilmington, MA 01887                                        

Date:  
 

2/12/2026 

Transmitted By:  
 

Linda McGregor 

Copied To: Michael Gagner 

Purchaser RISE GROUP Architect  

Order #  Engineer  

 
Submitted For: Via: The Following:  
 

  Approval/Action                   E-Mail   Drawings                   
  Information                          Mail                                  Specifications 

  Distribution    Digital Files  
  Record    Submittals                  
  Revised/Resubmit    O & M Manuals   

    Other 
  

Submittal Name: Equipment  List  

Submittal Transmittal  

#188-26



General Notes 
 

1. Installing contractor to complete Mitsubishi City Multi VRF 3-day service training prior to installation. 

2. Equipment cannot be released without written notice from the installing contractor. Final quantities 

and outdoor unit voltages are to be confirmed prior to release.   

3. The installing contractor shall be responsible for documenting each refrigerant piping length. Final 

piping lengths will be input into the system selection software to determine final refrigerant charge 

and sizing.   Final refrigerant charge is by the installing contactor and must be added to the system 

prior to startup. FOR CITY MULTI ONLY. 

4. FOR ALL SYSTEMS, refrigerant piping layout and actual lengths are critical for the overall sizing of the 

system piping. This is needed to ensure proper pipe sizing for adequate refrigerant distribution 

throughout the entire system. Contractor to supply all information to Homans so an accurate design 

riser can be produced prior to the piping install. Any piping sizes improperly installed before this 

layout has been created, could be detrimental to proper system operation and may need to be 

changed at the expense of the contractor. 

5. Disconnects, wiring, piping, labor and refrigerant is by others. 

6. DX Piping: 

a. ALL refrigerant piping to be insulated by installing contractor. 

b. ACR Type copper tubing as a minimum shall be used. 

c. Dry nitrogen purge required while brazing. 

d. No traps, solenoid valves, sight glasses, filter driers to be installed in piping.  

e. Refer to installation manuals for complete installation requirements. 

7. Control wiring required is 16 AWG, 2 wire plus shield and is to be provided by others (Refer to System 

Schematic Drawing for details). FOR CITY MULTI ONLY. 

8. *Startup assistance will be provided for all systems.  Contractor is required to complete startup 

checklist prior to startup.  Please allow 2-3 weeks advanced notice.  Delays may result in additional 

charges to the contractor. *(FOR JOBS REQUIRING STARTUP ASSISTANCE ONLY). CITY MULTI ONLY. 

9. It is the responsibility of the CONTRACTOR to ensure that all counts, components and selections meet 

the intent of the project and specifications. 

 

#188-26



Specifications are subject to change without notice.� © 2025 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.

PURY-HM96TXU-A
96,000 BTU/H HYPER-HEATING HEAT RECOVERY OUTDOOR UNIT

Job Name:
System Reference: Date:

Specifications System
Unit Type PURY-HM96TXU-A

Cooling Capacity (Nominal) Cooling Capacity (Nominal)1 Btu/h 96,000
Heating Capacity (Nominal) Heating Capacity (Nominal)2 Btu/h 108,000

Guaranteed Operating Range
Cooling °F   [ °C ] 23 ~ 125.60 [ -5 ~  52 ]
Heating °F   [ °C ] -22 ~ 59.90 [ -30 ~  15.50 ]

Extended Operating Range Heating °F   [ °C ] -27.4 ~ 59.9 [ -33 ~  15.50 ]
External Dimensions (H x W x D) In.     [ mm] 70.81 x 47.56 x 29.19 [ 1,798 x 1,207 x 740 ]
Net Weight lbs [ kg ] 701 [ 318 ]
External Finish MUNSELL 5Y 8/1
Electrical Power Requirements Voltage, Phase, Hertz, Power Tolerance 208 / 230 , 3  -phase, 60  Hz, ±10%
Minimum Circuit Ampacity A 60 / 60
Maximum Overcurrent Protection A 100 / 100
Recommended Fuse Size A 70 / 70
Recommended Minimum Wire Size AWG    [ mm] 4 / 4 [ 21.20 / 21.20 ]
SCCR kA 5

Refrigerant Piping Diameter
Liquid (High Pressure) In. [ mm ] Brazed 3/4 [ 19.05 ] Brazed
Gas (Low Pressure) In. [ mm ] Brazed 7/8 [ 22.23 ] Brazed

Max. Total Refrigerant Line Length Ft. [ m ] 1,886 [ 575 ]
Max. Refrigerant Line Length (Between ODU & IDU) Ft. [ m ] 541 [ 165 ]
Max. Control Wiring Length Ft. [ m ] 3,280 [ 1,000 ]

Indoor Unit Connectable
Total Capacity M144
Model/Quantity M04~M96 / 19

Sound Power Levels dB(A) / dB(A) 82 / 82

Fan

Type x Quantity Propeller fan x 2
Fan Motor Output kW 0.46
Airflow Rate CFM 9,181

External Static Pressure In. WG Selectable; 0.00, 0.12, 0.24, 0.32, In. WG; factory 
set to 0 In. WG

Compressor Operating Range 11%~100%
Compressor Type x Quantity Scroll x 1
Refrigerant Type x Original Charge lbs ,  oz [ kg ] R32 x  13 ,  15 [ 6.30 ]

Protection Devices
High Pressure Protection High pressure switch,pressure sensor at 4.15MPa
Inverter Circuit (Comp./Fan) overcurrent protection

AHRI Ratings (Ducted/Non-ducted)

EER 13.30 / 14.20
IEER 21.80 / 24.60
COP 3.96 / 4.42
SCHE 23.50 / 28.30

NOTES
1Nominal cooling conditions (Test conditions are based on AHRI 1230-2023) Indoor:  80°FD.B./67°FW.B. (26.7°CD.B./19.4°CW.B.), Outdoor: 95°FD.B. (35°CD.B.)
2Nominal heating conditions (Test conditions are based on AHRI 1230-2023) Indoor: 70°FD.B. (21.1°CD.B.), Outdoor: 47°FD.B./43°FW.B. (8.3°CD.B./6.1°CW.B.)
Harsh weather environments may demand performance enhancing equipment. Ask your Mitsubishi Electric representative for more details about your region 
 
For details on extended cooling operation range down to -10° F DB, see Low Ambient Kit Submittal 
 
When applying product below -4°F, consult your design engineer for cold climate application best practices, including the use of a backup source for heating 
 
Unit will continue to operate in extended operating range, but capacity is not guaranteed 
 

GENERAL FEATURES
•	 ASTM B117  : Outdoor unit has passed ASTM B117 testing for 2,000hrs 

with additional coating on PCB and base panel
•	 DLC coating on Compressor sleeve  : DLC (Diamond Like Carbon) coating 

has been added to the compressor sleeve for improved durability
•	 H2i® Hyper-Heating  : Guaranteed heating operation down to -22° F and 

extended operation down to -27.4° F 
•	 Improved Cooling Performance at High Ambient  : Can maintain cooling 

capacity up to 109.4°F (43°C) through Dip Switch setting
•	 Liquid Backless Defrost  : A new defrost method has been implemented to 

accelerate heating start-up after defrost
•	 Vertical Flat Tube Heat Exchanger  : Outdoor units are equipped with a 

new 3-way Vertical Flat Tube Heat Exchanger. This patented technology 
that improves efficiency and reduces refrigerant charge while also 
improving serviceability

Newton Fire Station Phase 2

02/12/2026

#188-26



Specifications are subject to change without notice.� © 2025 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.

METUS_2025-11_PROPIN Variable Refrigerant Flow (VRF) Multi-Split AC and HP
AHRI Standard 1230

1340 Satellite Boulevard Suwanee, GA 30024  
        Toll Free: 800-433-4822 https://mitsubishicomfort.com

OUTDOOR UNIT DIMENSIONS: PURY-HM96TXU-A

#188-26



Specifications are subject to change without notice.� © 2025 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.

CMB-M108NU-MA-SV
8 BCBRANCH BC CONTROLLER

Job Name:
System Reference: Date:

Specifications System
Unit Type CMB-M108NU-MA-SV

Indoor Unit Capacity Connectable to 1 Branch M54
Number Of Branches 8
Connectable Outdoor / Heat Source Unit Capacity M72  to  M384

Electrical

Voltage, Phase, Frequency V AC   , ø  , Hz 208 / 230 , 1 , 60
Power Input Cooling (208/230V) kW 0.02 / 0.02
Power Input Heating (208/230V) kW 0.01 / 0.01
Current Input Cooling (208/230V) A 0.09 / 0.10
Current Input Heating (208/230V) A 0.06 / 0.06
MCA A 0.13
MOCP A 15

Indoor Unit
External Finish Color Galvanized Steel
Unit Dimensions (W x D x H) inch     [ mm ] 41 x 38 4/16 x 9 15/16 [ 1,040 x 970 x 252 ]
Unit Weight lbs [ kg ] 139 [ 63 ]

Refrigerant Type R32
Sound Pressure Level (Measured in anechoic 
room) Defrost dB (A) 56

Piping Drain Pipe Size O.D. inch 3/4 NPT
NOTES
1The equipment is for use with R32 refrigerant only.
 
2When possible, avoid installing the BC controller within 15 Ft. of sound sensitive areas.
 
3Rated operation sound data is based on cooling mode. Sound data may vary depending on outdoor unit capacity and operation mode.
 
4Sound pressure/power levels obtained via testing in an anechoic chamber. Actual sound pressure levels may be greater due to ambient noise and/or deflection.
 
5Sound pressure values were obtained at a test location approximately 5 Ft. from the unit.
 
6The unit is intended for installation in an indoor environment only.
 
7For details regarding installation specifics, please refer to the product’s Installation Manual.
 

GENERAL FEATURES
•	 Simultaneous Operation  : Provides simultaneous heating and cooling
•	 Single BC Functionality  : Main BC Controllers can be used on their own, or 

in combination with Sub BC Controllers
•	 Outdoor Unit Flexibility  : Can be paired with Air Source or Water Source 

outdoor units

Newton Fire Station Phase 2

02/12/2026
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Specifications are subject to change without notice.� © 2025 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.

METUS_2025-09_PROPIN

1340 Satellite Boulevard Suwanee, GA 30024  
        Toll Free: 800-433-4822 https://mitsubishicomfort.com

INDOOR UNIT DIMENSIONS: CMB-M108NU-MA-SV

#188-26



Specifications are subject to change without notice.� © 2025 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.

PEFY-M08NMAU-A
8,000BTU/H CEILING CONCEALED INDOOR UNIT

Job Name:
System Reference: Date:

Specifications System
Unit Type PEFY-M08NMAU-A

Cooling Capacity (Nominal)1 Cooling Capacity (Nominal) Btu/h 8,000
Heating Capacity (Nominal)1 Heating Capacity (Nominal) Btu/h 9,000

Electrical

Voltage, Phase, Frequency V AC   , ø  , Hz 208 / 230 , 1 , 60
Power Consumption Cooling kW 0.042
Power Consumption Heating kW 0.04
Current Cooling A 0.42
Current Heating A 0.42
MCA A 1.75
MOCP A 15

Indoor Unit

External Finish Color Galvanized Steel
Unit Dimensions (W x D x H) inch 27 9/16 x 28 14/16 x 9 14/16 x 732 x 250 ]
Unit Weight lbs [ kg ] 47 [ 21.50 ]
Heat Exchanger Cross fin (Aluminum fin and  Copper  Tube)
Dual Barrier Coating on HEX No

Refrigerant Type R-32 / R-454B

Fan

Type x Quantity Sirocco fan x 1
Motor Type DC Motor
Motor Output W 85

in. WG 0.14 ,  0.20 ,  0.28 ,  0.40  0.60  Factory set to  
0.20  in. WG

Airflow Rate CFM 212 , 265 , 300
Sound Pressure Level (Measured in anechoic 
room)

dB (A) 24 , 28 , 30
dB (A) 24 , 28 , 30

Piping
Liquid Pipe Size O.D. inch [ mm ] 1/4 [ 6.35 ]
Gas Pipe Size O.D. inch [ mm ] 1/2 [ 12.72 ]
Drain Pipe Size O.D. inch [ mm ] 1-1/4 [ 32 ]

NOTES
  • *1. Cooling / Heating capacity indicated at operation under the following conditions: 
          • Cooling: Indoor 81°F (27°C) DB / 68°F (19°C) WB; Outdoor 95°F (35°C) DB
 
      • Heating: Indoor 68°F (20°C) DB; Outdoor 45°F (7°C) DB / 43°F (6°C) WB
 
     
  
 

GENERAL FEATURES
•	 Dual Set Point  : The controller can be used to program two different set 

points. The unit will automatically adjust between the set points for optimum 
comfort.

•	 Quiet  : Our indoor units offer whisper-quiet operation as low as 19 dB(A). 
Our outdoor units are design for ultra quiet operation.

•	 Leak Detection Sensor Built-in  : Dual Compatible (R32/R454B) Refrigerant 
Leak Sensor built-in

•	 Dual Compatible Refrigerant  : Indoor unit is dual compatible with both 
R-32 and R-454B

•	 Condensate Lift Mechanism  : A built-in condensate lift mechanism 
removes water that is collected during operation and reduces the need for 
an additional pump to remove condensate water.

Newton Fire Station Phase 2

02/12/2026
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Specifications are subject to change without notice.� © 2025 Mitsubishi Electric Trane HVAC US LLC. All rights reserved.

METUS_2025-09_PROPIN

1340 Satellite Boulevard Suwanee, GA 30024  
        Toll Free: 800-433-4822 https://mitsubishicomfort.com
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PEFY-M12NMAU-A
12,000BTU/H CEILING CONCEALED INDOOR UNIT

Job Name:
System Reference: Date:

Specifications System
Unit Type PEFY-M12NMAU-A

Cooling Capacity (Nominal)1 Cooling Capacity (Nominal) Btu/h 12,000
Heating Capacity (Nominal)1 Heating Capacity (Nominal) Btu/h 13,500

Electrical

Voltage, Phase, Frequency V AC   , ø  , Hz 208 / 230 , 1 , 60
Power Consumption Cooling kW 0.052
Power Consumption Heating kW 0.05
Current Cooling A 0.56
Current Heating A 0.56
MCA A 1.88
MOCP A 15

Indoor Unit

External Finish Color Galvanized Steel
Unit Dimensions (W x D x H) inch     [ mm ] 27 9/16 x 28 14/16 x 9 14/16 [ 700 x 732 x 250 ]
Unit Weight lbs [ kg ] 47 [ 21.50 ]
Heat Exchanger Cross fin (Aluminum fin and  Copper  Tube)
Dual Barrier Coating on HEX No

Refrigerant Type R-32 / R-454B

Fan

Type x Quantity Sirocco fan x 1
Motor Type DC Motor
Motor Output W 85

in. WG 0.14 ,  0.20 ,  0.28 ,  0.40  0.60  Factory set to  
0.20  in. WG

Airflow Rate CFM 265 , 318 , 371
Sound Pressure Level (Measured in anechoic 
room)

dB (A) 26 , 30 , 34
dB (A) 26 , 30 , 34

Piping
Liquid Pipe Size O.D. inch [ mm ] 1/4 [ 6.35 ]
Gas Pipe Size O.D. inch [ mm ] 1/2 [ 12.72 ]
Drain Pipe Size O.D. inch [ mm ] 1-1/4 [ 32 ]

NOTES
  • *1. Cooling / Heating capacity indicated at operation under the following conditions: 
          • Cooling: Indoor 81°F (27°C) DB / 68°F (19°C) WB; Outdoor 95°F (35°C) DB
 
      • Heating: Indoor 68°F (20°C) DB; Outdoor 45°F (7°C) DB / 43°F (6°C) WB
 
     
  
 

GENERAL FEATURES
•	 Dual Set Point  : The controller can be used to program two different set 

points. The unit will automatically adjust between the set points for optimum 
comfort.

•	 Quiet  : Our indoor units offer whisper-quiet operation as low as 19 dB(A). 
Our outdoor units are design for ultra quiet operation.

•	 Leak Detection Sensor Built-in  : Dual Compatible (R32/R454B) Refrigerant 
Leak Sensor built-in

•	 Dual Compatible Refrigerant  : Indoor unit is dual compatible with both 
R-32 and R-454B

•	 Condensate Lift Mechanism  : A built-in condensate lift mechanism 
removes water that is collected during operation and reduces the need for 
an additional pump to remove condensate water.

Newton Fire Station Phase 2

02/12/2026

#188-26
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PEFY-M15NMAU-A
15,000BTU/H CEILING CONCEALED INDOOR UNIT

Job Name:
System Reference: Date:

Specifications System
Unit Type PEFY-M15NMAU-A

Cooling Capacity (Nominal)1 Cooling Capacity (Nominal) Btu/h 15,000
Heating Capacity (Nominal)1 Heating Capacity (Nominal) Btu/h 17,000

Electrical

Voltage, Phase, Frequency V AC   , ø  , Hz 208 / 230 , 1 , 60
Power Consumption Cooling kW 0.062
Power Consumption Heating kW 0.06
Current Cooling A 0.64
Current Heating A 0.64
MCA A 2.50
MOCP A 15

Indoor Unit

External Finish Color Galvanized Steel
Unit Dimensions (W x D x H) inch     [ mm ] 35 7/16 x 28 14/16 x 9 14/16 [ 900 x 732 x 250 ]
Unit Weight lbs [ kg ] 57 [ 26 ]
Heat Exchanger Cross fin (Aluminum fin and  Copper  Tube)
Dual Barrier Coating on HEX No

Refrigerant Type R-32 / R-454B

Fan

Type x Quantity Sirocco fan x 2
Motor Type DC Motor
Motor Output W 121

in. WG 0.14 ,  0.20 ,  0.28 ,  0.40  0.60  Factory set to  
0.20  in. WG

Airflow Rate CFM 353 , 424 , 494
Sound Pressure Level (Measured in anechoic 
room)

dB (A) 27 , 31 , 34
dB (A) 27 , 31 , 34

Piping
Liquid Pipe Size O.D. inch [ mm ] 1/4 [ 6.35 ]
Gas Pipe Size O.D. inch [ mm ] 1/2 [ 12.72 ]
Drain Pipe Size O.D. inch [ mm ] 1-1/4 [ 32 ]

NOTES
  • *1. Cooling / Heating capacity indicated at operation under the following conditions: 
          • Cooling: Indoor 81°F (27°C) DB / 68°F (19°C) WB; Outdoor 95°F (35°C) DB
 
      • Heating: Indoor 68°F (20°C) DB; Outdoor 45°F (7°C) DB / 43°F (6°C) WB
 
     
  
 

GENERAL FEATURES
•	 Dual Set Point  : The controller can be used to program two different set 

points. The unit will automatically adjust between the set points for optimum 
comfort.

•	 Quiet  : Our indoor units offer whisper-quiet operation as low as 19 dB(A). 
Our outdoor units are design for ultra quiet operation.

•	 Leak Detection Sensor Built-in  : Dual Compatible (R32/R454B) Refrigerant 
Leak Sensor built-in

•	 Dual Compatible Refrigerant  : Indoor unit is dual compatible with both 
R-32 and R-454B

•	 Condensate Lift Mechanism  : A built-in condensate lift mechanism 
removes water that is collected during operation and reduces the need for 
an additional pump to remove condensate water.

Newton Fire Station Phase 2

02/12/2026
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PEFY-M18NMAU-A
18,000BTU/H CEILING CONCEALED INDOOR UNIT

Job Name:
System Reference: Date:

Specifications System
Unit Type PEFY-M18NMAU-A

Cooling Capacity (Nominal)1 Cooling Capacity (Nominal) Btu/h 18,000
Heating Capacity (Nominal)1 Heating Capacity (Nominal) Btu/h 20,000

Electrical

Voltage, Phase, Frequency V AC   , ø  , Hz 208 / 230 , 1 , 60
Power Consumption Cooling kW 0.142
Power Consumption Heating kW 0.14
Current Cooling A 1.24
Current Heating A 1.24
MCA A 2.50
MOCP A 15

Indoor Unit

External Finish Color Galvanized Steel
Unit Dimensions (W x D x H) inch     [ mm ] 43 5/16 x 28 14/16 x 9 14/16 [ 1,100 x 732 x 250 ]
Unit Weight lbs [ kg ] 66 [ 30 ]
Heat Exchanger Cross fin (Aluminum fin and  Copper  Tube)
Dual Barrier Coating on HEX No

Refrigerant Type R-32 / R-454B

Fan

Type x Quantity Sirocco fan x 2
Motor Type DC Motor
Motor Output W 121

in. WG 0.14 ,  0.20 ,  0.28 ,  0.40  0.60  Factory set to  
0.20  in. WG

Airflow Rate CFM 618 , 742 , 883
Sound Pressure Level (Measured in anechoic 
room)

dB (A) 31 , 35 , 39
dB (A) 31 , 35 , 39

Piping
Liquid Pipe Size O.D. inch [ mm ] 1/4 [ 6.35 ]
Gas Pipe Size O.D. inch [ mm ] 1/2 [ 12.72 ]
Drain Pipe Size O.D. inch [ mm ] 1-1/4 [ 32 ]

NOTES
  • *1. Cooling / Heating capacity indicated at operation under the following conditions: 
          • Cooling: Indoor 81°F (27°C) DB / 68°F (19°C) WB; Outdoor 95°F (35°C) DB
 
      • Heating: Indoor 68°F (20°C) DB; Outdoor 45°F (7°C) DB / 43°F (6°C) WB
 
     
  
 

GENERAL FEATURES
•	 Dual Set Point  : The controller can be used to program two different set 

points. The unit will automatically adjust between the set points for optimum 
comfort.

•	 Quiet  : Our indoor units offer whisper-quiet operation as low as 19 dB(A). 
Our outdoor units are design for ultra quiet operation.

•	 Leak Detection Sensor Built-in  : Dual Compatible (R32/R454B) Refrigerant 
Leak Sensor built-in

•	 Dual Compatible Refrigerant  : Indoor unit is dual compatible with both 
R-32 and R-454B

•	 Condensate Lift Mechanism  : A built-in condensate lift mechanism 
removes water that is collected during operation and reduces the need for 
an additional pump to remove condensate water.

Newton Fire Station Phase 2
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Job Name:
System Reference: Date:

Specifications are subject to change without notice.� © 2025 Mitsubishi Electric Trane HVAC US LLC. All rights reserved. 

PAR-42MAAUB Deluxe MA Remote Controller

• ON/OFF
- Switches between ON and OFF.

• Operation mode switching
- Switches between Cool/Dry/Fan/Auto/Setback/Heat.

• Hold
- Switches between enable and disable the Hold function.
- If the Hold function is enable, the following functions will be prohibited.
- ON/OFF timer/Schedule (Weekly timer) /Auto return/Auto-OFF timer

• Temperature setting
- Changes the set temperature.
- Set temperature range varies depending on the indoor unit model.

• Fan speed setting
- Changes fan speed.
- Available fan speeds vary depending on the model.

• Air flow direction setting *1

- Changes airflow direction.
- Available airflow directions vary depending on the model.

• Louver setting *1

- Switches between louver ON/OFF.

• Ventilation equipment control
- Interlocked setting and interlocked operation setting with City Multi Lossnay units can 

be performed.
- The Stop/Low/High settings of the ventilation equipment can be controlled.

• Main display mode setting
- The Main display can be displayed in two different modes: “Full” and “Basic.”

• B&W inversion
- The colors of the display can be inverted, turning white background to black and black 

characters to white.

OPERATION/DISPLAY

FULL VIEW BASIC VIEW

• (NEW) View Energy Consumption Data for M- & P-Series *1

- Hourly: Displays the hourly energy consumption for the last 31-day period.
- Daily/Monthly: Displays the Daily or Monthly energy consumption for the last 14-month 

period.
• (NEW) MASS Save Function *1

- Select the outdoor air temperatures at which outdoor unit operation will be enabled and 
disabled: enable on rise, disable on fall.

- Select the outdoor air temperatures at which backup heater operation will be enabled and 
disabled: enable on fall, disable on rise.

• Clock *2

- Date (year/month/day) and time (hour/minute) can be set.
- The set time as well as the day of the week will be displayed on the Main display.
- It is also possible for the time to not display on the main display.
- The clock can be displayed in 12-hour format (AM/PM before or after the time) and 24-

hour format.

• Daylight saving time 
- The start/end time for daylight saving time can be set.
- The daylight saving time function will be activated based on the setting contents.

• Room temp. display 
- The room temperature display can be enabled or disabled.

• Error information
- When an error occurs, an error code and the unit address appear.
- The air-conditioning unit model, serial number, and contact number can be set to appear 

when an error occurs. (The above information needs to be entered in advance.)

• Filter information
- A filter sign will appear when it is time to clean the filter.

• Remote controller information
- The version of the remote controller can be checked.

*1 This function is active only for the units that support the function.
*2 The clock is accurate within 45 seconds per month (at the temperature of 77°F [25ºC]).
The clock is backed up for 3 days.

Newton Fire Station Phase 2

02/12/2026
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PAR-42MAAUB

SCHEDULE AND TIMER SETTING
•	 Timer

	- ON/OFF timer
	◦ Turns ON and OFF daily at a set time.
	◦ Time can be set in 5-minute increments.
	◦ It is also possible to set the ON time only or the OFF time only.

	- Auto-OFF timer
	◦ Turns off the unit after a certain period of operation.
	◦ Operation time can be set to a value from 30 to 240 minutes in 10-minute increments.

•	 Weekly timer
	- Weekly ON/OFF times and set temperatures can be set.
	- Time can be set in 5-minute increments. Up to 8 schedule patterns can be set per day of 

the week.
	- Not valid when the ON/OFF timer is set.

RESTRICTION SETTINGS
•	 Allows/disallows local operation

	- The following operation can be prohibited by applying certain settings on the centralized 
controller: ON/OFF, operation mode, set temperature, filter sign reset, air direction, fan
speed and timer.

	- While an operation is prohibited, the operation icon lights up (only on the Main display in the 
“Full” mode).

•	 Operation lock
	- The following operations can be prohibited: Sensing Location, ON/OFF, Mode, Set temp., 

Menu, Fan, Louver, Vane, or Hold

•	 Temperature range restriction
	- The room temperature range for each operation mode can be restricted.

•	 Auto return
	- The units operate at the preset temperature after a designated period.

	◦ Time can be set to a value from 30 to 120 minutes in 10-minute increments.
	- Not valid when the temperature setting range is restricted.

•	 Password
	- Administrator password (required for schedule setting etc.) and Maintenance password 

(required for test run and function setting etc.) can be set.

MISCELLANEOUS ITEMS
• Language Selection

- Select the display language from the following 3 languages.
◦ English, French, Spanish

• Brightness Contrast
- The brightness of the LCD can be adjusted. The contrast of the LCD can be adjusted.

• Manual Vane Angle *1

- Fixes the vane position for each air outlet.

• Service *1

- Contains Test run, Function setting, Request code, and Error history.

• 3D i-see Sensor® *1

- Settings for 3D i-see Sensor® can be made.

ENERGY SAVING OPTIONS
•	 No occupancy energy save

	- Requires 3D i-see Sensor® on applicable indoor units

•	 Room Occupancy energy save

	- Requires 3D i-see Sensor® on applicable indoor units

•	 No occupancy Auto-OFF

	- Requires 3D i-see Sensor® on applicable indoor units

•	 Setback Mode

*1 This function is active only for the units that support the function.
*2 The clock is accurate within 45 seconds per month (at the temperature of 77°F [25ºC]).
The clock is backed up for 3 days.

REFRIGERANT LEAK INFO SETTINGS
• Alarm Operation

- Alarm sound.
- While an operation is prohibited, the operation icon lights up (only on the Main display in 

the “Full” mode).

• When the Main/Sub setting is set to Supervisor
- When the refrigerant leak error code 1521, 1522, 5558, FL, or FH is issued, the following 

window will appear, the alarm will sound, and the ON/OFF LED and the backlight will 
blink. Take measures against refrigerant leakage, and restart the remote controller. The 
Main display will reappear
*When the RC alarm setting is set to OFF, the alarm will not sound, and the backlight will 
not blink.
*When refrigerant leakage from multiple units occurs in the system, the address of each 
unit with refrigerant leakage will be displayed. Some addresses may not be displayed 
depending on the occurrence timing.
*1521, FL: Refrigerant leak detected by the internal sensor of the indoor unit
*1522: Refrigerant leak detected by the internal sensor of the indoor unit or failure of the 
internal sensor of the indoor unit
*5558, FH: Failure of the internal sensor of the indoor unit
*If a failure occurs on the internal sensor of the indoor unit, error code 5558 or FH will 
appear on the main/sub remote controller that is connected to the failed indoor unit.

• When the Main/Sub setting is set to other than Supervisor
- Relationship among the RC alarm setting, the refrigerant leak error code, and the remote 

controller operation

○ : Applicable; ×: Not applicable

RC alarm setting ON OFF
Error code 152

1
FL *1 FL *2 152

1
FL *1 FL *2

Alarm sound ○ ○ × × × ×
Blinking of the ON/OFF LED ○ ○ ○ ○ ○ ○
Blinking of the backlight ○ ○ × × × ×

* 1521, FL: Refrigerant leak detected by the internal sensor of the indoor unit
* 1: When the refrigerant leak error occurs on the indoor unit to which the remote controller is

connected
* 2: When the refrigerant leak error occurs on the indoor unit to which the remote controller is 

not connected

OA Processing Unit (Fresh Air Intake)
• ON/OFF

o Switches between ON and OFF.
• Operation mode switching

o Switches between Cool/Fan/Auto/Heat.
• Temperature setting

o Changes the set temperature.
o Set temperature range varies depending on the indoor unit model.

• Fan speed setting
o Changes fan speed.
o Available fan speeds vary depending on the model.
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PAR-42MAAUB

DIMENSIONS

SPECIFICATIONSCOMPATIBILITY CHART

Product size 
(W x H x D)

In. 
(mm)

4 3/4 x 4 3/4 x 9/16 
(120 x 120 x 14.5)

Net Weight Lbs. 
(kg)

0.42
(0.19)

Rated Power  
Supply Voltage

12 VDC
(supplied from indoor units)

Power 
Consumption W 0.3

 *0.45 when the alarm is sounding

Usage  
Environment

Temperature: 0 to 40º C (32 to 104º F) 
Humidity: 25 to 90%RH 
(with no dew condensation)

Material Main 
body ABS

Installation 
conditions Indoor only

CITY MULTI® M-Series P-Series

PMFY-NBMU Yes MFZ-KA MAC-334IF-E PAA Yes

PEFY-NMU Yes MFZ-KJ MAC-334IF-E PCA Yes

PEFY-NMAU Yes MSZ/Y-A No PEA Yes

PEFY-NMHSU Yes MSZ/Y-D NA: No
NA-8: MAC-334IF-E PEAD Yes

PEFY-NMLU Yes MS-WA No PKA Yes

PEFY-NMSU Yes MSZ-FD No PLA Yes

PLFY-NAMU Yes MSZ-FE
09(12)NA: No
09(12)NA-8: MAC-334IF-E
18NA: Yes1

PLFY-NBMU Yes MSZ/Y-GE

06(-18)NA: No
NA-8: MAC-334IF-E
NA-9: MAC-334IF-E
GE24NA: MAC-334IF-E

PLFY-NCMU Yes MSZ/Y-GL MAC-334IF-E

PLFY-NEMU Yes MSZ/Y-GS MAC-334IF-E

PLFY-NFMU Yes MSZ-FH MAC-334IF-E

PLFY-NLMU Yes MSZ-FS MAC-334IF-E

PCFY-VKM Yes MSZ-HE No

PCFY-NGMU Yes MSZ-HM MAC-334IF-E

PCFY-NKMU Yes MVZ-AA4 Yes

PFFY-NEMU Yes MVZ-AA7 Yes

PFFY-NRMU Yes SVZ-KP Yes

PVFY-E00 Yes SEZ-KD No

PVFY-NAMU Yes SEZ-KD4 Yes

PKFY-NAMU Yes SLZ-KA Yes

PKFY-NFMU Yes SLZ-KF Yes

PKFY-NGMU Yes MLZ-KP MAC-334IF-E

PKFY-NBMU Yes Note:  
MAC-334IF-E indicates that the unit 
requires a MAC-334IF-E Adapter in 
order to use the PAR-42MAAUB.

PKFY-NHMU Yes

PKFY-NKMU Yes

(Front view) (Side view) (Rear view) Unit: mm [in.]
14.5 [9/16]120 [4-3/4]

12
0 

[4
-3

/4
]

PVA Yes

Deluxe MA
remote
controller

Non-polarized
2-wire

Non-polarized
2-wire

Deluxe MA
remote
controller

SYSTEM EXAMPLE

*When a PAR-42MAAUB is connected to a group, no other 
MA remote controllers can be connected to the same group.

PEFY-OA Yes
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Multi Split Ball Valves
Unibody ODS x ODS

Features:

Maximum abnormal pressure (MAP):  775 psig, 53 bar

Continuous operating temperature (COT): ‐40°F/300°F, 
‐40°C/149°C



Compatible with all CFC, HCFC and HFC refrigerants and oils

Full port construction to match line size ID

Internally equalized ball design

Rupture‐proof encapsulated stem

MCM Seal Technology

UL/cUL Listed, Conforms to Pressure Equipment Directive 
97/23/EC



Drawing A Drawing B

Valve Part  
Number

Size F Wt

lb kgin mm

E

in mm

D

in mm

C 

in mm

B

in mm

A

in mmin mm

Valve  Insulation 
Kit Part Number

Drawing

A 18937 1/4 1.16 292.23 570.54 141.10 283.36 856.35 1616A 18571U A

A 18938 3/8 1.16 292.23 570.54 141.10 283.36 856.35 16110A 18572U A

A 18939 1/2 1.16 292.23 570.54 141.10 282.94 756.35 16113A 18573U A

A 18940 5/8 1.16 292.23 570.54 141.10 282.94 756.35 16117A 18574U B

Insulation Part No. A (in) B (in) C (in) Wt(lb)Valve Size D (in) E (in)

MSBVINS 8.56 4.28 1.10 0.10Multi Split Valves 2.63 1.13

10/21/2015

02/12/2026Newton Fire Station Phase 2
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 17.65 

 22.00 

 42.50 

ADJUSTABLE
UP TO 32.86

 48.75 

 63.20 
 12.50 

 12.50 

 56.50 

 4.25 

 18.66 

3

4

5

2

1

THIS UNIT CONSISTS OF:
(2) QSSB200-12
(1) QSSB248

WEIGHT CAPACITY:
900lb DISTRIBUTED LOAD

ITEM NO. PART NUMBER DESCRIPTION SW/QTY.
1 QSSB200-12P New Super Stand U-leg 12" 2

2 SS201 Single Side Saddle 4

3 SS248 48" Rail w/ long slots 2

4 HDKSB01 Hardware kit for QSSB200 1

5 HDKSB03 Hardware kit for QSSB248 1

NOTES
   MATERIAL:  

   COLOR:  
   FINISH:  

   OTHER NOTES:  

RAL 7047
Powder Coat
~

MACHINED PARTS
SIZE B

DEFAULT UNITS "IPS"

  

  

N/A
0.02
0.1
2

0.002
0.005
0.05
0.1

INCHES       [mm]
1

0.25

X.XXX
X.XX

DECIMALS
ANG. BEND

X
X.X

ANG. MACH.

UNLESS OTHERWISE SPECIFIED 
DIMENSIONS & TOLERANCES ARE IN 

INCHES / [mm] Super Stand Base w/ 48" rails & 12" 
Feet

TITLE

26 Dec 18AMP

THIRD ANGLE
PROJECTION

SCALE:

-01
SHEET 1 OF 11:2

0
WT. (lbs): 

REVISIONDRAWING NUMBER

B
SIZE

NAME DATE

MFG APPR.

ENG APPR.

DRAWN

ALL DRAWINGS AND WRITTEN MATERIAL 
CONTAINED HEREIN ARE THE PROPERTY 

OF DIVERSITECH CORP AND MAY NOT BE 
DUPLICATED OR DISCLOSED AT ANY TIME 

UNLESS APPROVED IN WRITING BY 
DIVERSITECH CORP

MATERIAL:  SEE NOTES
FINISH: SEE NOTES

*DO NOT SCALE*

INTERPRET THIS DRAWING IN 
ACCORDANCE WITH

ASME  Y14.5-2009 DIMENSIONING AND 
TOLERANCING STANDARDS

QSSB48-12P

MACHINED PARTS
SIZE B

DEFAULT UNITS "IPS"

A A

B B

C C

D D

6

6

5

5

4

4

3

3

2

2

1

1

NOTES:

QSSB48-12P
INTERPRET THIS DRAWING IN 

ACCORDANCE WITH
ASME  Y14.5-2009 DIMENSIONING AND 

TOLERANCING STANDARDS

MATERIAL:  SEE NOTES
FINISH: SEE NOTES

*DO NOT SCALE*

ALL DRAWINGS AND WRITTEN MATERIAL 
CONTAINED HEREIN ARE THE PROPERTY 

OF DIVERSITECH CORP AND MAY NOT BE 
DUPLICATED OR DISCLOSED AT ANY TIME 

UNLESS APPROVED IN WRITING BY 
DIVERSITECH CORP

DRAWN

ENG APPR.

MFG APPR.

DATENAME

SIZE

B
DRAWING NUMBER REVISION

WT. (lbs): 1:2
0

SHEET 1 OF 1

-01
SCALE:

THIRD ANGLE
PROJECTION AMP 26 Dec 18

TITLE

  

  

02/12/2026Newton Fire Station Phase 2
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PKA-AL12NL & PUY-AK12NL
12,000 BTU/H WALL-MOUNTED INDOOR UNIT 
12,000 BTU/H COOLING ONLY OUTDOOR UNIT

Indoor Unit� PKA-AL12NL

Outdoor Unit� PUY-AK12NL

Job Name:
System Reference: Date:

INDOOR UNIT FEATURES
•	 Auto fan speed mode: Automatic adjustment of fan speed
•	 Ideal PKA spaces: Ideal for spaces such as server rooms, daycare centers, classrooms, churches, small offices, and more
•	 Light commercial: Units with this icon are suitable for light commercial applications such as small offices, restaurants, and retail.
•	 Multiple control options, including the comfort app for remote access, third-party interfaces, and both wired and wireless controllers
•	 Simple installation
•	 Single-zone: One outdoor unit connects to one indoor unit to control the  comfort in a single space.
•	 Sleek, compact design
•	 Up and down swing-mode: An indoor unit with this capability can move air up and down throughout the room like an oscillating fan using the horizontal 

vanes.
•	 Vane settings: Vane setting for air flow direction control

OUTDOOR UNIT FEATURES
•	 Blue Fin Coating: An anti-corrosion treatment applied to the aluminum fins of the heat exchanger of the outdoor unit to protect against corrosion caused 

by salt, sulfur, and other airborne contaminants, especially in coastal and industrial areas.
•	 Continuous operation: 24-hour continuous operation (cooling mode)
•	 Fast restart
•	 High pressure protection
•	 INVERTER-driven compressor: An inverter-driven compressor generates the precise capacity needed to maintain a temperature set point.
•	 Low ambient cooling: Low ambient cooling down to -40°F providing 100% capacity (with wind baffles)
•	 Pre-charged refrigerant: 12k -30k BTU/h come pre-charged for ease of installation. 24k – 30k BTU/h are pre-charged to maximum line length of 225 

feet. 12k – 18k BTU/h are pre-charged for up to 165 feet of line length. For units with a capacity of 36,000 BTU/h and above, additional refrigerant 
charges will be required.

•	 Seacoast protection: Seacoast Protection, made standard in the 2022 production, features a robust anti-corrosion system with phosphate and acrylic-
enamel coated external panels, epoxy resin-coated fan motor support and separator assembly valve beds, and Blue Fin treatment for the heat 
exchanger coil. These components are rated for 2,000 hours of durability under ASTM B117 testing standards, ensuring longevity in corrosive coastal 
environments.

•	 Superior energy and operational efficiency

#188-26
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#203-26 
 

CITY OF NEWTON 
 

IN CITY COUNCIL 
 

DRAFT 
 

ORDERED: 
 

That, in accordance with the recommendation of the Public Facilities Committee 

through its Chair David Kalis and the Finance Committee through its Chair Rebecca Walker 

Grossman, authorization to transfer one hundred thousand dollars ($100,000) from Acct# 

0110320-511001 Executive- Full Time Salaries to Acct# 0111504-523000 School Building 

Maintenance - Water & Sewer to cover increased usage and expense cost overages, be and is 

hereby approved as follows: 

 

FROM: Executive Full Time Salaries 
   (0110320-511001)............................................ . $100,000.00 
 

 TO: Public Buildings School Build Maint - Water & Sewer 
   (0111504-523000)............................................ . $100,000.00 
 

 
 
Under Suspension of Rules 
Readings Waived and Approved 
DRAFT 
 
 
 
 
(SGD) DREW WILLISON  (SGD) MARC LAREDO 
City Clerk                                  Mayor 
 

 Date: _____________ 

























https://www.mass.gov/doc/2026-intended-use-plan-for-the-clean-water-state-revolving-fund
https://www.mass.gov/doc/2026-intended-use-plan-for-the-drinking-water-state-revolving-fund
https://www.mass.gov/info-details/annual-iup-borrower-presentation
https://zoom.us/j/94787334230


https://www.mass.gov/orgs/massachusetts-clean-water-trust
https://www.mass.gov/state-revolving-fund-srf-financial-assistance-program
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	DESCRIPTIONRow6: *Ride control, deep reduction gear, locking differentials, reversing fan, license plate bracket.
	EACHRow6: 
	TOTAL6: 0
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	EACHRow7: 
	TOTAL7: 0
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	SNRow8: 
	DESCRIPTIONRow8: five position folding plow complete
	EACHRow8: 7940
	TOTAL 8: 15880
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	ITEM Row9: 3
	SNRow9: 
	DESCRIPTIONRow9: 80 gallon brine tank with rear 48" spray bar
	EACHRow9: 4450
	TOTAL 9: 8900
	QTYRow10: 2
	ITEM Row10: 4
	SNRow10: 
	DESCRIPTIONRow10: 48" pick up sweeper
	EACHRow10: 10965
	TOTAL 10: 21930
	QTYRow11: 2
	ITEM Row11: 5
	SNRow11: 
	DESCRIPTIONRow11: Telescopic truck loading chute for ribbon blower
	EACHRow11: 7230
	TOTAL 11: 14460
	QTYRow12: 2
	ITEM Row12: 6
	SNRow12: 
	DESCRIPTIONRow12: 51" ribbon snow blower
	EACHRow12: 19580
	TOTAL 12: 39160
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	ITEM Row13: 7
	SNRow13: 
	DESCRIPTIONRow13: Rear triple auger spreader
	EACHRow13: 9270
	TOTAL 13: 18540
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	ITEM Row14: 8
	SNRow14: 
	DESCRIPTIONRow14: Front mounted ice breaker
	EACHRow14: 37210
	TOTAL 14: 37210
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	SNRow15: 
	DESCRIPTIONRow15: 
	EACHRow15: 
	TOTAL 15: 0
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