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No. DATE DESCRIPTION

JUNE 23, 2026

MATTHEW & LORI
YURGELUN

312 WOODCLIFF ROAD
NEWTON

MASSACHUSETTS 02461

PREPARED FOR:

JN: 25-058

NOT TO SCALE
LOCUS MAP

Registered Professional Civil Engineers
45 Bristol Drive, Suite 205
South Easton, MA 02375
Phone: 508-297-9999

www.JDECivil.com

312 WOODCLIFF ROAD
NEWTON

(MIDDLESEX COUNTY)
MASSACHUSETTS 02461

SHEET       OF   2

LOCUS

 1

0 10' 20'

SCALE: 1" = 10'

NOTICE OF INTENT &
BUILDING PERMIT

PLOT PLAN

1. THE INTENT OF THIS PLAN IS TO OBTAIN A BUILDING PERMIT AND ORDER OF CONDITIONS FOR

THE PROPOSED RENOVATIONS AT THIS PROPERTY.

2. LOCUS PROPERTY IS COMPRISED OF:

ASSESSOR'S MAP: 129SW PARCEL ID: 81020 0001

DEED BOOK: 64800 / PAGE: 590

OWNER OF RECORD: MATTHEW B. & LORI M. YURGELUN

3. PLAN REFERENCES :

PLAN 635 OF 1951

PLAN N-74 32044

4. PROJECT BENCHMARKS :

TOP OF CONCRETE BOUND ELEVATION = 114.00'

(DATUM: NAVD88)

5. THIS DESIGN IS BASED ON THE FIELD WORK PERFORMED BY BOSTON LAND SURVEY. THE CIVIL

ENGINEER CERTIFYING THIS PLAN HAS NOT MADE ANY PROPERTY LINE DETERMINATIONS IN THE

DEVELOPMENT OF THIS DESIGN AND IS RELYING ON THE EXISTING CONDITIONS AND PROPERTY

LINE INFORMATION AS DETERMINED AND PROVIDED BY BOSTON LAND SURVEY.

6. COMMUNITY PANEL NUMBER: 25017C0562F (DATE:7/8/2025) THE FLOOD INSURANCE RATE MAP

DEFINES THIS AREA AS ZONE AE, SPECIAL FLOOD HAZARD AREAS. BASE FLOOD ELEVATION

(BFE) = 113.60 (NAVD88) PER FLOOD INSURANCE STUDY (FIS) NUMBER 25017CV014D.

7. ENVIRONMENTAL INFORMATION:

WETLAND RESOURCE AREAS WERE DELINEATED BY ENVIRONMENTAL CONSULTING & RESTORATION,

LLC. ON DECEMBER 30, 2025.

SITE IS NOT WITHIN AN A.C.E.C. (AREA OF CRITICAL ENVIRONMENTAL CONCERN).

SITE IS NOT WITHIN AN AREA OF ESTIMATED HABITAT OF RARE WILDLIFE PER THE 15TH EDITION

OF THE MASSACHUSETTS NATURAL HERITAGE ATLAS, EFFECTIVE AUGUST 1, 2021.

SITE DOES NOT CONTAIN A CERTIFIED VERNAL POOL PER NHESP MAP OF THE VERNAL POOLS

THAT HAVE BEEN CERTIFIED BY THE NHESP ACCORDING TO THE GUIDELINES FOR THE

CERTIFICATION OF VERNAL POOL HABITAT (MA DIVISION OF FISHERIES & WILDLIFE, 2009).

SITE IS NOT WITHIN A PRIORITY HABITAT PER THE 15TH EDITION OF THE MASSACHUSETTS

NATURAL HERITAGE ATLAS, EFFECTIVE AUGUST 1, 2021.

SITE IS NOT WITHIN A STATE APPROVED ZONE II GROUND WATER PROTECTION AREA.

8. UTILITY INFORMATION SHOWN HEREON: THE CONTRACTOR SHALL CONTACT DIG SAFE (AT

1-888-DIG-SAFE) AND UTILITY COMPANIES TO LOCATE ALL EXISTING UTILITIES, AT LEAST 72

HOURS PRIOR TO THE START OF CONSTRUCTION. LOCATION OF EXISTING UNDERGROUND

INFRASTRUCTURE, UTILITIES, CONDUITS AND LINES ARE SHOWN IN AN APPROXIMATE WAY ONLY,

MAY NOT BE LIMITED TO THOSE SHOWN HEREON, AND HAVE BEEN RESEARCHED BASED ON THE

AVAILABLE UTILITY RECORDS NOTED HEREON. THE CONTRACTOR AGREES TO BE FULLY

RESPONSIBLE FOR ANY AND ALL DAMAGES WHICH MIGHT BE OCCASIONED BY THE

CONTRACTOR'S FAILURE TO LOCATE SAID INFRASTRUCTURE AND UTILITIES EXACTLY. IF FIELD

CONDITIONS DIFFER FROM PLAN INFORMATION, THE CONTRACTOR SHALL NOTIFY THE ENGINEER

IMMEDIATELY FOR POSSIBLE REDESIGN.

GENERAL NOTES

EXISTING

REQUIRED (PRE 1953)

ZONING TABLE

    PROPOSED USE: SINGLE FAMILY

7,000 SF

MAX. % BLDG. LOT COVERAGE

MAX. BLDG. HEIGHT (STORIES)

MIN. REAR BLDG. SETBACK

30%

36' (2.5)

15'

SINGLE RESIDENCE 3 (SR3)

MIN. LOT AREA

MIN. FRONTAGE

MIN. FRONT BLDG. SETBACK

MIN. SIDE BLDG. SETBACK

ZONE:

7.5'

25'

70'

43.36'

23.6'+/-

14.0%

59.44' (WOODCLIFF RD.)

8,032 SF

26.88'

19.53'

MINIMUM / MAXIMUM ZONING REQUIREMENTS

MIN. % USABLE OPEN SPACE

50%

84.2%

80.78' (DEDHAM ST.)

ROOF PEAK ELEV. = 137.50 +/-

FIRST FLOOR ELEV. = 118.50

AVERAGE ELEV. = 113.92
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SECOND FLOOR ELEV. = 126.75

PROPOSED

35.8'

23.6'+/-

15.2%

59.44' (WOODCLIFF RD.)

8,032 SF

26.88'

9.2'

83.1%

80.78' (DEDHAM ST.)

EXISTING

DWELLING

DECK

BRICK

DRIVEWAY

CONC. WALK & STEPS

297 SF

138 SF

1,128 SF

258 SF

515 SF

PROPOSED

342 SF

138 SF

1,222 SF

258 SF

170 SF

TABLE OF IMPERVIOUS - LOT COVERAGE

NOT TO SCALE

1. MAINTAIN A STOCKPILE OF 50 STRAW BALES, 100 FEET OF SILT FENCE AND 3 CUBIC YARDS OF

RIP-RAP ON SITE AT ALL TIMES UNTIL A PERMANENT GROUND COVER HAS BEEN ESTABLISHED.

2. DISTURBED AREAS SHALL BE PROTECTED AT ALL TIMES TO CONTROL SEDIMENT TRANSPORT

BEYOND THE LIMIT OF WORK.

3. DISTURBED AREAS SHALL BE TREATED WITH WATER DURING EXCAVATION, OR APPROVED

ALTERNATIVE, FOR DUST CONTROL.

4. STREETS SHALL BE SWEPT OF SEDIMENT AT THE END OF EACH WORKING DAY.

SEDIMENTATION CONTROL NOTES

1. THE PROJECT ELEVATIONS ARE BASED ON THE NAVD88 VERTICAL DATUM.

2. DEMOLITION DEBRIS, EXCESS AND UNSUITABLE MATERIALS FROM THE DEMOLITION OPERATION

SHALL BE REMOVED FROM THE SITE AND DISPOSED OF IN A LEGAL MANNER BY THE

CONTRACTOR.

3. DISTURBED AREAS SHALL BE PROTECTED AT ALL TIMES TO CONTROL SEDIMENT TRANSPORT

BEYOND THE LIMIT OF WORK.

4. DISTURBED AREAS SHALL BE TREATED WITH WATER DURING EXCAVATION, OR APPROVED

ALTERNATIVE, FOR DUST CONTROL.

5. ALL DISTURBED AREAS NOT OTHERWISE TREATED SHALL BE STABILIZED WITH 4" LOAM, SEED, &

MULCH. THE CONTRACTOR SHALL BE RESPONSIBLE FOR AREAS UNTIL VEGETATION HAS BEEN

PERMANENTLY ESTABLISHED. SLOPES IN EXCESS OF 3:1 SHALL BE FURTHER STABILIZED WITH

EROSION CONTROL BLANKETS (ECB) OF CURLEX OR EQUAL.

GRADING AND DRAINAGE NOTES

1. INSTALL SEDIMENTATION CONTROL DEVICE TO ESTABLISH THE LIMIT OF WORK AS SHOWN ON

PLAN.

2. CONSTRUCT TEMPORARY CONSTRUCTION EXIT AREA AS SHOWN ON DETAIL #509.

3. DISCHARGES FROM DEWATERING OF EXCAVATIONS SHALL NOT BE DIVERTED DIRECTLY INTO ANY

WETLANDS OR EXISTING STORM DRAINS WITHOUT PRETREATMENT VIA SETTLING BASINS.

4. INSTALL STRAW BALE CHECK DAMS (OR APPROVED EQUAL) ALONG CENTER OF SWALES AT 100'

0.C., AS NECESSARY.

5. CLEAR AND GRUB SITE WITHIN THE LIMIT OF WORK.

6. CONSTRUCT STORM WATER MANAGEMENT BASIN TO BE USED AS SEDIMENT TRAP.  INSTALL LOW

FLOW PERFORATED PIPE WITH FILTER FABRIC AND STONE. DO NOT INSTALL LOW FLOW ORIFICE

CAP UNTIL SITE IS FULLY STABILIZED.

7. ESTABLISH ROUGH SUB GRADES FOR BUILDING PLATFORM.

8. PERFORM BUILDING AND SITE CONSTRUCTION PER APPROVED SITE PLANS.

9. INSPECT AND MAINTAIN SEDIMENTATION CONTROL MEASURES AFTER RAINFALL EVENTS AND A

MINIMUM OF ONCE PER WEEK.

10. REMOVE SEDIMENT BUILDUP AT SEDIMENTATION CONTROL DEVICES AS NEEDED. REDISTRIBUTE

MATERIAL OVER SITE IN CONFORMANCE WITH EARTHWORK SPECIFICATIONS.

11. ALL CUT AND FILL SLOPES SHALL BE TEMPORARILY STABILIZED WITH TOP SOIL, SEED AND

MULCH OR CURLEX AS REQUIRED IF CONSTRUCTION ACTIVITY CEASES ON SAID SLOPES FOR A

PERIOD OF SEVEN DAYS OR GREATER. ALL SLOPES SHALL BE PERMANENTLY STABILIZED AS

REQUIRED IMMEDIATELY UPON COMPLETION OF FINAL GRADING.

12. COMPLETE FINISH GRADING AND STABILIZATION OF SITE.

13. REMOVE SEDIMENTATION CONTROL DEVICES & SILT FENCE UPON ESTABLISHMENT OF PERMANENT

GROUND COVER. STABILIZE ALL AREAS WHERE SEDIMENTATION CONTROL DEVICES WERE

REMOVED.

CONSTRUCTION SEQUENCE

LOT AREA

CONC. WALKWAY

DRIVEWAY

DWELLING

IMPERVIOUS & DEGRADED AREAS

138 SF

8,032 SF

1,128 SF

258 SF

EXISTING AREAS

TOTAL 1,524 SF
PERVIOUS & DEGRADED AREAS

DECK

297 SF

TOTAL 297 SF
LANDSCAPE 6,211 SF

LOT AREA

CONC. WALKWAY

DRIVEWAY

DWELLING

IMPERVIOUS & DEGRADED AREAS

138 SF

8,032 SF

1,222 SF

258 SF

PROPOSED AREAS

TOTAL 1,618 SF
PERVIOUS & DEGRADED AREAS

DECK

342 SF

TOTAL 342 SF
LANDSCAPE 6,072 SF

TOTAL EXISTING DEGRADED AREA = 6,211 SF

TOTAL PROPOSED DEGRADED AREA = 6,072 SF

TOTAL DECREASE IN DEGRADED AREA = 139 SF

DEGRADED AREA SUMMARY

25' NATURALLY VEGETATED BUFFER

50' WETLAND BUFFER

100' RIVERFRONT

INLAND BANK

SEDIMENT CONTROL BARRIER

CONSERVATION COLOR CHART

NEWTON
1
8
"
M
I
N
.

FLOW

2" TRENCH MIN.

12" DIA. STRAW WATTLE BY NORTH

AMERICAN GREEN OR APPROVED EQUAL

INSTALLED AT TOE OF ANY DISTURBED

SLOPE OR LIMITS OF CONSTRUCTION, TYP.

SECURE STRAW WATTLE WITH 1"

X 1" X 4' HARDWOOD STAKES

UNDISTURBED

SUBGRADE

(PROTECTED AREA)

NOTES:

1. PRIOR TO INSTALLATION, CLEAR ALL OBSTRUCTIONS INCLUDING ROCKS, CLODS, AND DEBRIS GREATER THAN ONE INCH

THAT MAY INTERFERE WITH PROPER FUNCTION OF STRAW WATTLE.

2. INSTALL STRAW WATTLES PERPENDICULAR TO THE FLOW DIRECTION AND PARALLEL TO THE SLOPE WITH THE BEGINNING

AND END OF THE INSTALLATION POINTING SLIGHTLY UP THE SLOPE CREATING A "J" SHAPE AT EACH END TO PREVENT

BYPASS. EXCAVATE A 4" DEEP X 9" WIDE TRENCH, EXCAVATED SOIL SHOULD BE PLACED UP-SLOPE FROM THE ANCHOR

TRENCH.

3. PLACE THE WATTLE IN THE TRENCH SO THAT IT CONTOURS TO THE SOIL SURFACE. COMPACT SOIL FROM THE

EXCAVATED TRENCH AGAINST THE WATTLE ON THE UPHILL SIDE. ADJACENT WATTLES SHOULD TIGHTLY ABUT OR

OVERLAP.

4. SECURE WATTLES WITH 1"x1"x24" STAKES EVERY 3'-4' AND WITH STAKES AT EACH END. STAKES SHOULD BE DRIVEN

ON EITHER SIDE OF THE WATTLE. STAKES SHOULD BE DRIVEN PERPENDICULAR TO SLOPE FACE.

5. STRAW WATTLE TO BE 12" DIA. MANUFACTURED BY NORTH AMERICAN GREEN OR APPROVED EQUAL.

6. SEDIMENT CONTROL MEASURES SHALL FOLLOW THE PERFORMANCE STANDARDS OF THE USDA SOIL CONSERVATION

SERVICE, AND ANY APPLICABLE STATE/LOCAL CONSERVATION AUTHORITY.

STRAW WATTLE SEDIMENTATION CONTROL

DETAIL # 519 JDE

1. THE PROPOSED WORK IS WITHIN THE JURISDICTION OF THE CONSERVATION COMMISSION. WORK

SHALL NOT COMMENCE UNTIL A NEGATIVE DETERMINATION OR ORDER OF CONDITIONS IS ISSUED

BY THE CONSERVATION COMMISSION.

2. ANY REQUIREMENTS AND/OR WORK REQUIRED BY THE COMMISSION'S DECISION SHALL BE

INCLUDED IN THE SCOPE OF WORK.

3. NO WORK OR ALTERATION IS PROPOSED, OR SHALL TAKE PLACE, BETWEEN THE WOOD FENCE

AND THE INLAND BANK OF SOUTH MEADOW BROOK AS SHOWN ON THIS PLAN.

NEWTON CONSERVATION NOTES

EXISTING FOUNDATION (TO BE DEMOLISHED) = 36.24 CF BELOW BFE (CREDIT)

EXISTING PATIO (TO BE REMOVED) = 80.67 CF BELOW BFE (CREDIT)

TOTAL FLOOD STORAGE PROVIDED = 116.91 CF

PROPOSED FOUNDATION = 34.60 CF BELOW BFE (DISPLACEMENT)

PROPOSED HELICAL PILES = 6.99 CF BELOW BFE (DISPLACEMENT)

TOTAL FLOOD STORAGE DISPLACED = 41.59 CF

NET = 75.32 CF ADDED TO THE SITE

FLOODPLAIN IMPACTS

LOT AREA = 8,032 SF

RIVERFRONT AREA ON LOT = 7,990 SF (99.5% OF LOT)

PREVIOUSLY DEVELOPED AREA ON LOT IN RIVERFRONT AREA = 6,930 SF (86.7% OF RIVERFRONT AREA)

LIMIT OF WORK IN RIVERFRONT AREA = 981 SF (12.3% OF RIVERFRONT AREA ON LOT)

LOT AREA IN 25' NATURALLY VEGETATED BUFFER AREA = 1,942 SF

LOT AREA TO REMAIN UNDISTURBED IN 25' NATURALLY VEGETATED BUFFER AREA = 1,060 SF

LIMIT OF WORK WITHIN 25' NATURALLY VEGETATED BUFFER AREA = 59 SF

RIVERFRONT AREA CALCULATIONS

Sheet  Index
1 Notice of Intent & Building Permit Plot Plan
2 Plot Plan (By Boston Land Survey)
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