IMPERVIOUS AREAS

EXISTING PROPOSED

HOUSE, COVERED LANDING 2468 SF 3657 SF

WINDOW WELLS, BULKHEAD 49 SF 49 SF R10
PAVED DRIVEWAY 1055 SF 535 SF =
STONE RETAINING WALL 81 SF 40 SF
DECK WITH STAIRS 374  SF 374 SF
PAVER PATIO W/ LANDING 172  SF 8 SF
FRONT STAIRS W/ CONC. WALK 212  SF 64 SF
SHEDS 110 SF 68 SF
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HVAC PADS 8 SF 8 SF ’i- R
A
TOTAL 4528 SF 4803 SF =>275 SF INCREASE AlZ 5
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TEST PIT DATA
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TP-1 (ELEV=41.90)

0"-6” Ap Fine Loam 10YR3/3
6”-60" Bw Fill

727-96” C  Gravelly Loamy Sand

No Refusal, no groundwater indication

10YR6/1 R
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15,378+ S.H. (
.50 ACre

TP-2 (ELEV =40.8) =)
0”-10” Ap Fine Loam 10YR3/3
10”-64” Bw Fill

647-96” C Gravelly Loamy Sand
No Refusal, no groundwater indication

10YR6/1

1. CIVIL SITE PLAN PREPARED BY "MP DESIGN" TO LAYOUT THE STORMWATER FEATURES
ONLY. ALL OTHER ITEMS DESIGNED BY OTHERS. INVERT ELEVATIONS FROM BUILDER
AND SURVEYOR.
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2.  THE PROPERTY LINES AND TOPOGRAPHIC INFORMATION SHOWN ON THIS PLAN ARE ?Q
BASED UPON AN ACTUAL FIELD SURVEY CONDUCTED BY C & G SURVEY COMPANY. ™
SIGNED BY MICHAEL CLANCY STAMPED DATE JULY 10, 2026 %
A
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3. AT THE END OF CONSTRUCTION, ALL DRAINAGE STRUCTURES ARE TO BE CLEANED OF
SILT, STONES AND OTHER DEBRIS.

4. CIVIL ENGINEER DESIGN BASED ON PROVIDED SURVEY BY SURVEYOR. ENGINEER NOT
RESPONSIBLE FOR ANY DISCREPANCY IN THE PROVIDED SURVEY.

5. THE APPLICANT MAY HAVE TO APPLY FOR STREET OPENING, UTILITY CONNECTION,
AND AN INSTALL CURB & SIDEWALK PERMITS WITH THE DPW PRIOR TO START OF
WORK.

6. AFTER ALL ENGINEERING PERMITS ARE OBTAINED, THE CONTRACTOR NEEDS TO
NOTIFY THE ENGINEERING DIVISION CONSTRUCTION INSPECTOR A MINIMUM OF
48-HOURS IN ADVANCE AND SCHEDULE AN APPOINTMENT TO HAVE SITE UTILITIES AND
STORMWATER COMPONENTS INSPECTED. THE SYSTEM & UTILITIES MUST BE FULLY
EXPOSED FOR THE INSPECTOR. ONCE THE INSPECTOR IS SATISFIED, THE SYSTEM &
UTILITIES MAY BE BACKFILLED.

7. THE CONTRACTOR MUST PROVIDE POLICE DETAILS, SCHEDULED 48 HOURS IN
ADVANCE, FOR THE DIRECTION AND CONTROL OF TRAFFIC, AS REQUIRED BY THE CITY
ENGINEER. ALL ROADS AFFECTED BY CONSTRUCTION SHALL ALWAYS REMAIN OPEN
TO EMERGENCY VEHICLES. CONTRACTOR IS TO COORDINATE WITH POLICE AND FIRE
DEPARTMENT TO ENSURE PUBLIC SAFETY.

8. ALL WORK MUST BE DONE IN ACCORDANCE WITH “CITY OF NEWTON STANDARD
SPECIFICATIONS” AND “CITY OF NEWTON CONSTRUCTION DETAILS”, COPIES OF WHICH
MAY BE OBTAINED AT THE ENGINEERING OFFICE. ALL WORK SHALL BE SUBJECT TO
INSPECTION AND APPROVAL BY THE CITY OF NEWTON ENGINEERING DEPARTMENT.

9. AS OF JANUARY 1, 2009, ALL TRENCH EXCAVATION CONTRACTORS SHALL COMPLY
WITH MASSACHUSETTS GENERAL LAWS CHAPTER 82A, TRENCH EXCAVATION SAFETY
REQUIREMENTS, TO PROTECT THE PUBLIC FROM UNAUTHORIZED ACCESS TO
UNATTENDED TRENCHES. TRENCH EXCAVATION PERMIT REQUIRED. THIS APPLIES TO
ALL TRENCHES, BOTH ON PUBLIC AND/OR PRIVATE PROPERTY.

10. NO EXCAVATION IS ALLOWED WITHIN ANY CITY RIGHT-OF-WAY BETWEEN NOVEMBER 15
AND APRIL 15. IF AN EMERGENCY EXISTS OR THERE ARE EXTENUATING
CIRCUMSTANCES, APPLICANT MAY SEEK PERMISSION FOR SUCH WORK FROM THE
CITY DPW COMMISSIONER VIA THE CITY ENGINEER. IF PERMISSION IS GRANTED,
SPECIAL CONSTRUCTION STANDARDS WILL BE APPLIED. APPLICANT OR APPLICANT'S
REPRESENTATIVE MUST CONTACT THE CITY OF NEWTON ENGINEERING DEPARTMENT
PRIOR TO START OF WORK FOR CLARIFICATION.
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CULTEC NO. 410 NON-WOVEN GEOTEXTILE
AROUND STONE. TOP AND SIDES MANDATORY,
BOTTOM PER ENGINEER'S DESIGN PREFERENCE
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CULTEC NO. 410 NON-WOVEN GEOTEXTILE AROUND STONE. TOP AND
SIDES MANDATORY, BOTTOM PER ENGINEER'S DESIGN PREFERENCE
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RECHARGER 330XLHD

CULTEC HVLV FC-24 FEED CONNECTOR o R 3D
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1-2 INCH [25-50 mm] WASHED, CRUSHED
STONE SURROUNDING CHAMBERS
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HVLV FC-24 FEED CONNECTOR
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CULTEC NO. 4800 WOVEN GEOTEXTILE TO BE PLACED BENEATH INTERNAL MANIFOLD
FEATURE AND BENEATH ALL INLET/OUTLET PIPES (FOR SCOUR PROTECTION)

D 6.0 INCH [152 mm] MIN. DEPTH OF WHERE SPECIFIED 415 12.0" MIN.
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PIPE TO BE INSERTED 12.0 INCHES MIN. INTO CHAMBER.
PIPE SIZE: 6" HDPE
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FIN. GRADE=+/-41.5
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INLET/OUTLET PIPE
PIPE TO BE INSERTED 12.0" [305 mm] MIN. INTO CHAMBER
PIPE SIZE: 6" HDPE

INSPECTION PORT
FINISHED GRADE
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1-2 INCH [25-50 mm] WASHED, CRUSHED

STONE SURROUNDING CHAMBERS
CULTEC NO. 410 NON-WOVEN GEOTEXTILE AROUND STONE. TOP AND
SIDES MANDATORY, BOTTOM PER ENGINEER'S DESIGN PREFERENCE
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CULTEC NO. 4800 WOVEN GEOTEXTILE TO BE PLACED BENEATH INTERNAL MANIFOLD
FEATURE AND BENEATH ALL INLET/OUTLET PIPES (FOR SCOUR PROTECTION)
RECHARGER 330XLHD
HEAVY DUTY CHAMBER

SIDE PORTAL TO BE CUT IN FIELD TO ALLOW FOR HVLV FC-24 FEED
CONNECTOR OR STORM PIPE AS NEEDED (SEE FIGURE 1). CUT SHALL
BE WITHIN 1/4" [6 mm] TOLERANCE OF SIDE PORTAL TRIM GUIDELINE

118 TURNPIKE ROAD, SUITE 200
SOUTHBOROUGH, MA 01772

CONTACT@MPDCONSULTANTS.COM
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