


Page 1 of 8 
 

9 Old Orchard Road, Chestnut Hill 
Hammond House 

 
ITEMS FOR REVIEW AT 1/21/2021 HEARING OF CHESTNUT HILL HISTORICAL COMMISSION 
 
1. Rear Addition – Approved on 9/17/20 with the exception of skylights and doors 
2. Windows Restoration 
3. Siding Repairs 
4. Siding and Trim Color – under separate application 
5. Breezeway modifications 
6. Landscaping / Hardscaping – approved on 9/17/20 with conditions 
 

1. Rear Addition 
Addition was approved on 9/17/2020 with the exception of skylights and doors 

RESOLVED to grant a Certificate of Appropriateness for the application as submitted at 9 Old Orchard 
Road for Item 1) Proposed Addition at the back of the house with the exception of the skylights and 
doors which require further information and details to be submitted to the Commission for final 
review and approval. 

Skylights: 
1. Manufacturer:  VELUX 
2. Type / Model: Fixed “MO8” 
3. Width:   30-9/16” 
4. Height:  54-15/16” 
5. Finish:   bronze aluminum 
6. Manufacturer technical details available at these links: 

o Cross Section 
o Architectural Details 

7. Sample Photos: 
 

 

 

 

 

 

 

 

 

 

https://www.veluxsolutions.com/apps/LPI.nsf/0/40227A3E7C9E4D6385257964004C30C9/%24file/FS_Product%20Data%20011119.pdf
https://www.veluxsolutions.com/apps/LPI.nsf/0/8C1AD5489EFED5A285257967006EEF2E/%24file/VS%20with%20EDL_Shingle%20roof_Cathedral%20ceiling.pdf
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Doors: 

1) New door at rear of addition 
a. Install new wood door with proper weatherstripping, remove storm door. 
b. New wood door to match configuration of existing door: 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

2) New door at Music Room 
a. Remove existing wood window and use the same opening to install new wood door. 
b. New wood door to include “lites” that mimic original window as closely as possible. 

 
  

 

 

 

 

 

 

 

 

 

 

 

 

Interior view of Music Room 
window to be replaced; 

Interior trim to be salvaged 
and reused after door 

installation 
Exterior Elevation showing new door and relationship to 
existing window. Overall width and header height shall 

remain consistent with original window; transom is added to 
allow door height to not exceed 7’-0”. 

Photo of existing windows at Music Room from Courtyard 
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2. Windows Restoration 
Owners intend to hire window restoration company Bi-Glass of Connecticut (www.ctbiglass.com). 
Restoration procedures have been previously submitted and reviewed by the Commission, and 
additional technical information can be found on the company website. 

We provide the following additional information as requested by the Commission: 

1. 10-year warranty on labor and material – sash components, glass, workmanship, window 
operation mechanism (to function like new windows). 

2. Process to ensure windows are replaced exactly in the same location: Bi-Glass of Connecticut 
has strict procedures for labeling and documenting all window sashes prior to removal, so that 
all components are re-installed in original locations after restoration work. We have a high level 
of confidence in this procedure based on their past work on significant structures. 

3. Adding to sash thickness: Bi-Glass of Connecticut owner Andrew Meehan personally visited the 
property and performed a thorough analysis of the windows and doors. He explained to the 
applicant that the sash thickness of older windows poses a challenge due to the new thicker 
double-pane glass that is installed. The solution is to install a thin layer of wood, which they 
refer to as “face-glazing” (still referring to wood) on the exterior of the sash prior to installing 
the exterior wood stop. 
The “face-glazing” wood material is typically southern yellow pine. Andrew believes the existing 
wood of the sash is pine and propose to use high-grade pine with no knots. Mahogany is also an 
option. Since the sashes will all be painted, the applicant proposes the high-grade pine as 
recommended. 
Also note that the exterior muntins and wood stops are custom fabricated in the shop to mimic 
the profile of the existing sash as closely as possible. Refer to sample drawing from website: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

http://www.ctbiglass.com/
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3. Siding Repairs 
Proposed work entails removing existing paint, prepping and re-painting existing siding with Historical 
Commission approved siding color. Replace siding with in-kind wood only where siding is rotted, broken, 
or extremely de-formed. Attached 11x17 sheets with elevations and photos depict areas that applicant 
believes require such replacement; slight deviations may occur in the field as work is being performed 
and condition of siding merits such deviations. 

4. Siding and Trim Color – under separate application 

5. Breezeway modifications 
Refer to attached 11x17 sheet with elevation and photo. 

Applicant proposes to remove enclosing wall on driveway side to open up breezeway. Posts, arches and 
trim detail to match courtyard (interior) side. Paint all existing and new trim with trim color approved by 
Historical Commission. 

6. Landscaping / Hardscaping – approved on 9/17/20 with conditions 
RESOLVED to grant a Certificate of Appropriateness for the application as submitted at 9 Old 
Orchard Road for Item 6) Landscape subject to the submission of the final landscape plan with 
the planting schedule and photographs of the hardscape materials and elements for final 
review and approval by Staff and the Commission architect. 

Additional material provided by Landscape Architect Monique Allen as requested by the Commission: 

HARDSCAPE NOTES 
The bluestone is already there - it's existing on the patio on site. The goal is to use the materials that are 
on site and provide additional matching bluestone as needed.  

The walls that are presently there on site now are a combination of Pudding Stone and fieldstone. The 
fieldstone that's there now is sharp and out of "style" with the house so it will be removed. There is so 
much concrete in with that Pudding Stone that it is not going to be salvageable.  

Here's a more accurate image of what we are envisioning for the field look of the new walls that we are 
proposing. Quintessential New England Fieldstone which is more rounded in character and has lots of 
color dimension in keeping with our native bedrock stone. 
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• WALL MATERIAL - New England Field Stone 
https://stoneyard.com/product-shape/round/ 

 

 

• Patio Material - Natural Cleft Bluestone 
https://stoneyard.com/product/bluestone-multi-natural-cleft-pavers/ 

 

 

• Bluestone Pea Gravel  

 

 

• Fencing - none proposed. We took the fence section for the A/C unit out. The existing fence is 
stockade and my understanding is that that they wanted to keep that fence the same.  

 
 

END OF DOCUMENT 














